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PREFACE. 



The recent advances made in the utilization of alter- 
nating currents and alteiliating current apparatus of all 
descriptions have been of such importance that there 
are now many interested in this field of work who desire 
to become conversant with the underlying principles of 
the subject in order that they may become better 
equipped to undertake the vast engineering problems 
which are constantly arising. In its newness, the theory 
of alternating currents has been developed this way and 
that, added to here and there, so that it is necessary 
for one to stop and consider the basis from which cer- 
tain conclusions are reached, and the logical sequence 
by which the results are attained. Although many of 
the problems which arise have been fully treated by 
various writers, the solutions have as a rule been limited 
in their application to certain special cases, and have 
for the most part been presented in a fragmentary man- 
ner. This lack of a clear and succinct treatment, suffi- 
ciently broad to be general in its application, has been 
strongly felt, and it is in order to meet this demand for 
definite information in regard to the fundamental prin- 
ciples governing the flow of variable or alternating cur- 
rents that this work is now presented to the public. 

The purpose has been to use such mathematical terms 
and analytical methods as make it possible for the dem- 
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onstrations to be exact and rigorous, aud at the same 
time to express the results in such a way as to be per- 
fectly intelligible to those who do not desire to follow 
the methods of proof, but are only interested in the con- 
clusions reached. 

There are some to whom graphical methods appeal 
more strongly than analytical processes, and the cases 
of simple circuits have accordingly been fully treated in 
both ways. The problems of divided circuits and net- 
works of conductors 3'ield the more readily to graphical 
treatment, inasmuch as analytical methods necessarily 
become cumbersome and involved and do not appeal 
directly to the senses. Tlie subject is therefore capable 
of two natural divisions, the analytical, which constitutes 
Part I., and the graphical, which constitutes Part 11. 

In Part I. the discussion of circuits containing re- 
sistance and self-induction only is first taken up, and the 
first chapter contains the elementary principles neces- 
sary for the establishment of the equation of energy for 
such circuits. This equation is logically developed 
from the experiments of Coulomb, Faraday, Joule, and 
Ohm, upon which depends all the modern science of 
electricity. The treatment is based upon simple ele- 
mentary ideas and is complete in itself, so that no pre- 
vious knowledge of the theory of electricity and mag- 
netism is requisite. Taking the equation of energy as a 
basis, in the following chapters the general solution for 
the current is obtained, after which the various particu- 
lar cases are taken up, in which the electromotive force 
is assumed to vary as some definite function of the time. 
The solution for each particular case is derived inde- 
pendently from the diflferential equations and also from 
the general integral equation. 

Inasmuch as the assumption of an harmonic electro- 
motive force often approximates to the truth, a chapter 
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lias been devoted to the discussion of harmonic func- 
tions in order that the solutions obtained under such an 
assumption may be the more clearly understood. 

As is explained in the introductory chapter, the coeffi- 
cient of self-induction L is considered constant, whereas 
this is only strictly true if the permeability of the sur- 
rounding medium is also constant. That this assump- 
tion is nearly correct is readily seen by noting the curves 
of magnetization for various commercial irons given by 
Prof. Ewing, and by Mr. Steinmetz and Mr. M: E. 
Thompson in this country, for it is not until a higher 
degree of magnetization is reached than is ordinarily 
met with in actual practice, that these curves deviate 
materially from a straight line. 

After the completion of the treatment of circuits con- 
taining resistance and self-induction, the discussion of cir- 
cuits containing resistance and capacity is taken up and 
developed in a similar manner from elementary princi- 
ples. From the simple ideas of static charge, the mean- 
ing of potential and work is shown, leading up to the 
derivation of the equation of energy and electromotive 
forces for a circuit containing a condenser. Following 
the same plan as in the treatment of circuits containing 
self-induction, the general solution is first obtained, and 
we thus have the expression for the current and charge 
at any time for any impressed eh'ctromotive force what- 
soever. Particular electromotive forces are then as- 
sumed, and the solutions for these cases are obtained 
from the general integral equation, and also independ- 
ently by particular solutions. 

The general case of circuits containing resistance, self- 
induction, and capacity is next taken up, and the same 
order of treatment is followed as in the discussion of 
circuits containing resistance and self induction only, 
and resistance and capacity only. Now that the con- 
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denser, as well as its older brother, the transformer, is 
being applied to practical uses, the question of the action 
of a condenser in a circuit with self-induction becomes 
an important one, and the discussion of this case is given 
at length, the same method of giving particular cases 
after the general solution being followed as before. The 
case of oscillatory and non-oscillatory charge is treated 
at length as well as the corresponding case of discharge. 
In order that the effects caused by the variation of the 
constants of a circuit may be clearly understood, curves 
are drawn showing these eft'ects for certain particular 
cases. The nature of -the flow of current immediately 
after making a circuit is then investigated, and the re- 
sults shown by plotting the instantaneous values for a 
particular case. The neutralizing eft'ects of self-induc- 
tion and capacity are next discussed, and the necessary 
conditions ascertained under which not onlv the instan- 
taneous values of the current will be the same as though 
the self-induction and capacity were absent, but likewise 
the thermic and dvnamometric eft'ects. 

The first part closes with an investigation of the 
nature of wave propagation in a conductor possessing 
self-induction and distributed capacity, a subject which 
assumes importance in subnmrine -cables and in ex- 
tended telephone circuits. 

The results obtained by analytical processes too often 
fail to carry their full significance while in symbolic 
form, and for this reason it has been found advisable to 
give applications to concrete cases, and to draw curves 
illustrating the points involved. In order that the full 
significance of the results may be grasped, the values of 
the quantities used in these numerical examples have in 
all cases been given, so that the curves plotted show not 
only the general nature of the relations between the 
various quantities, but also the value of these quantities 
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in the particular cases assumed. The advantage of this 
is especially shown in the discussion of the efl'ects of the 
variation of the constants in a circuit containing resist- 
ance, self-induction and capacity, for it is the illustra- 
tions which here bring out the true significance of the 
effects. 

In Part II. the same order is followed as in Part I. 
The graphical method of treating problems of simple 
circuits containing resistance and self-induction is first 
fully established from the analytical results obtained in 
Part I., and is then extended to problems arising in the 
case of combination circuits. Problems arising in the 
case of simple and combination circuits containing re- 
sistance and capacity but no self-induction are then 
solved, and finally the general case of circuits containing 
resistance, self-induction and capacity is taken up, aud 
the graphical solutions given for series, parallel and 
combined circuits. 

The graphical methods are rigorously proved by the 
Analytical solutions obtained in the earlier part of the 
book, but the development is such that those who do 
not follow through the analytical proof may readily 
apply these graphical methods to the solution of practi- 
cal problems. 

In order to avoid ambiguity, the same symbols are 
used throughout with the same signification, and a list 
of sj'mbols used, together with their meanings, is given 
in an appendix. 

There have been many valuable papers on subjects 
relating to alternating currents, among others those by 
Dr. Duncan and Prof. Ryan in this country, and by Prof. 
Ayrton, Dr. Sumpner, Dr. Fleming, and Mr. Blakesley in 
England, and the electrical public has gained much in- 
formation from the excellent works of the last two 
writers. The subject has not, however, been hitherto 
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developed in the way followed in the succeeding pages, 
and it is in order to meet the demand for a logical treat- 
ment of the theory of alternating currents that this book 
has been prepared. 

Much of the matter here contained has already been 
given by the writers in varii>us papers, some of which 
originally appeared as a series of articles in the Electncol 
Worlds and others in the London Electrician, the Philo- 
sophiad Magazine, the American Journal (/Science, and 
the TranHactions of the American Institute of Electriccd En- 
gineers. We have been permitted to use some of the 
cuts from the latter, for which courtesy we desire to 
extend our thanks. 

The matter contained in the second part now appears 
for the first time, with the exception of the method for 
obtaining tlio eqiiivaleut resistance, self-induction and 
capacity of parallel circuits, which was first given in the 
Philosophical Magazine. 

In all cases these papers have been carefully revised 
and rewritten, and in many cases amplified to suit the 
requirements of the book. 

Cornell Univkrsity, Ithaca. N. Y., 
Augiut, 1892. 
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PART I. 
ANALYTICAL TREATMENT. 



CHAPTER I. 

INTRODUCTORY TO CIRCUITS CONTAINING RESISTANCE 

AND SELF INDUCTION. 

Contents:— Magnet. Lines of force. Field of force. Pole. North pole. 
Like poles repel, unlike attract. Unit pole. Law of attraction. In- 
tensity of a field of force. Uniform field. Unit line of force. Unit 
IK)le has 4ff lines of force. Induction. Current develops a field. Unit 
currt^nt. Number of lines proportional to current. Self- induction. 
E. M. F. Ohm*s law. Quantity. Quantity definite for definite change 
in lines. Joule's law. Energy dissipated in heat. Total energy im- 
parted to a circuit. Energy expended in field. Equation of energy. 
Equation of E.M.F.*8. 

In order that circuits containing resistance and self- 
induction may be properly discussed, a brief review will 
first be given of the elementary theory of magnetism, the 
nature of the magnetic field, and the relation between a 
<5urrent of electricity and magnetism. Those well-known 
elements of the subject will be presented which enabla us 
to obtain expressions for the energy imparted to a circuit, 
the energy dissipated in heat, and the energy expended in 

the magnetic field, and finally to establish the equation of 
energ}' and the equation of electromotive forces for circuits 
with resistance and self-induction. 

If a needle is magnetized uniformly in the direction of 
its length and placed in iron filings, the filings are at- 
tracted to the ends of the needle and become attached 

thereto in clusters. The attractive power of the magnet- 

17 
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ized needle is apparently concentrated at the ends, which 
are called poles. The filings in the space around the 
magnet tend to gather in lines, called lines of force, extend- 
ing from one pole of the needle to the other. Thus the 
magnet is seen to be surrounded by a,Jield of force, in which 
the lines indicate the direction of the force at any point of 
the field. When a compass- needle is placed in the field, it 
always assumes a definite position, tangent to the line of 
force passing through that point The earth acts like a 
huge magnet, producing a magnetic field in which the 
lines of force have a direction nearly north and south. A 
magnetized needle freely suspended in the earth's magnetic 
field assumes a definite position tangent to the earth's lines 
of force. This position is usually nearly in the geographical 
meridian, the magnet having one pole toward the north 
and the other toward the south. The pole that is toward 
the north is called the positive pole, marked + ; and the 
opposite pole the negative, marked — . When magnetic 
l>oles are brought near one another there is found to be 
either an attraction or a repulsion between them, and twa 
poles which have the same sign tend to repel one another, 
while two poles of opposite sign tend to attract one another. 
The definition of a unit magnetic pole would therefore 
naturally be : a magnetic pole which exerts a force of one 

dyne* upon another equal pole at a distance of one centi- 
• - — . — __^^__— ^_^_^_^^_^___« 

* Our knowledge of the physicjil universe is obtained from our per- 
ception of matter in its relations to time and space; and physical measure- 
ments nre, accordingly, measurements of mass, length, and time. Any 
quantity can be expressed in terms of these three, and the units in which 
the cjuantity is measured can be expressed in the three fundamental units 
of length, mass, and time. Tlie fundamental units commonly used to 
measure length, mass, and time are the centimetre, gramme, and seconds 
these are arbitrarily selected, and give rise to the C. G. 8. system of units. 
All other units are readily obtained from these and are called derived units. 
The velocity of a body moving uniformly is the space passed over in n unit 
time. For a body having a variable motion, the velocity is equal to nu 
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metre. Such a magnetic pole as this just defined forms the 
fouudation upou which is based the whole system of electro- 
magnetic units, those of current, electromotive force, etc.; 
and it therefore deserves attention. 

This definition depends upon the exact measurement of 
the distance between two poles. But in reality magnetic 
poles have finite dimensions and it is necessary to deter- 
mine the mean distance between them. The distance 
taken is that between two points so situated that the action 
between the two poles would be the same if they were 
<?oncentraked at these two points. We therefore think of 
a magnetic pole as concentrated at a point. This concep- 
tion is no more strained than the conception of centre of 
gravitative attraction of a bodj', where we consider the 
whole mass of the body as concentrated at a point. 

The length of a compound pendulum is measured in a 
similar way, by considering that the mass of the pendulum 
is concentrated at such a point that the time of oscillation 
is not changed. 



element of the distance ds, divided by the time dt, in which the distance 

ds is traversed: that is, velocity equals the rate of cliauge of lengtli with 

ds 
respect to time, v = — -. In the C. G. S. system velocity is mensnred in 

centimetres per second. The acceleration of the body is the rate at which 

(tv d^s 
the velocity Is changing; that is, a = ~- = —. In the C. G. S. system 

acceleration is measured in centimetres per second. 

By Newton's first law, every body continues in u state of rest, or of uni- 
form motion in a straight line, except in so far as ii may be compelled by 
impressed forces to change that state. Fore^ may be defined as that which 
causes or tends to cause a change in the velocity of a body. The unit of 
force is that force which causes a unit chanire in velocity of a unit mass 
in unit time, that is. produces unit acceleration. In the C. G. 8. system 
the unit of force is the dyne, and is the force which, when acting for one 
second, will give a mass of one gramme a velocity of one centimetre per 
second. 
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LAW OF ATTRACTION. 

The law of the action between magnetic poles, as ex- 
perimentally determined by Coulomb, is that the attraction 
or repulsion between two poles is inversely as the square 
of the distance between them, and directly as the product 
of their strengths ; that is, 

where m and w' are the strengths of the poles, that is, the 
number of unit poles to which each is equivalent, and r 
the distance between them. 

A unit pole being as previously defined, the sign of 
variation may be changed for one of equality if the dis- 
tance r is measured in centimetres and the force F is 
measured in dynes. The force between two magnetic poles 
is then 

„ m m' 

Fr= — P-. 

r 

When the poles considered have the same sign, and are 
both north poles or both south poles, the product mm' is 
positive, and a force of repulsion has the positive sign. 
Similarly, a force of attraction has a negative sign. 

INTENSITY OF A FIELD OF FORCE. 

The strength of a magnetic field of force at any point is 
measured by its action on a unit positive magnetic pole at 
that point. 

If we could place a free magnetic pole in a magnetic 
field, it would always be urged in a certain direction ; and, 
if free to move, would actually move in this direction. 
The direction in which a positive pole would be urged is 
called the positive direction of the line of force which 
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passes through the pole. The force with which a unit 
positive pole would be urged at any point of a magnetic 
field is the strength of the field at that point, and is usually 
denoted by H. 

Usually it is found that H varies at different points in 
the field ; but if H has the same value at every point, both 
in magnitude and in direction, the field is said to be uni- 
form. 

If the uniform field be one of unit intensity, then H = 1, 
and there is said to be (me line of force per square centi- 
metre ; and when the intensity is H, there are H lines of 
force per square centimetre. Thus the intensity of a mag- 
netic field is thought of as being determined by the number 
of lines which pass through one square centimetre of a 
surface normal to the direction of the lines of force. 

As an example, by the definition of a unit pole the in- 
tensity of the field H is unity at a distance of one centime- 
tre from the pole. If a sphere be described about the unit 
pole as a centre, having a radius of one centimetre, there is 
consequently (me line of force passing through the surface 
of the sphere for every square centimetre. As the surface 
of the sphere contains 4 tt square centimetres, there are in 
all 4 Tt lines of force that emanate from a unit pole, and 
4: TT m lines from a pole whose strength is m. 

INDUCTION. 

The number of lines of force in air is the same as the 
number of lines of magnetizing force. In a magnetic sub- 
stance, such as iron, the number of lines of force is greatly 
increased, and they are then called lines of magnetization, 
or lines of induction. 

The number of lines of induction Ny passing through 
any area, is called the total magnetic induction through 
this area. The total number of lines of force per squai > 
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rrentiraetre of area normal to these lines is called the in- 
'liurtioii per square centimetre, or simplj the in^htdion^ B. 
Ill a uou-ma^etic mediam the induction B is equal to the 
rna^ietizin^ force, H. In a magnetic medium, such as iron, 
th^f magnetizing force produces an induction B greater 
than H. The ratio of the induction to the magnetizing 

force is called the permeability, ^ ; that is, ;i = 5.. 

M 

A current of electricity flowing in a circuit always pro- 
duces a magnetic field in the surrounding region. The 
lines of ff>rce which constitute this field are alwavs closed 
lines which encircle the conductor. The total number of 
lines passing through the area bounded bv a closed electric 
circuit is the total magnetic induction of the circuit. As 
the current is increased in strength, the intensity of the 
magnfrtic field at every point is increased, and if there is 
no magnetic substance in the region, the intensity of the 
i\i'\i\ is increased in direct proportion to the strength of 
current. 

A vnit current is defined in terms of the intensitj' of the 
ni;ign<*tic ti(dd which it generates. A unit current is that 
whiitli, flowing in a circuit of one centimetre radius, acts 
on a unit magnetic pole, i)laced at the centre, with a force 
of on(5 dyne ])er centimetre length of the circumference. 
This is a unit of current in the C. G. S. system. Each unit 
length of conductor is acted upon by the unit pole, placed 
at the ccjntre, with a force of one dyne, which is the same 
force as that by which a unit pole would be acted upon 
when substituted for a unit length of the conductor at the 
same distance. The practical unit of current, the ampere^ 
is one-tenth of the C. G. S. unit. 

NUMBER OF IJNES PROPORTIONAL TO CURRENT. 

We have seen that when a current flows through a 
closed circuit a field is set up consisting of a definite num- 
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ber of lines threading the circuit. If there is no magnetic 
substance in the vicinity, that is if the permeahiUty of the 
surrounding region be constant, the number of lines pro- 
duced by a current in a circuit is directly proportional to 
the current, and any change in the current produces a pro- 
portional change in the number of lines threading the cir- 
cuit f 

dN di 
This may be expressed N a i, and —rr oc -t.« Since N 

varies as i, we may say 

(1) and consequently --tt =^ ^ 77* 

The coeflScient L is called the coefficient of sejfindiictionj 
and is defined by the equation as the ratio of the total in- 
duction threading a circuit to the current producing it. 
When the current is unity, the coefficient of self-induction 
is equal to the number of lines produced by the current. 
If the permeability of the medium surrounding the con- 
ductor is constant, this will be the value of L for all values 
of the current, and L will be constant. Unless a high degree- 
of magnetization is reached, L is approximately a constant 
for a given circuit, and will hereafter be so considered. 

Faraday's law of electromotive force. 

When a conductor is moved in a magnetic field so as 
to cut lines of force an electromotive force is produced in 
the conductor. Faradav showed as the result of his re- 
searches that this E. M. F. produced is directly propor- 
tional to the rate of cutting the lines of force, and is in a 
direction at right angles to the direction of motion and also 
to the direction of the lines of force. He further showed 
that, if the magnetic induction through an}- closed circuit 
be varied by any means, an E. M. F. is developed in the 
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circuit proportional at any instant to the rate of change 
(decrease; of the magnetic induction at that instant. In 
the C. G. S. system of units this experimental lav. may be 
expressed by the equation 

where e denotes the E. M. F. developed and Xihe magnetic 
induction of the circuit. This means that a C G. S. unit 
E. M. F. is developed when there is a change in the induc- 
tion of the circuit at the rate (^f one line per second. The 
negative sign indicates that the E. M. F. is induced in such 
a direction as to oppose tlie cliange in the number of linea 
threading the circuit. The practical unit of E. M. F., the 
vdii is In" times the C. G. S. unit just defined. 



ohm's law. 



An electromotive force impressed upon a closed circuit 
causes a current to flow which depends upon the resistance 
of the circuit. Ohm first showed, and others have since 
verified to a liigh degree of accuracy, that with a constant 
*E. M. F., the current is directly proportional to the E. M. F. 
and inversely proportional to the resistance of the circuit. 

Ohm's law may be expressed 

where / denotes current ; E, electromotive force ; and By 
resistance. Since E. M. F. and current are already inde- 
pendently defined, the unit of resistance is naturalh' taken 
to be that resistance which allows a unit current to flow 
in a circuit having a unit impressed E. M. F. Ohm's law 
may then be expressed 



k 
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From the relation of the practical units of E. M. F. aiul 
current, the volt and the ampere, to the correspondiug 
C. G. S. units, it follows that the practical unit of resist- 
ance, the oAm, is 10' times the C. G. S. unit. 

QUANTITY. 

A unit quarUity of electricity is said to flow in a circuit 
when unit current flows for one second. When a current / 
flows in a circuit for ^ seconds, a quantity It will flow. 
And in a short interval of time dt, a quantity i dt will flow, 
which is represented by dg, thus : 

dq _ . 
dt -"' 

q representing quantity. 

We have seen that for a constant electromotive force, bv 
Ohm's law the current equals the E. M. F. divided by the 
resistance. During a short interval of time di^ any E. M. F. 
may be considered constant, and we may write 



i = "n, during the time 



dt 



The capital letters E, /, and Q will be used to denote a 
constant electromotive force, current, or charge. When 
these are variable the small letters e, t, and q will be used. 

When a closed conductor is moved from one position to 
another in a magnetic field, so as to cause the number of 
lines of force included by the circuit to change from one 
value N^io another value ^,, it will be found that tlie 
quantity of electricity which flows in the circuit is always 
a definite amount, being equal to the change in the number 
of lines N^— jV,, divided by the resistance of the circuit, 
and is entirely independent of the manner of the change, 
and of the time occupied in making the change. 
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Tliis will be evident when we remember Faraday's law, 

dN 
e = — -77 9 and consider that the only E. M. F, acting in 

the circuit during the motion of the conductor is this 
dN 



dt 



Hence the following relations are true : 

dq • _ ^ __ 1 ^^^ 
d? =* = R"='~M~dt' 



(3) Whence Q = 



B 



Here Q denotes the sum of all the small quantities, or 
the total quantity of electricity flowing through the circuit 
during the motion of the conductor, and is seen to be equal 
to the change of the induction through the circuit divided 
by the resistance of the circuit, as stated above. 

The earth inductor is a good example of an instrument 
which depends for its use upon the principle just stated. 
When a ballistic galvanometer is connected with an earth 
inductor, the throw of the galvanometer is proportional to 
the total change in the number of lines of force included 
by the earth inductor coil as it turns from one position to 
another, provided the needle does not start to swing until 
the whole quantity of electricity has flowed through the 
galvanometer. 



joule's law. 



The fourth and last great experimental law to be men- 
tioned is the discovery by Joule that the heat liberated by 
a conductor carrying a current of electricity is strictly i)vo- 
portional to the product of the square of the current-strength 
and the resistance of the conductor. 

Now for the first time we have a means of telling how 
much energy is required to send a current of any desired 
strength through a conductor, and we always expect to find 
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some source for the supply of energy when we see a current 
flowing through a conductor. 

The elementary principles, already given, upon which 
the system of electromagnetic units is based, are deduced 
from the experimental researches of Coulomb, Faraday, and 
Ohm. When a current flows through a conductor there is 
always heat liberated in the conductor and accordingly a 
dissipation of energy. It therefore requires a certain 
amount of energy to send a current through a conductor. 
The exact amount of this heating efl'ect was first determined 
by Joule: The results of his experiments show that the 
energy liberated per second in the form of heat in a con- 
ductor carrying a current of electricity is strictly propor- 
tional to the product of the square of the current-strength 
and the resistance of the conductor. Joule's law may be 
expressed 

Wo: PR, 

where W represents the energy expended per second. 

The energy expended in the time f, during which the 
current is constant, is /' R t. If the current be a variable 
t, it may be considered constant for the time dt, and so in 
the time dt 

(4) Energy dissipated in heat = i* R dt 

When aU the energy given to the circuit is expended in 
heat, that is when there is no counter E. M. F. of any kind 
and the current is constant, IR may be replaced by E, 
according to Ohm's law, and the energy expended per 
second may be written 

Woe EL 

This becomes more definite in the units already dis- 
cussed. If a conductor carrying a current / be placed at 
right angles to the lines of force in a uniform field of 
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intensity H, each unit of length will be acted upon with a 
force H /. 11 I be the length of the conductor, the force 
will be / H /. When moved with a velocity v against this 
force, work will be performed at the rate ollM Iv ergs per 
second, or 

W=lHIv. 

This must be equal to the rate at which work is done in 
generating a current /, by moving the conductor through 
the field. The conductor, when monng with a velocity v, 
cuts IHv lines per second, and so produces an E. M. F. 

Substituting above, we see that the rate at which energj' 
is expended in a circuit at any time is equal to the product 
of the current and the electromotive force at that time, 

W=EL 

This is seen to be equivalent to Joule's hiw above and is 
equally true for C. G. S. and for practical units. In the 
C G. S, system, energy is measured in ergs and the equa- 
ticni expresses the fact that energy in ergs is equal to the 
product (^f current and E. M. F. in C. G. S. units. The 
practical unit of energy is the joule and is so defined that 
the equation W = E [y true in ergs and other C. G. S. units, 
shall be also true in practical units — the joule, the volt, and 
the ampere. The equation is then interpreted as meaning 
that energy in joules is equal to the product of current and 
E. M. F. in ami)eres and volts. From the relation alreadv 
giv(Mi between the ampere and volt and their corresponding 
C\ G. S. units, the joule equals 10' times the C. G. S. unit 
the erg. 

The rate of icork is in electrical terms expressed m 
watts : one watt equals one joule per second. The common 
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English unit of rate of work is the horse-power : one horse- 
power equals 745.9 watts. 

The rate at which energy is imparted to a circuit multi- 
plied by the time is the total energy imj^arted during that 
time. If there is a variable E. M. F., e, from any source 
whatever given to a circuit, and a current i flows, the energy 
imparted to the circuit in the time dt from the source of 
this K M. F. is the product e i dt. Thus : 

(5) Energy imparted to a circuit = e t dt. 

This enables us to ascertain the energy possessed by a 
magnetic field. By Faraday's law, when the magnetic 
induction through any closed circuit changes from any 
cause whatsoever, there is always an electromotive force 
given to the circuit which is equal to 

__ dN _ di 
""-"It-^^dt 

This E M. F. is due to the existence of the magnetic 

field. In creating the field, an equal and opposite E. M. F., 

di 
L T^i^A necessary to drive the current The work which 

this force does is equal to the product of the force, the 
current which flows in the circuit, and the time dt ; as ex- 
plained above. The change in the energy possessed by a 
magnetic field in the time dt is, therefore, 

.dN .di 

t-jj dt = Zi-j-dt. 
dt dt 

di 

(6) Energy expended in the magnetic field = Li-j- dt. 

The change in the induction through any circuit may 
be due to any external cause, as mo^^ng magnets, or it may 
be due to a change in the current itself. When the change 
is due to a change in the current, an increase in the 
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Htrcngtb of the current increases the energy of the 
magnetic field ; and positive work is done by the current 
in creating the field. When the current decreases, the 
energy of the field decreases, and negative work is done by 
the current on tlie field ; for, when the current decreases 

with the time, -,- is negative. To say that the current is 

doing negative work is equivalent to saying that the 
magnetic field in decreasing is imparting energy to the 
circuit Thus we see that the energy may be stored up in 
a magnetic field, and that this is not dissipated, but is 
returned to the circuit when the field is diminished in 
strength. 

To find the expression for the total energj' of a mag- 
netic field which is due to a current i flowing in a circuit, 
we need merely find the sum of all the small quantities of 
energy imparted to the field as the current is increased 
from zero to its final value /: this is found to be 

(7) £Lidi = iLr. 



THE EQUATION OF ENERGY. 

If e represents the impressed E. M. F. given to a circuit 
which has a resistance li and a coefficient of self-induction 
L, we have seen [equation (5)] that the total energy given 
to the circuit from the source is e i dt. 

A part of this energy supplied is dissipated in heating 
the conductor, and in the time dt is equal to I{ Vdt [equa- 
tion (4)]. A second part is stored up in the magnetic field, 

.di 
and in the time dt is equal to L i -^- dt [equation (6)]. These 

two ways are the only ones in which the energy of the 
source is used, under the hypothesis made that the circuit 
contains no statical capacity or counter electromotive force 
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of any kind other than that due to the field, but only 
contains a resistance R and a self-induction L. 

By the principle of the conservation of energy we may, 
therefore, say that the energy supplied to the circuit is 
the sum of the energy dissipated in heat and the energy 
expended on the field. 

We have, therefore, the equation of energy : 

di 

(8) eidt = Bi'dt + Lijdt. 

When each member of the equation of energy is divided 
bj' i dt, we obtain 

di 

(9) e = lii + L^^. 

This is an equation of electromotive forces : e is the E. M. F. 

of the source impressed upon the circuit, B i the E. M. F. 

di 
necessary to overcome the ohmic resistance, and Z -tt the 

E. M. F. equal to the E. M. F. of self-induction. 



CHAPTER n. 

ON HARMONIC FUNCTIONS. 

Contents : — Harmonic E. M. F. often assumed. Simple harmonic motion. 
Amplitude. Period. Angular velocity. Frequency. Epoch. Phase. 
Lag. Advance. Graphical representation of simple harmonic functions. 
Average value of ordiuates of sine-curve. Value of mean square of 
ordiuati^s of sine-curve. Periodic functions composed of several simple 
sine- functions of like period,— of unlike jwriod. Fourier's theorem. 

If a condnctor revolves with uniform velocity about 
some fixed axis in a uniform field, the rate at which it cuts 
the lines of force is different at different parts of the revo- 
lution and varies directly as the sine of the angle of rota- 
tion. The electromotive force set up in the conductor at 
any instant is numerically equal to the rate of cutting lines 
at that instant and is accordingly a sine-function of the 
angle of rotation and, since the rotation is uniform, a siye- 
f unction of the time. Inasmuch as the assumption of 
such an electromotive force often closely ai)proximates to 
the truth, and since, as will be shown later, any electro- 
motive force whatever may be expressed as a sum of terms 
each of which is a sine-function of the time, it has been 
found convenient to express electromotive forces in terms 
of sines. 

In order that sine-functions may be clearly understood 

when used in the following chapters, it is considered 

advisable to digress and devote the present chapter to the 

discussion of harmonic or sine-functions. 

82 
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HARMONIC MOTION. 

If a point moves uniformly around the circumference of 
a circle, the motion of the projection of that point upon 
any fixed diameter is said to be harmonic. The radius of 
the circle is called the ampLUvde of the motion, and is 
designated by a. The time T of making one complete 
revolution is called the period. Positive rotation will be 
considered as counter-clockwise. 

If a uniformly revolving radius of a circle is projected 
upon any fixed diameter, its projection is said to vary 
harmonically. The maximum value of this projection is 
the amplitude, or radius of the circle. This is represented 
in Fig. 1. P is a point moving uniformly about the centre 




Fig. 1.— Hakmonic Motion. 



O, and OP' is the projection of the radius OP upon the 
fixed diameter BD. When OP is in the position OA at 
right angles to /?Z), the projection OP' is zero ; and when 
OP is in the position 05, the projection OP' has its 
maximum value and is equal to the radius OP, The 
projection is again zero at 0(7, and a negative maximum 
at OD. 
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The angular velocity of the poiut P is denoted by gj, 
and at any point is a? = -^. Since the motion of the point 

is uniform, 00=1— , or cot = <p^ where <p is the angle described 

in the time L As the time occupied in describing a circum- 

ference is T, the uniform velocity « = -yr ; hence = -jp^t. 

The second is taken as the unit of time. The number of 
revolutions made by the moving point P, in one second is 

'=, and is called the periodicity or freqvency, often denoted 

by n. The frequency is the reciprocal of the period, Le.^ 

n = jp. It is evident that the angular velocity may be 

expressed in terms of the frequency; thus, co = 2nn, and 
therefore, (p = 2mvt. 

If we begin to count the time from the point A (Fig. 1), 
^where the projection of OF' is zero, denoting OP^ by y, we 
have at any time 

y = a sin = a sin a)t, 

where a denotes the amplitude and the angle described 
in the time t ; j/ is an harmouic or sine-function of the angle 
or the time t. 

Suppose that the time is counted from some point Q^ 

Fig. 2, other than the point A at which the projection of OP 
is zero. There is an angle 6^, called the angle of epoch, be- 
tween the point from which time is reckoned and the point 
at which the projection of the radius is zero. The time in 
which this angle is described is called simply the epoch. 
As before, the angle is that described in the time t. The 
angle (0 -f ^)> through which the point P has revolved 
from the point A where the projection of OP is zero, is 
called the angle of phase or briefly the phase. More strictly 
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defined, the phase is the ratio of the arc PA to the circum- 
ference of the circle. 

If we denote by y the projection of OF upon BD, and 
count time from Qy 

(10) y = a sin (0 + ^) = « sin (« ^ + ^* 

When d is positive, — that is when it is in the positive or 
counter-clockwise direction from A^ as in Fig. 2, — it is often 
called the angle of advance. When is negative, — and the 



V^asiniut-i-d) 




^!y Phase ! .ff 



Fig. 2.— Simpi^ Sink-curve. 



time is counted from some point Q' at a distance in the 
negative or clockwise direction from A^ — it is often called 
the angle of lag. When the angle of phase is zero, OP co- 
incides with OA and the projection y = 0. When the 
phase is 90°, the projection is a maximum, and y = -]- a. 
At 180°, again, y = ; and at 270°, y = — a, a maximum in 
the negative direction. This cycle is repeated every revo- 
lution. 

In the equation y = a sin {cot-{-ff)f the amplitude, «, 
angular velocity, co, and angle of epoch, 6^, are constants, 
and the variable y is said to be expressed as a simple sine- 
function of the variable t The time t is directly propor- 
tional to the angular distance passed through. A variable 
whose value at any time can be expressed as a constant 
multiplied by the sine of an angle changing uniforml}- with 
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the time, is called a simple sine-functioD, or simple Lar- 
mouic functiou <^f the time. 

lu Fig. 2, y is plotted as a sine-function of f. At any 
time, t^ when the revolving point Las the i>osition P, y has 
a value oF. 

Angle of epoch = AOQ = 6, 

Time of epoch = a'q. 

Angle described in time t = QOP = <p = cot. 

Angle of phase = + (angle of epoch) = -|- ft 

Time of phase = t -\- (time of epoch) = f -J" a'q\ 

Amplitude = OA = OB = a. 

When the term " harmonic function*' or " sine-function'* 
or " sine-curve" is used, such a function or curve as shown 
in Fig. 2 is meant. 

TO FIND THE AVERAGE VALINE OF THE ORDINATE OF A 

SINE CURVE. 

A sine-curve repeats itself symmetrically and the aver- 
age ordinate for the whole period is, therefore, algebraically 
zero, as it is negative and positive alternately for equal 
intervals of time. We can, however, obtain the average 
value for one half a period and, since the second half is a 
repetition of the first half with sign reversed, this will give 
the arithmetical average value for the whole period. 

The average ordinate is equal to the sum of all the 
vertical elements of area divided by their number, or, what 
is the same thing, it is equal to the area included between 
the curve and the axis of ab^cissse, divided by the base. 
For half a period the limits are and tt, so the 

J ydx \ p^ 
Average Ordinate = -^ = " / ydx. 

/ , /Tf/o 
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But for a sine-curve, y = a sin x ; therefore 



Average Ordinate = -/ sin xdx = —\ — 



2a 

cos X = • 

n 



2 

But a is the maximum ordinate, and — = .6369; so we 

may write 

(11^ Average Ordinate ___ gggg 

^ Maximum Ordinate ~ ' ' 

which determines the value of the average ordinate. 

TO FIND THE VALUE OF THE MEAN SQUARE OF THE ORDINATES 

OF A SINE-CURVE. 

Although it is often useful to know the value of the 
average ordinate of a sine-curve, it is more often desirable 
to know the value of the mean square of the ordinates, or 
the square root of the mean square. Since the square' of 
an ordinate is positive irrespective of the sign of the 
ordinate, we can find the mean square of the ordinates by 
integrating for the whole and not for half a period as was 
necessary in finding the average ordinate. 

Mean Square of y = - ^-^— ~ 2~ / ®^* ^ ^^* 

/ dx ^ 

But8m'x=J-^^. Therefore 



X''sm*xdx = l J- 



^^ ,v sin 2x 
A 4 



Substituting n for the integral above, we have 



a'. a" 



(12) Mean Square of y = -- x ?r = ■^. 
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The square root of the mean square of the ordinates is, 
therefore, 

-4 = .707a. 

This means that the square root of the mean square of 
the instantaneous values of y, which varies harmonically 
with the time, is equal to .707 of the maximum ordinate. 

The square root of the mean square of the instantaneous 
values of a variable current or electromotive force is called 
the virtual current or electromotive force and is equal to .707 
times the maximum value of the current or electromotive 
force. 

Inasmuch as the heating and dynamometer effects of 
any current depend directly upon its mean square value, 
this virtual value is of much more importance than the 
average value in the measurement of an alternating current. 

PERIODIC FUNCTIONS COMPOSED OF SEVERAL SIMPLE SINE- 
FUNCTIONS. 

A single-valued function is one which has but one value 
at any one point of time, as represented in Fig. 3. A mul- 
tiple-valued function is one which 
may have more than one value at 
one point of time, as represented 
in Fig. 4. A periodic function is 
one which repeats itself after a 

Fig. 8.-8INGLE-VALUKD Jefinite time or period. If any 
Function. . , . 

•^ number of simple sine-functions of 

the same period be added, the resultant sum will be a 





X-Axl8 

Fig. 4.— Multiple-valued Function. 
simple sine-function of the same period. This is rigorously 
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shown in Chap. XIV., Part II., for the addition of two 
simple sine-functions, as illustrated in Fig. 47 ; and it is evi- 
dent that, if true for the addition of two, it is true for the ad- 




FiG. 5.— Addition of Simfle Harmonic Curves of Same Period. 

dition of any number of simple sine functions. An example 
of the addition of two simple sine-functions of the same 




Fig. 6.— Addhion of Simple Harmonic Curves of Different Period& 
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period is shown in Fig. 5. The resultant curv'e, represented 
by the heavy line, is likewise a sine-curve. 

If a number of simple sine-functions of periods which 
are diflferent but commensurable, are added together, the 
resultant sum is a function which is periodic, but not har- 
monic, with a period equal to the least common-multiple of 
the periods of the several component sine-functions. The 
two heavy curves in Fig. 6 are obtained by adding two 
simple sine-curves of the same amplitude and with periods 
in the ratio 1 : 2. The equation for the lower heavy curve is 

y = a sin oot -\-a sin 2 c» ^, 

the two component curves, shown by dotted lines, being 
zero at the start. The upper curve has the equation 

y = a sin cot -\-a sin (2 (»<-}- oj* 

the component dotted curves never being zero at the same 
time. 

The addition of two sine-curves with diflferent amplitudes 




Pig 7.— ADDmoN of Simple Haumomic Curves op Different Periods. 

and with periods in the ratio 1 : 3 is illustrated in Figs. 7 
and 8. The component curves in Fig. 7 have no phase 
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diflference at the start and the resultant curve represents 
the equation 

y = asin Got — b ein^Gjt 

The curve in Fig. 8 represents the equation 

y = a sin G? ^ -|- 6 sin (3 G7 ^ — ff). 

By adding a number of component simple* sine-curves 
with different periods nnd amplitudes, resultant periodic 




Fig. 8.— Addition of Simple Hakmonig Curves of Different rjaiiuos 

curves of all manner of forms are obtained. Fourier han 
shown that any single-vahied periodic curve may be built 
up by combining a number of simple sine-curves. Analyt- 
ically this means that any single-valued periodic function 
may be expressed as the sum of a series of sine-terms ; thus, 

y =/{x) = A sin a x -\- B sin /3 x -\- C sin yx -\- . . . etc., 

where / is a single-valued function. This is true for any 
single-valued periodic function, even one represented by 
an irregular series of straight lines. 



CHAPTER III. 

CIRCUITS CONTAINING RESISTANCE AND SELF INDUCTION. 

Contents;— Equations of energy and E. M. F/s. Criterion of integra- 
bility. General solution when e =f{t). 

Case I. E. M. F. suddenly Removed. Solution from differential equa- 
tion, — from general solution. Geometric construction of 
logarithmic curve. 

Case II. E. M. F. suddenly Introduced. Solution from differential 
equation, — from general solution. 

Case III. Simple Harmonic E. M. F. Solution from general equation. 
Impedance. Lag. Effect of exponential term at " make.*' 

Case IV. Any Periodic E. M. F. Sum of two sine- functions. Sum of 
any number of sine-functions. 

In the first chapter the equation of energy for a circuit 
containing self-induction and resistance was derived, and 
from it the equation of electromotive forces 

fit 
(9) e = Bi+L2; 

that is, the electromotive force applied to the circuit is 
equal to the sum of the electromotive force necessaiy to 
overcome resistance and the electromotive force necessary 
to overcome the counter electromotive force of self-induc- 
tion. 

This equation of electromotive forces, being regarded 
as a differential equation containing three variables e, t, 
and i (of which the general type of the first order is 

(13) Pdx + Qd;/ + Sdz = 0, 

42 
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where P, Q^ and S are any functions of a;, y, and z) does 
not satisfy the condition of iutegrability. That condition, 
which must hold true when there exists a single integral 
equation of which (13), or a multiple of (13), is the exact 
diflferential,* is 

'(f-f)+«(S-f)+«(f-f)=<'-. 

If we put (9) in the form of (13), we have 

Orfe - Ldi + (e - Bi) dt = 0. 

Here e, i, and t correspond to a;, y, and z respectively, 
and P = 0, = — Z, iS = e - RL 

The criterion of iutegrability reduces to 

-Z(l-0) = 0, or -Z = 0, 

and is not satisfied. 

The meaning of this is that, unless some relation exists 
between two or more of the variables, there is no single 
equation of which (9) is the exact diflferential. 

We know that the impressed E. M. F., e, has one single 
value at any particular point of time, and may therefore be 
expressed as a function of the time thus, 

(14) e =/(<). 

where/ is any arbitrary single-valued function. 

By equating (14) to (9) the equation (9) of E. M. F.'s is 
reduced to a linear equation, having constant coefficients 

with the second member equal to —j^* Thus, 
(1^) di^L'^L'^^^^' 

* See Johnson's DifiTerential Equations, p. 270. 
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The general type of this equation is 

(16) Tx+Py = Q' 

where P and Q may be functions of x only. The solution 
of equation (16), which is a linear diflferential equation of 
the first order,* is 



y 



= e 'f^^JJ''^Qdx-\- c e "A*'. 



€ denotes the base of the Naperian system of logarithms 
and is equal to 2.718. c is the arbitrary constant of in- 
tegration. Both of these letters will be thus used when- 
ever they occur. 

With the particular values of the coefficients in (16) its 
solution is, therefore, 

(17) i=j^i''fe''f{t)dt + ce ''. 

This is the general solution for the current flowing in a 
circuit containing resistance and self-induction and any 
impressed E. M. F. 

The integration indicated in (17) can only be performed 
when we assume e to be some particular function of /. 
We proceed then to assume several ways in which the 
E. M. F. varies with the time. 

Case I. Dying Away of Currext on Removal of E. M. F. 
FROM A Circuit containing Kesistance and Self-induc- 
tion. 

Suppose that a current has been flowing in a circuit 
until it has reached its steady state, and that the source of 
E. M. F. is then suddenly removed while the resistance 

* See Jobnsou's Differcutial Equatious. p 81. 
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and self-induction remain the same. The equation of 
electromotive forces (9) becomes, under this hypothesis, 

The solutioc of this equation is readily found since the 
variables admit of separation. Thus, 

di R ^, 

I L 

, i Rt 

•'•^^gc = -T' 



or 



Rt 

i = c e ^ . 



The constant of integration c is determined by the par- 
ticular supposition introduced that when we begin to count 
the time, the current has its steady value /. This gives 
c = /. Hence we have 



(18) i = Ie 



Rt 
L 



Referring to the general solution (17), we might have 
written (18) at once. For as/(f) = 0, [see (14),] the integral 
vanishes, and we have (18) as an immediate result. 

This equation (18) is graphically represented in Fig. 9, 
where the ordinates represent the values of the current at 
anv time after the E. M. F. is removed. The self-induction 
of the circuit prevents the current from falling immediately 
to zero. It is evident that it would do so if there were no 
self-induction from equation (18) ; for, if we make L = 0, 
i becomes zero. The current which flows after the removal 
of the E. M. F. is calkd the extra current of self-induction. 
The energy required to cause such a current to flow is that 
energy which was previously stored up in the field and is 
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now returned to the circuit. When t has the value ^ the 
exponent of e becomes minus unity, and we have the rela- 




Fig. 9. — Curve showing the Dying Away of Current at any Time 
AFTER the Removal of the Impressed E. M. F. from a Circuit 
WHOSE Resistance i? is .1 Ohm and Coefficient of Self-induc- 
tion L is .01 Henry. 

/ L 

tion T = € = 2.71828. -^3 represents, therefore, the time 

that it takes for the current to fall to one eth part, that is to 

x-=:r™rof*its oiigiual value. This is sometimes called the 

time-constant of the circuit, and denoted by T, that is 

p- = T, The curve represents an exponential function of 

the time and approaches the ar-axis as an asymptote. This 
means that the current becomes smaller and smaller, but 
is never zero until an infinite time has elapsed. 

GEOMETRICAL METHOD OF CONSTRUCTING THE IX)GARITHMIC 

CURVE. 

The following method shown in Figs. 10 and 11 will be 
found to be a convenient way to construct a curve graphi- 
cally whose equation is of the form 

(19) y = ce-^, 

where c and a have any real values whatever. 
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Lay off OA equal to c Then OA is the value of y 
when X = uud may be called 
y, ; that is, y, = c= OA. 

Lay off OB equal to c e""'- 
Then OB is the value of y 
when X = x„ and may be 
called y, ; that is, y, = cc""' 
= 05. 

^ = e"' 

(Is 




Hence — = 



Fig. 10.— GBAPmcAL SIethod of 

CONBTRUCTINO A LOOARITUMIC 



If arcs AA' and BB' are described from the centre 0, and 
a line BG drawn parallel with A'B', thence another tine 
CD drawn parallel with AB, and so on, Hues parallel 
with A'B' and with AB beiu^ alternately drawn, as in the 
figure, then the distances ZM, T/fi, 7>C, Ofi.etc., will rpi>. 
resent the values of y respectively as x takes the values 
0,3;,, 2.C,, 3x,, etc. For if y„ y„ y„ y„ etc., deuote the 
values of y when x takes the values 0, x„ 2x,, 3a;,, re- 
spectively, we "have 



,-. ^ = €" 
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From the construction of the figure, and remembering 
that OA = y^ and OB = y^, vfe see 



OA 
OB 



OB 
OU 



00 
OD 



OP 
OE 



= etc. = € 



«ur, 



Hence 



y^=: 00, y, = OD, etc. 




X-Axl» 

Fig. 11.— Logarithmic Curve. 
Therefore to construct the curve y = c e " "*, Fig. 11, 
we may proceed as follows : Ui)on two intersecting lines, 
as in Fig. 10, lay off the distances y„ = c, and y, = c e "" ""», 
which latter must be calculated, and obtain the values of 
0(7, 0/)y etc., as described. Then y^, y^f y,, etc., or OA, 
OB, OG, etc., will be the successive ordinates of the loga- 
rithmic curve, Fig. 11, at distances 0, x^, 2x,, 3j?,, etc., and 
the curve may be drawn. 

Case II. Establishment of a Current on Introduction 
OF A Constant Electromotive Force into a Circuit 

CONTAINING RESISTANCE AND SeLF-INDUCTION. 

Suppose a source of constant E. M. F. is suddenly 
introduced into a circuit of resistance li and self-induction 
L. The differential equation in this case is 



(20) 



E=Bi + L§ 
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where ^ is a constant. The variables may be separated 
here as in the previous case, thus : 

di R 



= Y^^y 



^ "■ L 



'-B 



and l^gc('~:B) = ""X"- 

E -- 

Therefore i = p—f- c ^ ^ • 

The constant of integration, c, is determined by the 
condition that, when ^ = 0, i = 0, and, therefore c = — -jy 
We have then as a result, 



(21) 



•• = f(l-''^) = <l-"^ 



Beferring to the general solution (17) we might have 
8ubstituted/(^) = E, a, constant, and written at once equa- 
tion (21). For in this case we easily find the required 
integral : 

jE€''dt = E^€''. 



Rt 



Multiplying this by the coefficient r ^ ^ (17) becomes 
Beplacing c by — -q, we have 



•■=i(--). 



a result identical with (21). 
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Here we notice that, if the self-induction is zero, the 
equation becomes simply Ohm's law ; that is, it is the 
self-induction of the circuit which prevents the current 
from reaching its full value immediately after the intro- 
duction of the E. M. F. 
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Fro. 12.— Curve enowiNO the Establishment of Current at any 
Time after the Introduction of an E. M. F. into a Circuit 

WHOSE IlEBISTANCE /^ IS .1 OhM AND COEFFICIENT OF SeLF-INDUO- 

TioN L IS .01 Henry. 

The increase of the current with the time is shown by 
the curve Fig. 12. This is a logarithmic curve similar to 
that in Fig. 9, with the ordinates measured downward from 
the horizontal line O'A, at a distance above the axis equal 
to the maximum value /, of the current. 



Case III. Hahmonic Impiiessed E. M. F. in a Circuit 

CONTAINING A RESISTANCE AND SeLF-INDUCTION. 

L(»t US now suppose that in a circuit containing re- 
sistance and self-induction there is a simple harmonic 
impressed E. M. F., that is that the E. M. F. is a sine-func- 
tion of the time, thus : 



(22) 



e =/{t) = /i'sin cot. 



Here /f is the amplitude or inaxinium value of the im- 
pressed E. M. F., and co is the angular velocity, equivalent 
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io 2,„ or ^, wl.e« » denote, the n«.»W of co,„pl.l, 

periods per second, and T the time of one complete period. 
The general solution for the current, equation (17), is 

<17) i=i€"^y e^/(Od^ + C€"^. 

Substituting in (17) the value for fit) in (22), the general 
expression becomes, according to the particular hypothesis 
of a sine E. M. F., 

<23) i = ^6 "^fe^sin ootdt + ce"^. 

Before integrating this equation we will first obtain the 
general integrals ' • 

/ e^ sin {/3x-\-(/)dx and / e^ cos {/3x + ^ dx. 
Applying the formula for integrating by parts, 

/ udv =: uv — I V d% 
these integrals become 
y sin (/?x + (9) . €*" rfa; 

= sin (/Sa; + ^. J e" cos (/?» + 6^ dx, 

I cos (/8a; -j- ^ • ^"* <^ 

= cos (/Ja; + (0 • h«y e*» sin (/Jx + 6/) dx. 

Elimiuating / e" cos {fix -\- (f)dx between these two equa- 
tions, we obtain as oue of the integrals sought 

<24) fe" sin (J3x-\-ff)dx 

= a* + ^ { « sin (/?» + ^ - /? COS (/Jx + 6*) j . 
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Eliminating / e** sin ()^x + ^ c^ between the same two 
equations, we obtain in the same way the integral 

(26) fe"^ cos {fix + 0)dx 

= -^r^ { « cos(/3a: + 60 + /?sin(/?a; + 6f) |. 

Replacing ahj y, fi by a?, by 0, and x by t, in equa- 
tion (24), we have the integration indicated in (23), and 
equation (23) then becomes 



Rt 
L 



E (R . \ 

(26) i = — jjr^ r ^y- sin G?^ — ojcos oot) -]rce 

This may be written in simpler form by the nse of the 
trigonometric formula 

(27) ^ sin ^ + 5cos 6* = VA* + 5* sin (^ + tan"* ^. 

This formula is established as follows : 
-4 sin 6/ + 5 cos 

= VA' + M-r- ^ smd-i — ; cos e) 

If tan = - r, then sin = --====:, and cos = , 

Making these substitutions, we have 



A sine + 5cos6^= V ^" + /i' (cos sin (9 + sin cos ^ 

= VA' + B' sin {6 + 0), 

irhich establishes the truth of (27). 
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Beducing equation (26) to its simplest form by means 
of formula (27), we have from (26) the value of the current 
at any instant of time. 



Rt 

VB' + V CO' ""* V^'' ~ ^" B' 



(28) f=-7=£==sin(a,^^tan-^)+oe"- 



DISCUSSION OF THE CURRENT EQUATION. 

After a very short time the exponential term in this 
equation, containing the arbitrary constant of integration, 
becomes inappreciably small, and may be neglected. Just 
what e£fect the exponential term has during this short time 
will be considered later. The equation shows that, where 
there is an impressed sine electromotive force in a circuit, 
the current is likewise a sine-function of the time, and that 
the current lags behind the electromotive force by an angle 

. Jj CO 

whose tangent is — ^. If there is no self-induction and 
Z = 0, equation (28) becomes 

I = "o sm CO t, 

which is a direct result of Ohm's law. Thus the self- 
induction not only causes the current to lag behind the 
impressed E. M. F., but also diminishes the maximum 
value of the current. 

CM /*1\ 
cot — tan " ' —p-j becomes vmity, the current 

has its maximum value /, aud 

E 

The term "impedance " has been applied to the expression 
i^R* -f- U CO*, the apparent resistance of a circuit contain- 
iug ohmic resistance and self-induction, and an impressed 
sine electromotive force. 
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(30) 



The equation (29) may be written 

Maximum E. M. F. 



Maximum current = 



Impedance 



Since virtual current = —r-^ maximum current, and vir- 

tual E. M. F. = —=- maximum E. M. F., see equation (12), 

we may write 

Virtual E. M. F. 



(31) 



Virtual current = 



Impedance 




Fig. 13— Value of Impedance. 

Tlie value of impedance is graphically represented in 
Fig. 13. L CO is sometimes called the inductive resistance in 
contradistinction to the ohmic resistance B. 

It has been shown above that the tangent of the angle 

of lag is -jr-. The angle of lag is therefore represented 
by in Fig. 13. 




Lol 



Fio. 14.— Value op Impressed E. M. F. 

The triangle may be drawn so that the tliree sides rep- 
resent E. M. F. as in Fig. 14. Here li I represents the 
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E. M. F. necessary to overcome the olimic resistance, and 
is in the same direction as the current. Z col is at right 
angles to this and represents the counter E. M. F. of self- 
induction. / VIP -f- L' oj' is the impressed electromotive 
force £. is the angle by which the current lags behind 
the impressed E. M. F. 

Full discussion of the triangles of current and E. M. F. 
is given in the graphical treatment of circuits with re- 
sistance and self-induction, Chap. XV. 

It is convenient to consider the impedance as a resist- 
ance, and the propriety of doing so is shown by its dimen- 
sions, which are the same as those of resistance, that is a 
velocity in the electromagnetic system of units. 

The dimensions of resistance, R. are -r- — = velocity, 

time ^ 

The dimension of the coefficient of self-induction, i, is 

1 
length. The dimension of an angular velocity co is p — . 

Therefore the dimensions ol L go are -71 — = velocity, and 

time ^ 

thus the impedance has the same dimensions as a resistance. 

EXPLANATION OF THE EXPONENTIAL TERM. 

Let US return to the solution for current, equation (28), 

and consider the effect of the exponential term, c e ^ , 
during the short time after " make," that is, after the intro- 
duction into the circuit of a simple harmonic impressed 
electromotive force. The equation (28) for current may be 
written 

(32) f = /sin^ + c€ ^; 

where / = , .= l , 

VR' + D GO' 

-\Lgo 
and ip = cot — tan -^ ; 
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that is, /represeuts tlie maximum value and f the phase of 
the cmreut. The E. M. F. is iutroiluced at a time (,. At 
that time the current is zero, for the circuit is just made. 
If we call f, the value of if- wheu ( = (,, at the introdnction 
of the E. M. F. equation (32) becomea 



= / sin ^f', + c e 



and c = — /e ^ sin fp. 



(33) 



Substituting this value of c in (32), the equation for cur- 
rent becomes 




Ro. 15. — Curve buowino thb EifPEcr 



■ CPON THB CXIRBKNT AT THE MaKE, 

= 1 Hekrt, a = go Ohms, a = lOOO. it. = 8( 



L ClHCCIT WU£RE 



This equation may best be explained by referring to 
Fig. 15, which represents tlie plot of the equation. The par- 
tipnlar values nsaumed iu tliis case are L = 1 henry, li=&0 
olims, « = 1000, and 0, = 30'. The resultant current curve 
III. is made up of two component parts, / 8in f, and 
— /e ' ^ ~ ' sin 0,, which are represented by the curves 
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I. and II. respectively. Curve I. is a sine-curve ana curve 

II. a logarithmic curve, the effect of which upon the result- 
ant current becomes inappreciable after a very short space 
of time, in this particular case after five or ten periods. 
The initial value of this logarithmic curve is equal and op- 
posite to the value of the ordinate of the component sine- 
curve I. at the time t, when the E. M. F. is introduced. 
This is evident from the equation, since the initial value of 
the logarithmic curve is — / sin tp^ , and the value of the 
sine-curve, when ^ = ^, , is + ^ sin ^, . 

If another curve IV. is constructed so that its ordinates 
represent the initial values of the logarithmic curve, when 
the E. M. F. is introduced at diflferent points in the period, 
it is seen to be simply a sine-curve, corresponding with the 
component curve I. but reversed, or, what is the same 
thing, diiFering from it by 180° in phase. 

To conclude, we see that the effect of the exponential 
term in the equation is a maximum if the E. M. F. is intro- 
duced at that point of its phase at which the current has 
its maximum value when everything has reached its per- 
manent state ; this term has no effect if the E. M. F. is 
introduced at that point of its phase at which the current 
has its zero value when everything has reached its per- 
manent state. 

Case IV. — Pemodic E. M. F. which is not Harmonic, in 
Circuits containing Eesistance and Self-induction. 

In Case III. the solution was given for a circuit contain- 
ing an impressed E. M. F. which was a simple sine-function 
of the time. Now let us suppose that the E. M. F. does 
not follow a simple sine law, but that it is the sum of two 
components each following a sine law, that is, 

(35) e==E,aincot + E, sin {boot + 6), 



'V^ cmcnra 'Zottauu^t 



SnbstitntiiMr in tiu^ ;zexiec^ «ixpreaflioiL fiar cnrrezit < I7» 
thia v;iitu* for/ ♦ A , ^e nave 

Performing the in<iieate«l integrations by use of the 
formala of integration ^24 , we have 

^^s-T' t= -r= 7 am «# — « C06 «* > 



Z' 



Himplif jing by formula (27) this becomes 
(38) t= — =L==8in («/-tan-»-^) 

^ VlC + VVaf ^ ^ ^ ' 

+ C€ ^. 

My fliiH o(|nation it is seen that each simple sine impressed 
V). M. F. ^ivoH riHo to a niinple Bine term in the resulting 
nirront Mcpiatioii. The result may therefore easily be 
i^xiciidnd, atid w(^ may Hay that, if there are n simple sine 
itiiprnHMOil K. M. 1\*h of the form ^ sin {b cot-\' d)^ where 
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Ey J, and 6 have diflferent values in each component term, 
the current equation will be the sum of n terms of the form 



==sin|6a,^+^->tan-^} 



ViT + Z 

plus the term c e -^ containing the arbitrary constant. 

Here E^ 6, and 6 have the same values in each term as 
they do in the corresponding term of the impressed E. M. F* 

Expressing the current by a summation, we have 



(39)i = ^ --= ^m\hoDt+0^ tan-^^^ I 



m 

when the impressed E. M. F. is 




(40) e = ^ ^sin [6 cot-^ 6]. 

In these sums E, b, and d may have n values, but they 
must be the same values in each sum, giving rise to the 
same number of terms in each. 

It was first shown by Fourier that such a sum of simple 
sine terms as that represented in equation (39) may express 
any single-valued function whatever, and thus we see that 
the equation expresses the most general case of a current 
flowing in a circuit with resistance and self-induction, and 
may represent the current caused by any E. M. F. what- 
soever. 

The consideration of this most general expression for 
the current will be deferred until the case has been taken 
up where the circuit not only contains resistance and self- 
induction, but also a condenser. 



CHAPTER IV. 

INTRODUCTORY TO CIRCUITS CONTAINING RESISTANCE 

AND CAPACITY. 

Contents:— Plan to be followed. Charge. Law of force. Unit cbarge. 
Work in moving a charge. Potential. Capacity. Energy of charge. 
Condenser,— energy of and capacity of. Capacity of parallel plates; 
of continuous conductor. Equation of energy, in terms of i ; in terms 
of q. Equation of E. M. F.'s. 

In the first chapter the fundamental principles neces- 
sary to lead up to the derivation of the equation of energy 
for circuits containing resistance and self-induction only 
were given ; then followed, in the third chapter, the solu- 
tion of this diflferential equation, wliich enabled us to ascer- 
tain the current flowing in the circuit at anj- time. Follow- 
ing a similar plan, there will be given in this chapter the 
necessary fundamental principles which lead up to the 
derivation of the diflferential equation of energy for circuits 
containing resistance and capacity, and in the following 
chapter the general solution of this diflferential equation 
and its application to various particular cases. 

LAW OF FORCE. 

Every one is familiar with tlie fact that bodies may be 

cliarged with electricity, and that two like charges repel 

and two unlike charges attract one another. It was found 

from experiment by Coulomb that if we have two charges, 

eacli concentrated at a point, the force of attraction or 

60 
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Tepulsion between them varies directly with the product of 
the two charges and inversely as the square of the distance 
between the two points, that is, 

r 

where q and q' represent the quantities of the charges, r the 
distance, and i^the force between them. When the quantities 
considered have the same sign, the product q q' is positive, 
and therefore a force of repulsion has a positive sign. 
Similarly a force of attraction has a negative sign. 

If the distance between these points is unity, the 
€harges being equal, and if the force between them is a 
unit force, each charge is called a xmii charge. The defini- 
tion of the electrostatic unit of quantity of electricity, in 
the C. G. S. system, is then : that quantity which, when 
placed at a distance of one centimeter from an equal quan- 
tity (in a medium whose specific inductive capacity is unity 
— that is, in air or vacuo), repels it with the force of one 
dyne. Where these units are used, and the medium is 
a vacuum, the law of force may be written 

r 

Where the medium is not a vacuum, the force is found to 
be less and equal to 



F^ 






where /c is a constant quantity called the specific inductive 
capacity of the medium. 

POTENTIAL. 

Since there exists a force between two charges of elec- 
tricity, mechanical work is done if either is moved so as to 
change the distance between them. The work done in 
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moving any body against a uniform force is equal to the 
product of the force and the distance through which the 
body is moved against that force. The force between the 

electrical charges q and q' is -^-L. If they be moved in anv 

T 

direction whatsoever, so that the distance r between them 
is changed to r -f- dr, the work done in moving them is the 

product of the force — 5- and the change in the distance dr^ 

since the force may be considered constant throughout the 
small distance dr. Therefore the work is 

dW= ^^dr. 




Fig. 16.— Work done in moving a Charged Body. 

Suppose a charge q is situated at the point A (Fig. 16), 
and a charge q' is moved from the point P, to P,. The 
work done by the electric force in moving the charge is 

or, the work done against the electric force isqq^i— ). 

It is seen that the work done in moving a charge from 
one point to another is independent of the path by which it 
is moved, and simply depends on the initial and final dis- 
tances between the charge y and q'. If the distance r, is 
infinite (meaning that the charge q' is carried from an in- 
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finite distance to a point at a distance r,), the work done 
against the electric force becomes simply 



If q' is anify and a omt charge is moved, the work becomeH 

It is seen that each point in the region surrounding an 
electric charge possesses a certain characteristic wliich 
determines the amount of work done in bringing a charge 
from infinity to that point. This characteristic of the 
point has been called its potential. The potential F' at a 
point is therefore defined as the work done in moving a 
unit positive charge from an infinite distance to that point ; 

thus, F= -. This potential is positive when the work 

is positive, that is, when work is done, in moving the 
charge, by some agent external to the system. 

The potential at a point due to a number of charges, 
each concentrated at a point, is the sum of the potentials 
at that point due to each charge independently ; thus. 

If there is a charge distributed upon any surface and 
dq is the charge upon an element of that surface, the poten- 
tial at any point due to this charged surface is equal to the 
sum of the potentials due to each elemental charge ; that is. 






The potential at every point of a good conductor is the 
same, since the electricity will so distribute itself on 
the body that no work would be done by transferring a 
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charge from one point of the conductor to another point of 
it. This potential Fis called the potential at the coiuluctor, 
and the conductor is said to be at potential V, The poten- 
tial at a conductor may be due partly or wholly to the 
charge on the conductor itself. 

CAPACITY OF A CONDUCTOR. 

Tlie potential of a charged body is directly proportional 
to its charge, that is, F a y, or y = C F, where C is some 
constant ; for, suppose the body possesses a unit charge 
and its potential is F; a second unit charge brought from 
infinity to the body doubles its original charge. The po- 
tential is then 2 F, for the potential is the work done in 
bringing a unit charge from infinity to the point, and the 
work in bringing a unit charge to a body with a quantity 
2q is twice the work in bringing a unit charge to a body 
witli a quantity q. We thus see that q is proportional to 
F, and is consequently equal to F multiplied by some con- 
stant, that is, 

(41) q=:CV. 

If a body is charged to a unit potential and the quan- 
tity is y, 

q=a 

C is therefore defined as the quantity of electricity upon 
a body when at a unit potential. Tliis is called the capacity 
of the conductor. The capacity depends upon the size and 
geometrical form of the conductor and the specific inductive 
capacity of the surrounding medium. 

ENERGY OF A CHARGED CONDUCTOR. 

Suppose a body is charged with a quantity of electricity 
q, and is at a potential F. The work done in bringing a 
unit quantity of electricity from an infinite distance up to 
the body is Fby definition. (This is provided q is so large 
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in comparison with a unit quantity that its potential is not 
appreciably altered by the addition of the unit quantity.) 
If, under the same conditions, we bring up, not a unit 
quantity, but a quantity dq^ the work done is Vdq, and this 
represents the increment of the energy of the charge q. 
That is, 

(42) dW=Vdq. 

Beferring to equation (41), we may always replace V by 

q 
its equal -p^, or dq by its equal CdV, and obtain the equa- 
tions 

and 

dW= CVdV. 

The integrals of these equations, taken between the 
limits zero and g, and zero and V, respectively, are 

W=iCV\ 
Since q = C V, each of these equations may be written 

(43) W=iqV. 

Here Wis the potential energy possessed by the charged 
body, as the limits of integration were taken from zero 
charge to charge q, and from zero potential to potential K 

CAPACITY AND ENERGY OF A CONDENSER. 

A condenser is a device for increasing the capacity of a 
conductor by bringing it near another similar conductor, 
which is separated from it by any non-conducting medium 
or dielectric. This dielectric will be considered to be a 
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perfect non-condactor ; that is, the condenser is not leaky ^ 
A condenser usually consists of two sets of parallel plate» 
alternately connected, and separated by a distance very 
small as compared with the dimensions of the plates. The 
two sets of plates are usually called simply the two plates 
of the condenser. When the condenser is charged, the two 
plates have equal quantities of electricity upon them, but 
of the opposite sign. 

The total energy of a charged condenser may readily be 
found by taking the algebraic sum of the energies of the 
charge on each plate, as given by the equation (43). 

If the plates of a condenser have charges + 9 ai^d — q 
at potentials F, and V^ , respectively, the total energy is 

(44) ir=i£F;-iyr, = i?(r.- r.); 

that is, the energy of a charged condenser is equal to one- 
half the product of the charge of one of the plates and the 
difference of potential between the plates. If this differ- 
ence of potential between the plates is simply F, the ex- 
pression for the energy of a charged condenser is 

(45) W=^qV. 

The capacity C7 of a condenser is the quantity of elec- 
tricity on one plate when there is a unit difference of poten- 
tial between the plates ; and when there is a difference of 
potential Fthe charge is 

(46) q=^CV. 

It can be shown that the capacity of a condenser, com- 
posed of parallel plates of equal area, whose distance apart 
is small as compared with the dimensions of the plates, is 
directly proportional to the area of the plates, and inversely 
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proportional to the distance between them, and that tlie 
<^apacity is 

where A is the area of each plate and d the distance be- 
tween the plates. 

As the plates of a condenser approach nearer and nearer 
togetlier, the capacity G becomes larger and larger. In the 
limit, when the plates come into contact, the capacity be- 
comes infinite, which means that, no matter how much one 
plate is charged, there can exist no diflference of potential 
between them. If, then, a circuit is a continuous con- 
ductor and has no condenser in it, it may be said to have 
a condenser of infinite capacity in series with it. 

By combining equations (-45) and (46) the energy of the 
charge of the condenser may be expressed in terms of the 
capacity and the potential T", or in terms of the cai)acity 
and the charge q. Thus, 

<48) W=^CV' = \^^. 

The increment of the energy d W, as the potential and 
charge vary simultaneously, is 

qdq 



(49) dW=CVdV = 



C 



THE EQUATION OF ENERGY. 

We can now write the equation of energy for an electric 
circuit haAing a resistance i?, and having in series with 
that resistance a condenser of capacity C. 

The total energy given to the circuit by the source of 
E. M. F. is eidi\ and that part of the energy used in heat- 
ing the conductor in the time dt is R V dt, as shown in 
equations (5) and (4). The amount of energy required in 

dW 
the time dt to change the charge of the condenser is --jz- dt. 
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Since, under the conditions supposed, these two are the 
only ways in which the energy imparted by the source i» 
used, we have the equation of energy, 

dW 

(50) eidt = E i' dt + -^ dt. 

We have seen that dW=z ^—^ (equation 49) ; therefore, 

(51) eidt = m^dt+^^dt. 

When a current i flows into a condenser for a time dt, 
the quantity which flows during this time is i dt, but this 
is the increment dq of the charge of the condenser, that is, 

dq =z idt ; 
hence 

(52) q = ft dt. 

Substituting these values of q and i in equation (51) we 
may write the equation of energy in two forms, in terms of 
i or in terms of q, thus : 

idt I idt 

(53) eidt =:Ri?dt H ^ ; 

Dividing (53) through by i dt and (54) by its equal rfy, 
we have 

fidt 
(55) e = Ri + ^^-g-'' 

(56; e = B-^j-{-^-' 
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These are equations of electromotive forces, where e is 

the impresseif E. M. F. of the source, Ri or J? -^ the 

E. M. F. necessary to overcome the ohmic resistance, and 



fidt 



q 
jf— = yj = F, the E. M. F. necessary to oppose the 

E. M. F. of the condenser. 

When C is infinite, that is, as explained above, when the 
plates of the condenser come into contact, we have a circuit 
with resistance only, in which case equation (55) gives 

which is Ohm's law. 



CHAPTER V. 

CIRCUITS CONTAINING RESISTANCE AND CAPACITY. 

Contents.— Equatiou of E. M. F.'s. Diffei-eDtlal equation in linear form. 
Criterion of integrability. Genenil solution when e =f(t). 

Case I. Discharge. Quantity and currenl ^rom general solution, — from 
differential equations. 

Case II. Charge. Quantity and current from general solution, — from dif- 
ferential eciuations. 

Case III. Simple harmonic E. M. F. Quantity and current from general 
solution. Discussion. 

Case IV. Any periodic E. M. F. 

In the previous chapter the equation of energy for 
a circuit containiug ohmic resistance and capacity was 
derived, and, by dividiug the equation of energy through 
by i (it or dq^ it was found that the equation of electro- 
motive forces thus obtained may be expressed in terms of 
current, t, or cliarge, q^ thus : 

(55) e=Ri+f'^^. 

Differentiating (55), to free it from the integral sign, 
and transposing, the two equations may be written : 

(57) Cde--RC di - i dt = 0. 

r58) Orfe - i? Cdq -{-{eC-q)dt = 0. 

70 
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Each of these equations is a differential equation of the 
first order with three variables, e, i, and t, and e^ q, and f, 
respectively, of the form 

If there exists a single integral equation of which this 
is the exact differential, the condition of integrability * 

^(f-i)+<-f)+<l-^^=o 

must be satisfied. 

Applying this criterion of integrability to the equations 

\ — vwvv 



■<2> 



PlO. 17.— CiRCXnT HAVING OllMIC RESISTANCE AND CAPACITY. 

(57) and (58), it is found that the condition is not satisfied 
by either equation. No single equation exists, therefore, 
of which (57) or (58) is an exact differential. 

But, as was previously stated, we know that the electro- 
motive force e may always be expressed as a single -valued 
function of the time, since it must have some one value at 
each point of time, and we have 

(59) e =/{t), 

where / is an arbitrary single-valued function. By differ- 
entiation (59) becomes 

* See JobnsoD's DlflfercDlial Equations, p. 270. 



3^ -.^I~.. m.. 



" _ - -- ^ 



»■•* 



•■*-• 






r-s^ r := - y :? - r (t — ;,x 

!!!iif jiOsiicrxLS i»^r»* :j^.ni?«!*«^ sumnQ »5r«ahl imless we 
en. 'V OL T-iac iii*.ni:-.uu*: t:*;;' ^ito -Htiicissrzaitzctvt foiwe varies 
vxj: ziii -;ii»?. 'V'ltfu T-? cii.v Tr?fi^ xujtsif' •eq'sstions will 
i'- r iirt -•uii:'> c zi« --ict^aji: joii >ra;&nc^ a mnx tiiue, 
Ti:: "j£ei TLtr ji>»j:r»I :f^:ii:n': rii iit JOCfcEztel. We will 
i« ir iftifTiiirr -^T'r^-i^ irA7>> ^L "^fiij^'i ibit H. M. F. varies 
"VLii ^iir* ^i_djt- -¥lj:a -vL- ju-j.-T iiff rL»^7:tfik>8i to be easily 



Safpo^ iLit a ci: 2.>5aLi.j S4>:irw of EL M. R, £; has beeu 
iictiag upon a circait o*>E:tat:ii::^ in 5*rries a re^stanee, and 
ii cimdeuser with capacity C until eTenrthing has reached 
its steady state. Xo current will W flowing, and the con^ 
iU'User will be cnarged with a quantity Q, and hare a di(^^ 
fert?uce of potential E at its terminals. Now suddex^j^ 
remove the source of E. M. F. from the circuit and supr//^ 
its resistance then is Ji. The condenser will immedi^!^^ 

>KV^^ 

♦Si'r JolinHlon'H Dlfferenlial Equations, p. 31. 
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begin to discharge through the conductor, and we wish to 
find the value of the charge q and current i at any time 
after the discharge begins. 

When the E. M. F. was removed from the circuit the 
impressed E. M. F., e =/(0, became equal to zero at every 
point of time after the removal ; hence, substituting 

(65) e=/(0 = 

in the general equations (63) and (64), we find that the in- 
tegral vanishes, and we have the immediate results. 



t = c, e 



5r = c.e 



t 

EC 

t 
RC 



The arbitrary constants c, and c, are determined by the 
initial conditions. If the charge is Q when the time is 
zero, the charge equation becomes 

t 
(66) g=ge'*^; 

and since dq = i dt, the current equation becomes 



(67) i=--^e ^o 



BG 



If, instead of substituting e =/(<) = in the general 
solutions (63) and (64), we had substituted in ' the differ- 
ential equations (61) and (62), it is seen that the second 
member of each becomes zero, and that the solutions are 
merely the "complementary functions," namely, the terms 
in the general solutions containing the arbitrary constants, 
as pointed out. 

It may be of interest to derive the solution directly from 
the differential equations, since the variables easily admit 
of separation. 



74 
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Equation (62), wheu/(<) = 0, is 



Hence — = — 



dq j_ 
dt'^RG 

dq dt 

9 



= 0. 



and 



logJ = - 



or 



t 
t_ 

RC 



q :=! C€ 

which is identical with (67). 

In Fig. 18 is shown a curve of discharge of a condenser 
for a particular case. The rapidity of discharge is shown 
by the value of the time-constant T, which gives the time 
in which the charge of the condenser is reduced to one eth 
of its initial value. 

T= EG =100x10' X4:X 10"" = .0004 seconds. 



.0006 




8e<joDda 



IST 



Fig. 18.— Curvb showing Discharok op a Condenser whose Ca- 
pacity 0=4 Microfarads, through a Resistance JR = 100 Ohms. 

Case II. Charge of a Condenser. 

Suppose that a constant source of E. M. F., E, is sud- 
denly introduced into a circuit, and that the resistance 
when it is introduced is i?, the capacity of the condenser 
in series with the resistance being G. The values of the 
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current t and charge q at any time after the introduction 
of the E. M. F. will be given by equations (63) and (64) if 
we suppose 

(68) e =/{t) = jE?, a constant, 

de 
and consequently -jz =/\t) = 0. 

Substituting these values, (63) and (64) become 



(69) t = c, € 



t 

EC 



(70) g=CE + c,€ 



t 

BC 



Determining the constants of integration c, and c, by the 
condition that there was no charge in the condenser when 
< = 0, we have 

c, = - CK 

But since C£= Q, the final charge of the condenser when 
everything has reached its steady state, (70) becomes 

(71) q=Q{l-€~^), 

and by the relation dq =. idt equation (69) becomes 

(72) » = ^e'^. 

It is noticeable that the equations for the current (67) 
and (72) are identical in the case of charge and discharge 
jof a condenser, except that the sign of t, i.e., the direction 
of the current, is reversed. 

Equation (71) may easily be derived from the diflfer- 
ential equation (62) directly, upon substituting /(<) = J?, 
as the variables easily admit of separation ; thus, 

dq_ q_ _E 
dt '^RG^ R 



".K 



"S ' 



**T 



r>t 'rrrCKii 



/- — • r 



£rC 



^iZjI 



>:c 



C — './: 



-i'l 



Hrrl-^ 7 = CE— '., € 



i r 



im 



.V- 



WL-r 



*2«e of a condenser is 
J? C = AiiX^l. The 



hlj'^^TIi ii; Fig. 19. 

filial cliAr(:e l» 



^ = C r= 4 X 10' X *» ;. IC*" V 10 = Att^S conlombs. 




Ym 19.— Cf'RVE 8H«^WING THE CUARGE OF A CONDE^SEB WHl^SE Ca- 
V\i ITV r — 4 MlCK^»FAUAD< WHEN <rBJE4.T"ED Ti» A DtFFEREN'CE OF 

P^n-KNTiAL OF W) Volts THR«»rc;H a Ue^istance of 100 Ohms. 

TIh^ curve <A discbarf^e for the same condenser nnder 
tho Hfiiiie conditions was given in Fig. 18. 



(Jahe IIL Electromotive Force a Simple Habmonio 

FiTfCTioN OF the Time. 

lict UH now suppose the impressed E. M. F. to be a 
Mitn))lo haruionic function of the time, as in Case IIL, Ghap. 



RESISTANCE AND CAPACITY. 77 

ILL, in the discussion of circuits containing resistance and 
self-induction ; that is, 

(73) e=/(^) = jE'sin oDt, 

where E is the amplitude, or maximum value of the 
E. M. F., and go the angular velocity. By differentiation, 

de 

-r. =/' {t) = E GO cos GO t. 

Substituting these values in the general equations (63) and 
(64), we obtain 



(74) 



iz=z—^e ^^ J e ^^ cos Got (ft -\- c^ € ^^. 



(75) q = '^e' R^fe'^^^smGotdt + c,e ^^ 



These integrals may be found by the formulae of reduc- 
tion, obtained by integrating by parts, given in equations 
(25) and (24). 

Applying these formulae of reduction to equations (74) 
and (75), they become 

,^^^ . C'ERgo j . , , 1 .1 , -^ 

(76) t = j^ , c' jp GoA ^^^^ Got-\r'^-Q<^oQGot]^ + c,e ^^. 

(77) y = 1 ^ (7^ Ji^ ^« ] BD^^'' cot -go cos Got ^+c,e ^^, 

These equations (76) and (77) may be simplified by the 
trigonometric formula 



(27) -4 sin (9 + i? cos ^ = VA' + 5* siu j d + tan-' j [. 
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By the application of this formula to (76) and (77) we 
have the complete solutions of the differential equations, 
namely, 

(78) t = — =£==sinja,^ + tan-^[+c.r«--, 
V^ + C^' 



and 



E - — 

q = — ^8in{ci?f--tan"'(7^ci?}4- c, e ^^ 



V^ + -^ 



The last equation is equivalent to 

(79) g = -^£==cos|ap<+tan-'^[ + c.6"^. 

These equations (78) and (79) are the complete solutions, 
expressed in their simplest forms. It will be noticed that 
the differential of (79) is (78), according to the relation dq 
= i <H. It was not necessary to carry both equations 
through together, as one may be directly derived from the 
other by integration or differentiation. It is thought it 
may add interest to the case if we have the two to compare, 
so that any differences that exist become more apparent. 

After a very short time the last term of each of these 
equations, containing the arbitrary constant of integration, 
becomes inappreciably small and may be neglected. Then 
it is seen that the current and charge are both harmonic 
functions of the time ; but the current, instead of lagging 
behind the impressed E. M. F., as it did in the case where 
there was self-induction in the circuit, advances ahead of it 

by an angle whose tangent is jy-^ — . When the capacity 
C is infinite (and there is no condenser in the circuit, as ex- 
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plained on page 67) the tangent y^-^ — is zero, and the cur- 
rent is in phase with the E. M. F. When the condenser 
is short-circuited so that the resistance is negligible, 

7Y^ — becomes very large and the angle of advance is 
C li CO 

nearly 90®. 

The equation of the current then becomes 

(80) i = C^ a? sin (g? ^ + 90°), 
and of charge 

(81) ? = - C cos (a? ^ + 90°) ; 

and the charge will always be a maximum when the current 
is zero and vice versa, as the cosine is a maximum when the 
sine is zero. 

When the sin j o?^ -f- tan"* ttd" \ becomes unity the 

current has its maximum value /, and 

(82) /= ^ 



\/^ + A' 



The radical \/jP-\ — ■ — -^ is the apparent resistance of 

the circuit ; and, upon comparing with equation (29), we 

see that it corresponds to the radical y/li^ + -^^ ^S which 
has been called the " impedance" of the circuit, in the case 
where there is self-induction and resistance only. 



Case IV. Any Periodic Electromotive Force which is 

NOT Harmonic. 

If the impressed electromotive force is any periodic 
function whatsoever of the time, then — as was mentioned 



80 CIliCUITS CONTAINING RESISTANCE AND CAPACITY. 

in the discussion of circuits containing self-induction — this 
E. M. F. may be expressed, according to a theorem due to 
Fourier, as the sum of terms of the form 

Thus, 




(83) e = ^^ EBm(bGot+(f) 

may represent any electromotive force whatsoever, where 
Ey ft, and ^ have n different values corresponding to n terms 
of the sum. As was previously shown in the case of self- 
induction, each term of the E. M. F. impressed gives rise 
to a corresponding term in the resultant current equation 
of the form 



\/^ + 



C V <»• 



where E, h, and B have valnes eqwal to their valaes in the 
corresponding term of tlie E. M. F. equation. 

The expression for current, then, when (83) is the im- 
pressed E. M. F., is 

(84) i = ^— ^==|=^sinJ6<»< + e 



C^'fc'm' 



+ **°"'(7M^} +««"*^- 



This gives the general solution for the current in a 
simple circuit containing resistance and capacity, and any 
impressed E. M. F. The discussion of this general solution 
will be deferred uutil circuits containing resistance, self- 
induction, and capacity have been considered. 



CHAPTER VI. 

CIRCUITS CONTAINING RESISTANCE. SELF INDUCTION, 
AND CAPACITY. GENERAL SOLUTION. 

Contents.— Equation of energy in terms of e, t, and t ; in terms of e, q, and 
t. Equation of E. M. F.'s in terms of e, i, and t ; in terms of e, q, and t. 
Equations transformed for solving in terms of » and t ; in terms of 
q and t. Complete solution for % in terms of t ; complete solution for q 
in terms of t. Four cases will be considered: I. e =f{t) = 0; II. 
e =f{t) = E; m. e =f{t) = Eain cot; IV. e =f(l) = 2Esm {boot-{- 6). 

In the preceding chapters the forraation of the differ- 
ential equations for circuits containing resistance and self- 
induction alone, and resistance and capacity alone, has been 
discussed, and the solution of these differential equations 
obtained and discussed for these two particular cases. It 
is now proposed to consider a circuit containing all three, 
resistance, self-induction, and capacity, in series, and in the 
present chapter to derive from the differential equations 
two general solutions which express, respectively, the cur- 
rent flowing in the circuit and the charge of electricity in 
the condenser, at any moment, when the circuit is sub- 
jected to any impressed electromotive force whatsoever. 
The succeeding five chapters of Part I will then be devoted 
to a discussion of these general equations, now to be ob- 
tained, and their application to various particular cases of 
impressed electromotive forces. 

The diflferential equation of energy for a circuit contain- 
ing all three, resistance, self-induction, and capacity, may 

81 
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be written at once, since we have already derived expres- 
sions which represent the energy used in heating the 
conductor [see equation (4)], in creating the magnetic field 
around the conductor [see equation (6)], and in charging 
the condenser [see equation (53)]. 
The equation of energy is 

, . idt I idt 

.at , . . J 



(85) eidt=:Bi^dt-\-Li^dt-{- 

d t G 

The first member of this differential equation eidt 

represents the total energy supplied to the circuit in the 

time dt. A part of this energy represented hj lit* dt is 

. d i 
used in heating the conductor. A second part Li-ridt is 

expended in creating a magnetic field in the space sur- 
rounding the conductor. A third part, represented by 

id tj id t 

j^ , is expended in charging the condenser. Equa- 

tion (85) is the general differential equation of energy, in 
terms of the current which flows in the circuit, the E. M. F. 
which drives the current, and the time, for a circuit con- 
taining resistance, self-induction, and capacity in series. 

This equation of energy may be expressed as a differen- 
tial equation in terras of the quantity of electricity in the con- 
denser, that is, the charge of the condenser, the E. M. F., and 

the time, by means of the relation dq=:idt, or g= PidL 

(86, /j|.< = ^{^^?}-,< + i^l|„+l^„. 

Each term in this equation is equal to the correspond- 
ing term in equation (85), since it is obtained by dii-ect 
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d a 
substitution. The first member, e-rrdt, is the total energy 

supplied to the circuit, and the three terms of the second 
member represent the three ways in which this energy is 
expended, viz., in heat, creating the field, and charging the 
condenser. 

If equation (85) is divided through by idt, it becomes 
an equation of E. M. F.'s, thus : 

di f^^* 
(87) e=i?f + Z^-l+V 

If equation (86) is divided through by -r^ d t, it likewise 
becomes an equation of E. M. F. 's, thus : 

^dq , ^d'q , q 

These are equations of E. M. F.'s: equation (87) in 
terms of current, E. M. F., and time ; and equation (88) in 
terms of the charge of the condenser, E. M. F., and time. 
Each term in (88) is equal to the corresponding term in 
(87). The first member, c, is the E. M. F. impressed upon 
the circuit. That part of c necessary to overcome the 

resistance is Hi, or ^ tt« That part of e necessary to 

di 
overcome the counter E. M. F. of self-induction is L -yz, or 

dt 

d*q 
L -r^' The third part of e, necessary to overcome the 

fidt 
counter E. M. F. of the condenser, is — — — , or ^. 

These diflferential equations may be written in forms 
more convenient for solving. Diflferentiating equation (87) 
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with regard to ^, to free it from the integral sign, we 
obtain 

d^i R di i _ Ide 

By transposition (88) becomes 

/90^ ^ . ^^_?. . _i.-.^ 

^^^^ dt' ^ Ldt^LC^ L 

We know that the impressed E. M. F. has one value at 
one particular time and is therefore a single-valued func- 
tion of the time, that is, c =/{t). When we introduce this 
relation into (89) and (90), the general solution of each of 
these equations may be readily obtained. The solution of 
equation (89) will give the value of the current at any time, 
and the solution of equation (90) will give the value of the 
charge of the condenser at any time. 

• dc 

If e =/(0> aJid -TT =/' (t), upon substitution in (89) and 

(90), we have 

d* i , li d i , i 1 v, , X 

,^^v d^Q li da a 1 

GENERAL SOLUTION FOR CURRENT AT ANY TIME. 

In solving equation (91) to obtain the value of the cur^ 
rent at any time, it is convenient to make use of the sym- 
bolic method for linear equations. (See page 101, Johnson's 
Diflferential Equations.) 



RESISTANCE. SELF INDUCTION, AND CAPACITY, 85 
Writing (91) in symbolic form, we have 



{^•+Z^+Z^l^' = 2/'(')' 



or 



(93) i = -j j^ j-r /' (f). 

Resolving the inverse operator, ^ = — , into 

partial fractions, we hare the identical equation 

1 LC 



(94) 






.^ , BG-V Ji'G'-iLO 



^ , IiG-\-VIi'C"-iLO 
^ + 21 C 



(95) Let r, = 



—>^ 9 



HC-VB'C'-ZC 

2ZC 
and T, =- ,_ 

Placing these values in (94), and substituting (94) in (93), 
we obtain 

Each term of equation (96), equated separately to t, 
forms a linear equation of the first order. This will be 
evident when we consider the linear equation of the first 
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d y 
order between the variables x and y, viz., -, — [-ay =zf{x). 

When written in the symbolic form this becomes 

{D + a)y=/{x), 

(97) or y = ^-J^x). 

The solution of this linear equation of the first order is 
known to be (see Johnson's Diflf. Equations, page 31) 

(98) y = 6-"^ /'e"^/(x)da; + ce-'''. 

Here c is the arbitrary constant of integration, and none 
other must be added when the integration is performed. 
By equating (97) and (98), we have 

j^-p^/(x) = 6" "'y^e "*' /(x) d X + c 6 " "*'. 

If we replace a, in this general formula, by the constant 
^, and/(x) by/' (0, ^ve have 

But this is the value of the first term in the parenthesis 
of equation (96). The value of the second term in that 
})arenthesis may be found in a similar manner, and (96) 
may finally be written 
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This is the general solution of equation (91) and gives 
the current which flows at any time in a circuit having 
resistance, self-induction, and capacity. 

Since the differential equation (92) for the charge be- 
comes identical with the differential equation (91) for the 
current when we write /' (t) instead of / {t\ and since / 
denotes any arbitrary single-valued function whatever, we 
may in the general solution (99) suppress the accents on 
the arbitrary functions and write the solution for q. Thus, 



-- - ) 1 -1 

-6 ^>y*e'''V(Orf^ } +c,€"^'+c,e '^» 



PARTICULAR ELECTROMOTIVE FORCES. 

These equations, (99) and (100), express the values of 
the current and charge at any time, when the impressed 
E. M. F. is anything whatever, since / is any arbitrary 
single-valued function whatever. 

There are four cases, covering all possible ones, which 
arise according to the nature of the impressed E. M. F. 
These are : 

Case I. e=f{t) = 0. 

Case II. e =/(^) = ^= constant. 

Case III. c =/{t) = ^sin go L 




Case IV. e =/{() = ^ E sin (bcot-\- (f). 

The meaning of the first assumption is that the im- 
pressed E. M. F. is to be zero at every point of time. This 
condition is fulfilled if we charge a condenser with some 
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quantity Q, and then suddenly remove the impressed 
E. M. F., that is, if we connect the two plates of the con- 
denser by a conductor so as to discharge it. The im- 
pressed E. M. F. remains zero at .every point of time after 
the removal of the source of E. M. F., and consequently 
satisfies the condition e =^/{t) = 0. The solutions of the 
diflferential equations under this assumption give the cur- 
rent at any time flowing in the circuit, and the charge 
an any time remaining in the condenser, when an im- 
pressed E. M. F. is suddenly removed from the circuit. 
It may be any circuit whatever containing any combination 
of resistance, self-induction, and capacity, that is, a circuit 
containing i? and L alone, L^ and C alone, or Jiy Z, and C 
together. In case the circuit has li and C, or /?, Z, and C, 
the solutions will give the current i and quantity q at any 
time during the discharge of the condenser. If the circuit 
contains H and Z alone, the solution will give the current 
at any time as it dies away after the removal of the 
E. M. F. 

When we assume e =/{() = Z' = a constant, we mean 
that the E. M. F. is to be equal to Z" at every point of 
time. This condition will be fulfilled if the source of 
E. M. F. in any circuit is suddenly changed from one con- 
stant value to another constant value, either of which may 
be zero. If the circuit contains 7? and C, or 7?, Z, and C\ 
the solutions give the current flowing in the conductor 
and the charge of the condenser at any time after the 
change in the E. M. F. If the circuit contains R and Z 
only, the solution gives the value of the current at any time 
as it changes to its final steady value. 

The third assumption, e = E sin cotf means that the 
circuit contains an impressed E. M. F. varying harmoni- 
cally with the time. The solutions of the general equa- 
tions for q and i show that when the impressed E. M. F. is 
harmonic, both the current and the charge are likewise 
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simple sine-functions of the time, having the same period 
as the E. M. F. 



The fourth assumption, e = ^> -F sin (6 co ^ + ^)> — 

where h takes in succession any integer values, — means that 
the circuit contains an impressed E. M. F. which is any 
periodic function of the time whatsoever. 

The solution and discussion of these four cases will be 
considered in the following chapters. 



CHAPTER VIL 

CIRCUITS CONTAINING RESISTANCE. SELF INDUCTION, 

AND CAPACITY. 

Case I. Discharge. 

Contents : — Integral and differential equations when e=f{t) = 0. Sir 
Win. Thomson's solution, t equation with value of T replaced. Three 
forms of i and q equations. To transform the (-equation to a real form 
when IPC is less than 4 L, To derive the solutions from the differen- 
tial equations when H* C=iL. 

Nan-oseUlatory Discharge, 

Determination of constants. Complete solution. Value of T re- 
placed. Current and charge curves for a particular circuit. Time of 
maximum current. Equation (125) applitid to a circuit containing resist- 
ance and self-induction only, and to n circuit containing resistance 
and capacity only. 

Oscillatory Discharge. 

Determination of constants. Conipleic solution for » and q. Current 
and charge curves for a })articu1ar circuit. 

Discharge of Condtiiser when IP C= AL, 

Determination of constants Complete solutions for % and q. Figure 
showing method of constructing the current and charge curves. Curves 
for i and 9 in a particular circuit. 

In this chapter the case will be discussed in which the 
impressed electromotive force is suddenly removed from 
the circuit or reduced to zero ; that is, e =/{f) = 0. When 
a current has been flowing in a circuit and the source of 
electromotive force has been suddenly removed, the cur- 
rent continues to flow for an appreciable time before 

90 



RB8I8TANCE, SELF INDUCTION, AND CAPACITY, 91 

dying entirely away. The value of the current at any 
time may be ascertained by applying the general equation 
(99) to this particular case. 

As another example, we may have a condenser or 
Leyden jar charged to a certain diiference of potential, and 
the source of potential then removed. If we now connect 
the two plates of the condenser or coatings of the jar ^vith 
a conducting wire, a current flows through the wire and 
the condenser is discharged. The source of potential was 
previously removed, and &o e =/{t) = 0. The general 
equations (99) and (100) can be applied to this particular 
case, enabling us to ascertain the current which flows at 
any time in the circuit and the charge remaining in the 
condenser. 

Since /(t) -= 0, the first derivative is /'(/) = ; and if 
the value/' {t) = is substituted in the general equation 
(99) for current, and the value /(^)=p in equation (100) 
for charge, we have 



(101) 



I = 


c, e 


t 


t 


?= 


c,e 


t 


t 



(102) 

Had the value e = =/{0 been substituted in the 
differential equation (92), and /^ (t) = in equation (91), 
we should have had 

(103) dP + Zdt+TO='^- 

It is to be noted that the form of the differential 
equation for i is identical with that for q. Hence their 
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integrals (101) and (102) liave the same form, althougli with 
diflFerent arbitrary constants of integration. The solutions 
of the differential equations (103) and (104) — which are 
identical with (91) and (92) when their second members 
are zero — give what is called the " complementary function " 
(see Johnson's Differential Equations, Art. 94). The 
complementary function contains all the arbitrary con- 
stants of integration. The sum of the particular integral 
— found to satisfy equations (91) and (92) when the second 
member is not zero — and the complementary function 
gives the complete integral of the general differential 
equations (91) or (92). 

The particular case of the discharge of a condenser 
through a circuit possessing resistance and self-induction 
has been fully discussed by Sir Wm. Thomson and was 
published as early as 1853 in the Philosophical Magazine, 
He obtained equation (102) as his result, which he showed 
could be expressed in two different forms, according as T^ 
and T^ are real or imaginary. 

Writing equation (101) in full, by replacing th^ values 
of r, and T^ given in (95), we have 



(105) i = c,e ^^^' -^c,e ^" 

If the value of iZ* C is greater than 4 Z, the value of % is 
real ; but if ir C is less than 4 Z, i apparently assumes an 
imaginary form. It will be shown, however, that i can 
by a trigonometric transformation be expressed in a real 
form when IP Cis less than 4 Z. 

When 7?' C is equal to 4 Z and we have the critical case, 
it is evident that the two terms of equation (105) may be 
written as one, and thus the two arbitrary constants com- 
bine into one. The complete solution, which must contain 
two arbitrary constants, inasmuch aa it is derived from a 
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differential equation of the second order, cannot be readily 
obtained in this case from (105) ; but it will be directly 
obtained from the differential equations (103) and (104). 

TO TRANSFORM EQUATION (105) TO A REAL FORM WHEN 

li'C IS LESS THAN 4Z. 

After factoring out the common factor e ^^, we may 
write (105) in another form, thus : 

(106) t = 6 "jc.e "^' +o.€" *^"^' } 



Here J is used to represent V— 1, If we write 



ao7) e = ^^^ ^ 

then (106) becomes 

a08) i = e'^~^[c^e'' + c,e-''}. 

The sine and cosine may be written in exponential form* 
thus: 

(109) sin e = ~ , and cos 6 = ^^ 

* By Mftclaurin's theorem for the expansion of a function into a series, 
the sine and cosine may be developed into the following series : 

(1) sin = - -®'-- H ?! u etc. 

(3) co8fl = l-^+j^_^_^^._4.ctc. 

AJso the development of 6 into series gives 
^^ -^■'■^ 1.2 •^1.2.3"^1.2.3 4'^-^1.2.3.4.5 

e« _ Q^ G8 



1.2.3.4-5.6 •'1.2.3.4.5-6.7 ^ 1-2. 3. 4. 5. 6. 7. 8 
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Therefore cos 6 -^-j sin 6 = e , 

and cos — j sin 6 = e 

Multiplying through by c, and c„ respectively, and add- 
ing, we have 

(110) c,e 4- c,€ =lc, + c,) cos ^ + (c, — <?.)y sin ft 

If Cj and c, are conjugate imaginary quantities, they 
may be written 

A + Bj 

C. = TT • 






Multiplying (1) by j nnd adding to (2), we find that the resulting series is 
identical with (3). Hence we obtain 

(4) cos +^*8in = 6 . 

-JO 
The expansion of e into scries gives 

-io ^ 0* ©» e* o» 

^' -^ 1.2^''l.2.3^1.2.3.4 •'1.2.3.4.5 



1.2. 3. 4.5. 6 



Multiplying (1) hyj and subtracting from (2), the resulting series is iden- 
tical with (5). Hence wo have 

(6) cosO-JsinO = € 

Adding equations (4) and (6) and dividing by 2, we get 

jB -jB 

(7) cos = -^ 

Subtracting (6) from (4) and dividing by 2 J, we have 

+iO -JO 

(8) sin = — " ^ 



2i 
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where A and B are both real quantities. Taking the sum 
and difference, 

c^ + c^^ A, 

and substituting these values in (110), we have 

(111) cj\ c,€'^^ = AcoQe + Iisme, 

where c, and c. are imaginary, while A and B are real 
quantities. Substituting (111) in (108), we obtain 

(112) i = e '^\Acos0 + B sin 0). 

By the trigonometric formula [see Chapter HI, equa- 
tion (27)], 

AcosO-\-Bsm0^ VA' + B* sin [d + tan " ^-^), 

we may finally write equation (112), after restoring the 
value of 6 from (107), in the form 



ViLC-B'C 



(113) i = Ae sin I -2Z7? ^ + ^}' 

where A and * are the arbitrary constants of integration. 
Here A is not the same as iii equation (112), but stands for 

_ ^ 

VA* + B*, and ^ stands for tan -g . This equation is 

the equivalent of (105). It is real when (105) is imaginary 
and imaginary when (105) is real. 
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TO DERIVE THE SOLUTIONS FROM THE DIFFERENTIAL EQUA- 
TIONS WHEN R^G=^4iL. 

\i R*C is equal to 4Z, then the diflferential equations 
(103) and (104) become 

d'i Rdi ^ R' . ^ 

Upon substituting t = e'"^ we have 
(110, ».- + J» + j^-,=0. 

which is seen to be a perfect square as it stands, and con- 
sequently the two values of m become equal, and 

m = — 5-7. When there are equal roots, the solution is 

of the form 

(see Johnson's Diflf. Equations, page 95); or, replacing m by 
its value, — ^-v, we have as the complete solutions 

(117) t = c,e"'^ + c,f6 *^, 

(118) g = &€ '^ + c"ee *^. 

Eeturning to equation (103), we may write its solution 
(101), the complementary function, in three different real 
forms, according as the value of R* C is greater than, less 
than, or equal to 4 Z. These forms are : 
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WhenIi'C> 4Z, 



RC -^R»C*-4LC ^ RC+ ^R^CP -~iLC 

<119) t = C,€ «^^ +C.€" «^^ 

fFae»^{7<4Z, 

(l^i^) t= Ae *^ sin j oTT^ ' + * [ • 

lFAewi?(7=4Z, 

<121) i^ce'^'^' + cje '^\ 

The value of the charge q given by equation (102), being 
of the same form as (101), may take three different forms 
according as jff*(7 is greater than, less than, or equal to 4 Z ; 
and these forms only differ from the above in the arbitrary 
constants, thus : 
WbmRC>4:L, 



_ RC- ^R*C*-4LC ^ _ gC4- ^R^C^ -ALC 

(122) q = c'e' '^^^ +c''€ ^^^ '. 

WhmR'C<4:L, 

a23) q:=A'e «^ sin } gZC^ ^ +*' \ ' 

WhenIi*G = 4:Z, 

Bf _Rt 

(124) q = &€ ^'^ + c''t€ '^. 

The constants of integration in these equations are de- 
termined by the initial conditions imposed by the problem. 
For instance, if a condenser charged with a quantity Q is 
suddenly discharged through a circuit with resistance and 
self-induction, we may count the time from the moment of 
discharge, and thus have q = Q and i = when t = 0, and 
^ = and i = when < = oo . 
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NON-OSaLLATOBY DISCHABGE. 

Determination of Constants. — The equations (119) and 
(122) may be written as in (101) and (102^ ^ terms of the 
time- constants T^ and T^ [see (95)] , thus : . 

1 - 1- 

(125) t=c,€'^»+C,€ ^\ 

(126) q = c'e ^>+c"€ ^•. 

The arbitrary constants c^, c^, c\ c" of these equations 
will be determined according to the conditions mentioned 
above, viz., when ^ = 0, t = and q =i Q\ when < = oo , 
i = and q=-^. Substituting in (125) t = when ^ = 0, 
and in (126) q = Q when ^ = 0, we have 

(127) e = C + C'. 

Since we have the relation dq = idt^we may differen- 
tiate (126) and write 

Equating this and (125), we find 

c, = - ^, or c' = - c, 5r, ; 

c" 
c, = - ^, or c" = - c, r,. 

Eemembering that c, = — c, , we may write 

Adding c' and c", 

c' + c" = c, ( r. - T,) = Q. [See (127)]. 
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Q 

Hence c, = y _ y ; 

C,- J, _ j,^ 



c" = 






Sabstituting in (125) and (126) the constants c^,c^, c', c", 
as finally determined, we have 



(128) 



(129) 






Diacusaion of Non oscillatory Discharge, — These equa- 
tions give the complete solution and express the current 
or the charge at any time after discharge (see Fleming's 
" Alternate Current Transformer," Vol. I. page 376). They 
show that if we have the relation ^'(7>4Z, the dis- 
charge is a gradual dying away without oscillation. Since 
T, and T^ are each of them positive when li*0 > 4Z [see 
(95)], i or q may be represented geometrically as the 
diflference of two decreasing logarithmic curves. To see 
this more clearly, the values of the time-constants T^ and 
7\ may be substituted in the coefficients of equations (128) 
and (129). The result is 

(130) f = — =£==J6 ^«-6"^»l. 

562583 



T 
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These equations may be more easily explained by refer- 
ring to Figs. 20 and 21, which represent the plot of these 
equations for particular assumed values of Rj Z, and C, 
The values assumed for the constants of the circuit are 

R = 100 ohms, L = .0016 henrys, C7 = 1 microfarad. 

By calculating the values of T^ and 7\ [equation (95)], 
r, = 8 X 10-^ and T; = 2 X 10 -», the equations (130) and 
(131), with these particular values, become 

n^2\ {— ^ ^ C 2X10-6 8X10-6) 

^^^^^ '-.6x10-'^ ( ^ r 

(133) y = |(l| + l)e'«'^--|(l|-l)6"«"^*. 

If the condenser was charged to a potential of 2000 
volts, the capacity being .000001 farads, the charge is .002 
coulombs. Substituting this value for Q, we have 

i = 33.33 ( e" ^^^^^ - i ^^^^), 



^ = l^(l* + l)^"^^'""-l4(l*-l) 



g 2x10-6 



where i is in amperes and q in coulombs. 

In Fig. 20, curves I. and II. represent the two compo- 
nent logarithmic curves, corresponding to the first and 
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second terms, respectively, of equation (130),whose difference 
gives the resultant current curve IIL Curve II., cor- 
responding to the second term, has the larger time-constant, 
and is therefore the more important curve. The area in- 
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Pig. 20.— Curve showing Current during Non-oscillatory Dis- 
charge OP Condenser with Capacity C = 1 Microfarad. 

THROUGH A CIRCUIT WITH RESISTANCE R = 100 OhMS. AND SeLP- 

induction L = .0016 Henrys, when originally charged to a 
Potential op 2000 Volts. 



eluded between curve III. and the axis of abscissae is equal 

to / idt = Q, and is therefore independent of the constants 

of the circuit through which the condenser is discharged. 

The current is a maximum at a point which may be de- 
termined by differentiating equation (130) and equating the 
first derivative to zero in the usual manner for a maximum. 
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The time t^ at which the current is a maximum is thus 
found to be 



(134) 



<- = 



LC 







Fio. 21.— Curve showing non-oscillatory Discharge op a Con- 
denser, WITH Capacity (7=1 Microfarad, through a Circuit 
WITH Resistance R = 100 Ohms, and Self-induction L = .0016 
Henrys, when originally charged to a Potential of 2000 
Volts. 

Substituting in (134) the particular values used in plot- 
ting Fig. 20, we find the time when the current is a maxi- 
mum to be 

f^=3.78 X 10-'. 



In Fig. 21 curves I. and II. are the two component loga- 
rithmic curves, corresponding to the first and second terms, 
respectively, of equation (131) for charge. Curve III. is 
plotted by subtracting II. from I., and represents the 
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charge of the condenser at any time. It is noticeable that 
the upper curve, I., has the larger initial value, and as T^ 
is larger than T,, decreases the slower. It is therefore 
this curve which is the more important in determining the 
discharge of the condenser. 

EQUATION (125) APPLIES TO A CIRCUIT C50NTAINING RESISTANCE 

AND SELF-INDUCTION ONLY. 

If there is no condenser in the circuit, as explained in 
Chapter IV., it is equivalent to saying that there is a con- 
denser of infinite capacity in the circuit. Substituting 
C' = 00 in the equation (95) for the time-constants, we have 

^LC L 

5r.= 



According to equation (101), we have the value of the 

current at any time 

»i. --£ 

t = c,€ ^»+c,e ^\ 

Substituting in this equation the values of T^ and T, 
above, we have 

I L 

When ^ = 0, t = /, that is, the current flowing previous 
to the removal of the E. M. F. This gives 

t = / = c, +c,. 

But when ^ = oo , i = c, = 0. Substituting these values 

for the constants, we have 

_ fit 

a result which is well known [see equation (18)]. 
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EQUATION (125) APPLIES TO A CIRCUIT CONTAINING BESISTANCE 

AND CAPACITY ONLY. 

Upon substituting Z = in the values of the time-con- 
stants T^ and T, (95), the expressions become indeterminate, 
but can readily be evaluated by differentiating numerator 
and denominator, and then substituting Z = as in ordi- 
nary vanishing fractions. 



RC- VR'V'-i.LC' 

Differentiating naraerator and denominator with respect 
to L, we have 



= VR'C'-4:LC. 

Now letting Z = 0, we have 

T, = R G. Similarly, T^ = -iiC. 

Substituting these values in equations (101) and (102), 
we have 

(135) i^c.e'^+c.e"^^. 

(136). q^c^e ^^+c.e ''''. 

c, and c^ must each be zero, or else when ^ = oo we would 
have i = CD and q = oo . When ^ = 0, q z= Q = c^. By 
differentiating (136) and equating to (135), we have 

, ^ t_ 

RC ^ ^ RC 



^-dt- RO^ 


" ^ = c, e 


and, therefore, c^ = — ^^ ^ = 


Q 

■"Z?(7- 
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Substituting in (135) and (136) the values found for the 
constants c^^c^^c^tC^i we have 

(137) t=-.-g^€ =/€ . 



(138) q=Qe 



t 

RC 



These are the well-known results for, the case of discharge 
through a circuit with no self-induction [see equations (67) 
and (68)]. 

OSCILLATORY DISCHARGE. 

Determination of Constants, — In the case of oscillatory 
discharge, the equations for current and charge at any 
time are 

(120) i=zA€ ^sm j 2XC^ ^+^\' 



Rt 



(123) q=i A'e ^^ cos j Q l f + * f • 

The arbitrary constants A, A\ ^, and ^' will be deter- 
mined according to the same conditions as those mentioned 
above, viz., when ^ = 0, f = and q = Q; also when ^ = 00, 
i = and q = 0. Substituting in (120) f = when ^ = 0, 
and in (123) q = Q when ^ = 0, we have 

= ^ sin ^, 

(139) and Q = A' sin 0\ 

Since A and sin ^ are constants, and their product is 
zero, one of them must be zero. But if A is zero, i is zero 
for every point of time, which is impossible. Therefore 

(140) <P = 0. 
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Diflferentiating (123) and remembering that i = ^v^ , we 
have 



<1^) * = dT = 22—""^! 2Z^ '+* I 

+ 277^^ ^M 2Z^^ *+*'}• 

Substituting f = when ^ = 0, 

= — ^ sin *' -| -p C08 <P . 



(142) Hence <P' = tan-^- ^^^^^' . 
By (139). ^' = Sr*'- ^"'i' ^y (1*2). 



sin tan 



EC 



L WW 



To determine the constant A, transform (141) by the 
formula (27) so as to write it in terms of a sine only. The 
coefficient of the sine in the equation as transformed will be 



A 



yTc' 



Since equations (141) and (120) are each equations for i, 
we may equate the coefficients of the sine, and have 

VLC 

And, by (143), 

20 

(144) A= ^ 



V^LC-R'C* 
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Substituting A and ^, as determined in (144) and (140), 
in equation (120), and substituting A' and ^', as determined 
in (143) and (142), in equation (123), we have 

^'"'^ '^'VtzW^=WW' ^"1 2za — n- 



(146) j = 



2QVLC - 


V4.LC-E'Cr 


( V4:LU-R'C* 



Bt 



. . . _i ViZC-Ii'C* 
sin " • ■ — 



2ZC 



, , . _i ViLU—irO' ) 
* + ^ ^ }• 



Discussion of Oscillatory Discharge, — These equations 
may be more readily understood by referring to Fig. 22, 
in which curves showing the current and charge, according 
to these equations, are drawn for the discharge of a con- 
denser for particular values of li, Z, and C\ assumed. The 
particular constants assumed are 

B = 100 ohms, Z = .0125 henrys, 0=1 microfarad. 

If the condenser be originally charged to 2000 volts, Q =. 
.002 coulombs. On substituting these values in (145) and 
(146), the equations for current and charge become 

— 4000 / 

t = 20e sin 8000 «, and 

g = .00224 e"^' sin (8000 1 + tan" * 2), 

where i is in amperes and q in coulombs. Curve I., repre- 
senting the current, is a sine-curve with an amplitude de- 

creasing according to the logarithmic curve 20 6 

2 TT 

The period is -kt^ktt = .000785 seconds ; that is, there are 

1275 complete oscillations per second. A very few oscil- 
lations are sufficient for a complete discharge. 

The charge at any time is shown in curve II., which is 
likewise a sine-curve with an amplitude decreasing accord- 
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-4000^ 



iug to the logarithmic curve, in this case .00224 e 
The scale in Fig. 22 is such that the same logarithmic curve 
is an envelope for the current and the charge curve. The 
periods of the two are the same, but the curves differ in 




Pig. 22.— Oscillatory Dischargr of a Condenser with Capacitt 
(7=1 Microfarad, through a Circuit with Resistance R — 
100 Ohms, and Self-induction = L .0125 Henrys, when origi- 
nally CHARGED TO A POTENTIAL OF 2000 VOLTS. 

phase by an angle = tan'^ 2, that is, the charge is ahead of 
the current by an angle of advance of 63° 27'. 

DISCHARGE OF THE CONDENSER WHEN i?' (7 = 4 Z. 

Determination of Constanta. — This is the critical case when 
the discharge is just non-oscillatory. The equations for 
the current and charge, as previously determined, are 



(121) 
(124) 



Rt 
2L 



i = C^€ -{-C^t € 



Rt 
2L 



q^c'e '"^J^d'te 



Rt 

2L 

» 

Rt 
2L 
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The arbitrary constants of integration, c,, c,, c\ c'\ of these 
equations will be determined by the same conditions as in 
the previous cases, namely, when ^ = 0, i = and q=^ Q. 
Equations (121) and (124) then become 

(147) = c., 

= c'. 

DiflFerentiating equation (124) and substituting Q for c\ we 
obtain 

<i^^) ^ = df = l-2z +^ --27r> • 

But when ^ = 0, i = ; therefore 

(149) ^" = H • 

Equating equations (121) and (148) and replacing the values 
for the constants given in (147) and (149), we have 

(150) c. = - 1^'. 

Substituting for Q its value E C, and for B* its equivalent, 
in this particular case -77 , (150) becomes 

_ E 
^'~~ Z' 

Having thus determined the values of the arbitrary con- 
stants, the equations for current and charge may be written 

(151) t = ~-^<e ^. 



(152) ?=(l + S<^ 



Rt 
2L 



Discussion of Discharge when ff* G = 4^ L. — These equa- 
tions give the value of the current and charge at any 
time during the discharge of the condenser in the case 
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where the discharge is just non-oscillatory. This case 
is often called the case of quickest discharge, as was pointed 
out by Dr. W. E. Sumpner in the Philosophical Magamne^ 
and afterwards discussed by Dr. Oliver Lodge in the Elec- 
trician for May 18, 1888. 

The curve representing the plot of the equation (151> 
for the current may be drawn as indicated in Fig. 23. A 



.8- 



V'^jpt 




Fio. 28.— Showing Method of conbtructtng the Curbskt Curve 

IN THE Case where i^ C7 = 4 Z. 

E 

logarithmic curve I., having its initial value y- and time- 
constant p , is drawn to represent the equation as it would 

be with t omitted from the coefficient ; and each ordinate 
is then multiplied by the ordinate of a straight line II., 
which passes through the origin and represents the uniform 
increase of the time t. The product of the ordinates of 
curves I. and II. at each point gives the ordinate of the 
current curve III. at that point. When actual values of 7?, 
L, and C are assumed, it is found to be difficult to repre- 
sent these curves to scale, so that Fig. 23 is shown simply 
as an illustration of the method of constructing the current 
curve. Curve I., Fig. 25, represents the current in an 
actual case where R =. 100 ohms, Z = 2.5 henry s, and C = 
1000 microfarads, the condenser being originally charged 
to a potential of 2000 volts. 

The method of constructing the curve, showing the 
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charge left in the condenser at any time, is given in Fig. 24, 
and is similar to the method just shown for constructing 




Pig. 24. — Showing the Method of constructing the Curve rep- 
resenting THE Charge left in the Condenser at ant Time 
after Discharge. 

the current curve. The diflference is that the straight line 
passes through a point one unit above the origin, on the 
vertical axis, instead of through the origin as before. 




.20 Seconds M 



Fig. 25.— Just Non-oscillatory Dibcharoe of a Condenser with 
Capacity C = 1000 Microfarads, throctgh a Circuit with 
Resistance R = 100 Ohms, and Self-induction Z = 2.5 Henrys. 

The logarithmic curve has the initial value Q and a time- 

constant -p- . The curve showing the charge for the actual 

case where li = 100 ohms, Z = 2.5 lienrjs, and (7= 1000 
microfarads, the condenser being originally charged to a 
potential of 2000 volts, is represented by curve II., 
Fig. 25. 



CHAPTER VnL 

CIRCUITS CONTAINING RESISTANCE, SELF INDUCTION. AND 

CAPACITY. 

Case II. Charge. 

Contents:— Differential equations -with e = fit) = B, Solution of these 
eciuatioDS. Solution from the general integral equation.. Three forms 
of t and q equations. 

N<m oseillatory Cfiarging, 

Determination of constants. Complete solutions for % and q with 
constants determined. Curves for i and 9 in a particular circuit. Equa- 
tion (101) applied to a circuit cotitnining resistance and self-induction 
only ; also to a circuit containing resistance and capacity only. 

Oscillatory Charging. 

Determination of constants Complete solutions for i and q with 
constants determined. Curves for i and 9 in a particular circuit. 

Charge of the Condenser %ehen R'C^AL. 

Determination of constants. Complete solutions for i and q with 
constants determined. Curves for i and 9 in a particular circuit. 

The E. M. F., instead of being zero, as in Case I., is 
assumed to be a constant E^ and e =/{t) = E. This is the 
case when an E. M. F. is suddenly changed from one con- 
stant value to another constant value in a circuit, and it 
includes Case I as a particular case, since E maj be zero. 
Since e is a constant, the first derivative of e is zero, and, 
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therefore,/' {t) = 0. Substituting these values oif{t) and 
f {t) in the differential equations (89) and (90), they become 

nK^\ d'i.B di i 

^^^^> d? + Ldt+TC=^' 

(154:) and ^4-^^4.^-^ 
(104) ana dC + L dt + LC T 

It is seen that the equation for current (153) is identical 
with that of the previous case (103), while the equation for 

E 

charge (154) has its second member equal to y, a constant, 

instead of being zero as in equation (104). By substituting 
a new variable, q' •= q — E C^ this equation may be trans- 
formed into one having its second member zero, thus : 

/ir,.x d^q' Rdq' q' 

<155) d?- + ZdT + 2T = °- 

The solutions of (153) and (155) are, as in the previous case, 

(101) ; = c,€ ^* + c,€ ^•. 

_ 1 _1 

Eeplacing the value of q\ and remembering Qz^ E C = 
the final charge, we may write 

-1 _ JL 

(156) q^Q-\-c,e ^' + c, e" ^\ 

These equations, (101) and (156), for current and charge 
might have been obtained directly from the general solu- 
tions (99) and (100) by substituting /(^ = E, and/' (t) = 0. 
Upon substituting/ (0 = in (99), we obtain (101) directly, 
and upon substituting/ (<) = JFin (100), we have 
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But, by the values of T, and T^ in (95), we find that 

T.-T^^ V H'C - 4X6'; and hence this equation is 
identical with (156), as Q = EC. 

As in Case I, where/(0 = 0, the equations just obtained 
for current (101) and charge (156), when / {t) = i7, assume 
three forms. 

WhmB:'C>4:L, 

- 1 « i 

(157) < = c,e ^" + c.e ^ 

- i. ± 

(158) y=(> + c'e ^'+c"e"^ 

»'Aeni?C<4Z, 



(159) i=^r^sfa{ «^^Yi'/''' '+*l- 



(ICO) ; = 0+^-."^rin{ '^^^g^-/g- ,+ *'} 









Rt 

' 2L 

1 



(161) 



(162) 

The constants of integration must be determined by the 
conditions of tlie problem as to the previous state of the 
circuit, the changes made, and the final state. 

NON-OSCILLATORY CHARGING. 

Determination of Constants. — The constants c^, c^^ c\ and 
c" of equations (157) and 1,158) will be determined by the 
following conditions : 

When ^ = 0, i = and q=Q.. 

When t = CO f i = and q ^ Q. 
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This means that the condenser is suddenly charged or dis- 
charged from the initial charge Q^ to the final charge Q, 
Determining the constants by the same method as in Case 
I., we find that 

C. - y _ J,, 

^ — rp 7^ * 

V, _ (g. - Q) T, 

^ — rp 'P * 

Substituting in (157) and (158) the values of the constants 
just determined, we have 

(163) t=^5||6"^-6"^|. 

<164) y = ^+^^jr.e"^-r,r^-|. 

For Q^ , the original charge, we may write C E^ , and for Q 
the final charge, we may write CE. 

These equations give the value of the current and 
charge at any time after the change of E. M. F. from E^ to 
^ in a circuit with IPC > ^L. As the equations now 
stand in their general form, they hold true for either total 
or partial charge or discharge according to the values of 
E^ and E, and consequently Q^ and Q, assumed. If the 
final charge is ^ = 0, we have the case of complete dis- 
charge and the equations take the form of (128) and (129). 
If the original charge Q^ = 0, we have the case of charge 
from zero to Q. 
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Discussion of Non-oscillatory Charge. — These equations 
will perhaps be better understood by referring to Fig. 
26, which represents the equations with particular values 
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Fig. 26.— Non-oscillatory Discharge op a Condenser with Ca- 
pacity (7=1 Microfarad, through a Circuit with Resistance 
R = 100 Ohms and Self-induction L = .0125 Henrys when sub- 
jected TO A Potential of 2000 Voli'b. 

assumed. These values are the same as in the pre- 
ceding case, namely, R = 100 ohms, (7=1 microfarad, 
L = .0016 henrys. The condenser originally had no charge, 
and when charged to a potential of 2000 volts, has a 
charge of .002 coulombs. The current curve I., Fig. 26, 
is identical with curve III., Fig. 20, which represents the 
current during discharge. Curve II. representing the 
charge is the same as curve III., Fig. 21, inverted and 
plotted downwards from the horizontal line Q = .002. It 
is noticeable that the ordiuates of curve I., expressing the 
current, are proportional to the tangents of the angle of 
inclination of curve II. at every point, since the current 

i = -~ , and -A is the tangent of the angle of inclination of 

the curve of charge II. It is seen that the point of inflec- 
tion on curve II. comes at the maximum value of the current 
curve I., as the tangent is a maximum at this point. In- 
deed, curve I. might be constructed geometrically simply 
from the foregoing consideration. 
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EQUATION (101) APPLIES TO A CIRCUIT CONTAINING RESISTANCE 
AND SELF INDUCTION ONLY, IN THE CASE OF THE ESTABLISH- 
MENT OF A CURRENT UPON INSERTING AN E. M. F. 

In this case there is no condenser in the circuit, that is, 
the capacity is infinite. Substituting 6^ = oo in the values 

of the time-constants (95), we have iT, = oo , iT, = -^ • as in 

Case L, where the current dies away after the removal of 
the E. M. F. Substituting' these values in (101), we have 

t = c, + <^« ^ ^ • 
When ^ = 0, f = = c, + c.. 

When < = 00 , i = /= c^. .•. c^ = ^ I. 

Substituting these values for the constants c, and c,, we 
have 



t = /(l-e"^^'). 



/ is the final steady value of the current, and is equal to 



-5; hence 



■•=i(-"0. 



(21) 



which is the well-known expression for the establishment 
of a current in a circuit with self-induction [see equation 
(21), Chap. in.]. 

EQUATION (156) APPLIES TO A CIRCUIT CONTAINING RESISTANCE 
AND CAPACITY ONLY IN THE CASE OF CHARGING A CONDENSER. 

Upon substituting L = in the values of the time-con- 
stants ir,and 7\, the expressions become indeterminate, but 
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cau be evaluated as before by differentiation of numerator 
and denominator before substituting // = 0. We thus find 
the values, when Z = 0, 

Substituting these values in the equations of current (101) 
and charge (156), we have 

(165) i=^c,e *^ + c.€^^. 

(166) q=Q + c,e ^^ + c,€ *^. 

Q^ is the previous charge of the condenser, and Q the final 
charge. The constants c,, c^ must be zero, or else when 
^ = 00 we would have i = oo , g = co , When ^ = 0, equa- 
tion (166) becomes 

By differentiating (166) and equating to (165), we have 

, L J. 

Therefore c, = - ^^, = '-^ . 

Substituting in (165) and (166) the values for the constants 
Ci» Ca> ^«> c«> as determined, 

(167) t_____e . 



(168) g=Q^(Q^^Q)e ^.^. 

These equations are true for the charge or discharge 
from Q^ to Q^ through a resistance with no self-induction. 
When the final charge Q is zero, we have the case of com- 
plete discharge, and the equations become the same as (137) 
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and (138). When the original charge Q^ is zero, we have 
the case of charging from zero to Q, and equations (167) 
and (168) become 



q=Q[l^:^'). 



These equations are identical with (72) and (71), already 
obtained in Chap. V. It is noticeable that the current 
equation is the same as that for discharge equation (137), 
and that the charge equation is analogous to that in the 
case of the establishment of the current in a circuit with 
resistance and self-induction, equation (21). 

OSCILLATORY CHARGING. 

DetermiTiation of Constants. — The constants A, A\ 4>, 
and *' in equations (159) and (160) will be determined by 
the same conditions as before, namely, 

When < = 0, t = And q = Q^. 

When ^ = 00 , f = and q = Q. 

The meaning of this supposition is the same as in the pre- 
ceding case, namely, that the condenser is suddenly charged 
or discharged from the initial charge Q^ to the final charge 
Q. The constants, determined by the same method as in 
Case I.y are 



A = 



S/4:LC -R'V* 



ViLC-B'C 
* = 0. 



*' = tan- t^^^C'-ig'g'. 

It 
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With the constants thus deterniined, equations (159) 
and (160) become 

(169) i= /(y^^) e-^^sin ^^V;-^'^%. 



(170) ,-e|2(a-g)t^.-^ 



81Q 



I 2Z-^ '+**" ^^^ \- 



We may write C'^o 'or the original charge ^o, and CE for 
the final charge Q. 

Discussion of OsdUatory Charge. — These equations give 
the value of the current and charge at any time after 
the change of the electromotive force from E^ to E in 
a circuit with R^C* < 4 Z. As the equations now stand 
in their general form, they are true for either total or 
partial charge or discharge, according to the values 
assigned to Q^ and Q, If the final charge Q is zero, we 
have the case of conij)lete discharge, and the equations take 
the form of (145) and (146). When Q is less than Q^, we 
have partial discharge ; if ^ is greater than Q^, we have 
partial charging. If the original charge Q^ = 0, we have 
the case of charge from zero to Q. « 

Fig. 27 illustrates the case of oscillatory charge through 
a circuit having the same constants as those of Fig. 22. 
The current curve I. is the same as that in Fig. 22, and the 
charge, represented by curve IL, is the same as in that 
figure, but inverted and plotted from the horizontal line 
Q = .002. It is seen that in charging the condenser, the 
charge rises at first higher than its final '^alue. and then 
oscillates about that final value until it has become steady. 
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CHARGE OF THE CX)NDEN8ER WHEN IP C = 4: L. 

Determination of Constants. — This is the critical case, 
where the charging is just non-oscillatory. The equations 
for current and charge are 



(161) 



(162) 

The initial charge is Q^y and the final charge Q. To 
determine the arbitrary constants of integration, let ^ = 0. 
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Fio. 27.— Obcillatort Chabob op a Oondenseb with CAPAcrrr C = 
1 Microfarad, through a Circuit with Resistance R = 100 
Ohkb and Self-induction L = .0125 Henrys when subjected 
TO A Potential of 2000 Volts. 



Then t = 0, and q = Q,. Equations (161) and (162) then 
become 



c. = 0. 



C' = Co - <?. 
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Differentiating equation (162) and sabstitnting the value of 
c, we Lave 

(m) < = |i=(_(«.^+.._^').-S. 

When ^ = 0, f = ; therefore 

(«. - Q) R 



c" = 



2L 



Equating equations (161) and (171), and replacing the values 
for c,, c', and c", we have 

c,= -(C.-0j5^. 

If E^ and E are the initial and final potentials, respectively, 
we may write E^C for ^„ and EC for Q, Making this sub- 
stitution and remembering that in this particular case 

E^ = YT > we have 

_ E-E, 

C, — Y . 



Replacing the values of the arbitrary constants, the equa- 
tions (161) and (162) for current and charge may be written 

(172) t = ^^ t e~ ^k 

(173) q=Q + {Q.-Q){l + §{)e~^. 



Discussion of Charge token B* C = 4: Z. — The current 
curve iu the case of charging a condenser, represented 
by equation (172), is the same as in the case of discharge, 
equation (151). It is represented in Fig. 28, curve I., 
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and may be constructed by the method shown in Fig. 23. 
Curve II., Fig. 28, showing the charge is constructed in 




30 3eeoods M 



Pig. 28.— Just Non-oscillatobt Chabob of a Condenser wtth 
Capacity C = 1000 Micbofabads through a Circuit with 
Resistance if = 100 Ohms, and Self-induction Z = 2.6 Henrys. 

a similar manner to curve II., Fig. 25, and, indeed, curve 
II. of Fig. 28 is identical with curve II. of Fig. 25, it 
being inverted and plotted downwards from the horizontal 
line. 



CHAPTER IX 

CIRCUITS CONTAINING RESISTANCE, SELF-INDUCTION, 

AND CAPACITY. 

Case in. Solution and Discussion fob Harmonic E. M. F. 

Contents :— To fiud from the general solutions the particular equations in 
the case of an harmonic E. M. F. Complete solutions for i and q. 
These same solutions obtained directly from the differential equations. 

Discussion of Case III. Harmonic B. M. F. 

The impediment. Case A. Circuits containing resistance and self- 
induction only. Case B. Circuits containing resistance and capacity 
only. Case C. Circuits containing resistance only. Case D. Circuits 
containing capacity only. 

Effects of Varying the Constants of a Circuit. 

First, Electromotive force varied. Second, Resistance varied. 
Third. Coefficient of self-induction varied. Fourtli, Capacity varied. 
Fift?i, The frequency varied. 

The energy expended per second upon a circuit in which an har- 
monic circuit is flowing 

The Equations for an Harmonic E. M. F. Obtained from 

THE General Solution. 

In the preceding cases considered, those of discharge and 
charge, the solutions for the value of the current and charge 
at any time were obtained in two ways, first from the general 
solution, and then directly from the diflFerential equations, by 
substituting e =/{t) = 0, and e =f{t) = J?, respectively. 

J24 
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The case of a circuit containing resistance, self-induc- 
tion, and capacity, in which there is an impressed E. M. F. 
varying harmonically, will now be considered, and the solu- 
tion derived first from the general equations (99) and (100), 
and then directly from the differential equations (89) and 
(90). In this case, 

(174) e=/(0 ^E^inoot, 

(175) and ^ =/' {t)=zEco cos co t. 
Substituting these values in (99) and (100), we have 

(176) i^-^=M^=\e'''^ fe^^^co^ootdt 

-e ^•A ^'cos a?^d< [ +c,€ ^" + c,e '^\ 
and 

(177) q^—=££==^\e'^^Ct^^^mwidt 

— e ^'A ^'Hin cot dt\-\-c,€ ^» + c,e ^\ 

The solution for q being similar to that for i, we will 
give the integration and reduction of (176) alone, and simply 
give the resulting expression for q. The integrals may be 
found by the formulae of reduction [see equations (24) and 
(25), Chapter III.], obtained by integrating by parts. The 
integration of each term in (176) is 



(178) 

-T r ^T ^ 1 ( 1 ) 

€ je QO^GOtdt=^— <jfCO%00t-\-00SinGDt\. 
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For coDTenience in transformatioii and reduction, pot 
r^=-7p and r, = ^ . After making these substitutions in 
equation (176), we have 

(179) t = —^===^== \ ! , ,' TT — ^ cos a;/ 



f CO ^'^ \ ) " T 






+ 0,6 '». 



We may simplify (179) by substituting the values of r, and 
r, [see (95)]. 



1^ _ RC^ \^C'-4:LC 



Then, after a few simple algebraic transformations in the 
coefficients of the sine and cosine, (179) becomes 

ERco^ 
(180) i = . J ri sm (at 

eJk^-LcJ] _L -L 

+ 7T ^cosa?^ + c,€ +c,e . 

R'co' + y-^-Eco') 

This may be transformed into a more convenient form by 
means of tlie trigonometrical formula [see equation (27)» 
Chapter III.] 

^ sin a; + 5 cos x = i^A^ + B* sin ix + tan"* -^j. 
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and wheu transformed is written 

(181) i = 



^^+(^-^-)' 



This is the complete solution for the current in a circuit 
with resistance, self-induction, and capacity when the 
E. M. F. is harmonic and equal to E sin gdL The discussion 
of this equation is deferred to the latter part of the chapter. 

To Find the Equation for Charge. 
The corresponding equation for charge, being the inte- 
gral of the current according to the relation q =• I idt, may 
be written 

(182) q = / ~^, T' 

This equation is the complete solution for the charge in a 
circuit with resistance, self-induction, and capacity, when 
there is an harmonic impressed E. M. F. 

To Obtain the Solution Directly from the Differen- 
tial Equation. 

Let us now proceed to obtain this same solution, equa- 
tion (181), by solving the original differential equation, 
with the assumption that the E M. F. varies harmonically, 



I 
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tbkt w,^ = ^ siDKa ^. Stibfttitatmg j- = Ea cos at in the 



<3pi ^rf« i Ea 



TliiiH w a linear eqaation of the aeeond order with constant 
cr>efficieut8. [See Johnson's Differential Equations, page 
Dl ^. The complete iategral of snch an equation consists of 
the nniii of two parts, namely, the particular int^;ral and 
the coniplementarj function. The complementary function 
is the integral obtained by equating the first member to 
Zhxu, and contains two arbitrary constants. The particular 
integral contains no arbitrary constants. The comple- 
mentary function, obtained by equating the first member to 
zerf> and solving, is 

_i_ ^ i_ 

(101) l = C,€ ^'+C,€ ^\ 

To find the particular integral, it is conyenient to use the 
Hyrnbolic notation 

^ df de' 

Witli this notation (183) is written 

(/). + -_ Z) + ^i = -^ cos a>«, 



Fco 

—jT- COS cot 

(18-4) or t = 



^^' + i^+z^) 
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Kext, to find the value of 2>', we have 

d cos GO t 



dt 



= D cos G?^ = — G? sin 0? f, 



cP cos G?^ r^, ^ . ^ 

TTi = 1> COS (»<= — (»' COS (»^. 

at 
Therefore 2>' = — a?'. 

Substituting in (184) JD^ = ^ oo^^ we have 

Eaa 

<i85) *' = -75—7-1 ;\^^«^* 

Ego 



IiD + -^y-Zoo' 



cos (»f. 



Multiplying numerator and denominator of the coefficient 
of cos Gothj RD — \-p — Z cwM, we obtain 






cos cof. 



Substituting — gj' for i>*, and separating into two terms, 

— -ffG?^i> cos 0? f -|- ^G3 f-^ — Z 0?' J cos G3^ 



t = 



i?«a9'+ (^ -Zcw^y 



67 
But 2) cos 07^ = — GJ sin oot. Hence 



Eoo^R sin oot \G 

* = 71 ^ + 



Ego ( ^ — Z G? j cos Got 



/?G7« + (-^ ~ Z GO^ B'gO- + (^- - Z G?')' 
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This is the particular integral, to which must be added the 
complementary function (101) in order to obtain the com- 
plete integral. The complete integral is thus found to be 



Ego f-^ — ictf'j cos oot 
B'co' + ( TT - ^ 00')' R'co' + (1 - Z co'J 



^^^ , Ego'R sin oot 
(186) t= n ^ + 



_ 1 - i. 

This solution for the current obtained from the differential 
equation (89) is seen to be identical with (180), the result 
obtained from the general solution (99). The solution for 
charge could be obtained in a similar manner from the dif- 
ferential equation (90). 

Discussion of Case III. — Harmonic E. M. F. 

These solutions, (181) and (182), show that, after a very 
short time has elapsed, so that the exponential terms ccm- 
tainiug the arbitrary constants of integration become in- 
appreciably small and can be neglected, both the current 
and the charge are simple harmonic functions and may 
either lag behind or advance ahead of the impressed 
E. M. F. The current lags behind the impressed E. M. F., 

when Z a? > -jz — , and advances ahead of it when L go <-77— ' 

L GO (J GO 

1 1 

"When Loo = — — , that is, when co = —-^T-=r , there is no 

Ceo' i/Z6» 

lag or advance, and the current is exactly in phase with 
the impressed E. M. F. In this case the current equation 
becomes 

• ^ • / 

t = -^ sm CO f , 

which is identical with the current equation obtained from 
Ohm's law, without considering either self-induction or 
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capacity. When the sine is unity in (181), the maximum 
value of the current, represented by /, is 

(187) /= ^ 



From the analogy of this equation to Ohm's law, we see 

that the expression V li^ + ij-^ Loo) is of the nature 

of a resistance, and is the apparent resistance of a circuit 
containing resistance, self-induction, and capacity. This 
expression would quite properly be called "impedance," 
but the term impedance has for several years been used as 
a name for the expression VB"* -\- U cw', which is the appa- 
rent resistance of a circuit containing resistance and self- 
induction only [see equation (29), Chapter III.]. We would 
suggest, therefore, that the word " impediment " be adopted 

as a name for the expression r i?* + vp — — ^ o^j , which 

is the apparent resistance of a circuit containing resistance, 
self-induction, and capacity, and that the term impedance 
be retained in the more limited meaning it has come to 
have, that is, ViP -\- D a?', the apparent resistance of a cir- 
cuit containing resistance and self-induction only. Equa- 
tion (187) may be written 

/-.oox ^-- . . Maximum E. M. F. 

(188) Maximum current = — ^ ^, r — • 

' impediment 

Since the virtual current (the square root of the mean 
square of the instantaneous values of the current) is equal 

to -—= times the maximum value of the current, and since 

the virtual E. M. F. = -7= times the maximum E. M. F., 

|/2 

,r. . , . Virtual E. M. F. 

(189) Virtual current = — ^ 3-: 1 — * 

^ ^ impediment 
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It is convenient to consider the impediment as a resistance, 
and we are justified in so doing inasmuch as it has the 
same dimensions as a resistance, that is, a velocity in the 
electromagnetic system of units. 

2;r 
^-Ti^' 

L = Length. 

Therefore, Zoj= ^. ^ = velocity. 

^^ (Time)' 
Length 

1 Length 

This gives the dimensions of a velocity to the whole expres- 
sion for the impediment, which may therefore be considered 
as a resistance. 

The several particular cases of circuits containing vari- 
ous combinations of resistance, self-induction, and capacity 
may readily be found by means of the general solution, 
equation (181). 

Case A. CiRcurrs containing Resistance and Self- 
induction ONLY. 

In this case the circuit has resistance H and 8elf-indac> 
tion Z, and an harmonic E. M. F., E sin co t. There being 
no condenser in the circuit, the capacity C is infinite [see 
page 67, Chapter IV.]. After the lapse of a very small time 
the terms containing the constants of integration in the 
general solution may be neglected as explained above. 
Substituting in (181) r= x , we have 

E . ( L 00 ) 

i = —, — ^r^^-—. Sin ' cot — tan"* —rr y . 
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This equation has been independently obtained from the 

diflferential equation [see equation (28), Chap. III.]. The 

current must always lag behind the impressed E. M. F. by 

L CO 
an angle whose tangent is — ^r • In this case the impedi- 



ment takes the particular value VH^ -\- D oa*, which is 
known as the impedance of the circuit. 

Case B. Cibcuits containing Besistance and Capacity 

ONLY. 

In this case the circuit has resistance R and capacity 
Cy with an harmonic E. M. F., e = E sin go t. Substituting 
Z = in the general equation (181), we have 



E 
t = 



v/ 



R' + 



=r %m\ Got + tan"* 7777— i 
-^ ( ' CMgo) 



G'go' 



This equation has been independently obtained from the 
differential equation [see equation (78), Chapter V.]. The 
current must always advance ahead of the impressed 
E. M. F., when there is resistance and capacity only in the 

circuit, by an angle whose tangent is -ttb — • 



Case C. Cibcuits containing Resistance Only. 

In this case the self-induction Z = 0, and the capacity 
C = 00 . Substituting these values in the general solution 
(181), we have 

I = -^ sm Got. 
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This result is immediately derivable from Ohm's law. Thus, 

Since e = E sin cot, 

e E . ^ 
-^ = j^Bmoot, 

or * = "n sm CO t. 

Case D. Circuits containing Capacity only. 

In this case H = 0^ and Z = 0. Substituting in the 
general equation (181), we have 

i = CEco sin I (y/ -f- ^ I . 
This is identical with equation (80), Chapter V. 

Effects of Varying the Constants of a Circuit. 

The general equation (181) enables us to ascertain the 
current which will flow in a circuit when we know its re- 
sistance, self-induction, and capacity, the value of the im- 
pressed E. M. F. and its frequency. It is important to know 
two things about the current ; first, its maximum value /, 
and, second, the angle & by which it lags behind or advances 
ahead of the impressed E. M. F. The mean square value 
is readily obtained from the maximum value. We are given 
Jif C\ Z, E, and oo. The angle of lag or advance is 

(100) ^=t'«^-'(-^-4r)' 

1 Zo? 

This is an angle of advance or lag, according as 77-^ — is 

Lf li CO 
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LOD 

greater or less than —j^ . The maximum value for the 
current is 

E R E ^ 

(191) 7= , = = :^cos e. 

^,. + Q-^-L.)' •" + -- " 

It is interesting to note how any change in R^ Z, C, coy or 
E affects the value of 6 and the current. 

First. If the impressed E. M. F. E is varied, and 7?, Z, 
C, and CO are maintained constant, (^ is not affected, and 
the angle of lag or advance remains unchanged. The value 
of the current is varied in direct proportion to E. 

lex E. 

Second. If the resistance R of the circuit is varied, and 
Z, C\ 00, and E are maintained constant, as R is increased, 
the angle of lag or advance is diminished. 

tan ^ oc -^ • 

The sign of tan 6^ is positive or negative, and the angle 
therefore one of advance or lag, accordiug to the values of 
Z, C, and co, and is independent of any variations in the 
resistance. The current is in all cases diminished bv an 
increase of resistance, but the amount of this decrease 
depends not only upon R, but upon the relation between 

^TT- and Z GO. 

C GO 

In Fig. 29 are shown two particular cases of the varia- 
tion in the current produced by change in the resistance. 
Curve I. is for a circuit in which 

Self-induction Z = 2 henrys == 2 X 10® C. G. S. units. 
Capacity C = .55 microfarads = .55 X 10"*' C. G. S. units. 
Impressed E. M. F. Z' = 200 volts = 200 X 10^ C. G. S. units. 

2 7rn= co= 955. 



loH 



'^mrCITS COSTALJLJG 



T!ie ^tici^iHe represient resBtuLce in okms (1 ohm = 1(F 
C. G. S. onics of ?eta8tauu!e'. The ordzsAtes represent cnr- 
rtinc in .laipttnri 1 Ampere = 10"*^ C. G. S)l units. The 



r-^ 



i I 



* ■ I 



« ■ ' 

« y 

\ I 




Fig :J9 — V\rt \ttotc i>w Ci KU3r with CiLoreK nv Reststasce in a 
c iKcrrr ix which E = 300. C = .55. Z = S. 

rehitioQ Ivt^rt^u Z. f^, .^ad u; here taken is such that 

— = Z c.», .^r ^*y = which is the relation that rives 

< *i' ♦ ZC ^ 

no aiiirle of hi*: or advuuce. The relation Wtween current 

aiu\ resistance is the same as in Ohm's law, and when 

plotted ixives the hyl>erbola curve 1. In the same figure, 

i'urve II. represents the value of the current with different 

resistances in a circuit in which 



L = 2 honrvs, 

C = .55 microfarads. 



Z' = 200 volts, 

CO = either 1000 or 912. 



The constants here are the same as in the previous case,, 
with the exception of co, which has been changed from 

955, that is, - . _=r , to either 1000 or 912. Any change in 

4 Z C 



RESISTANCE, SELF INDUCTION, AND CAPACITY, 137 

00 from the value — , whether it be an increase or de- 

VL G 

crease, causes the curve to depart from the hyperbola, curve 

I. It is to be noticed that a change in frequency of only 

seven alternations per second will change the curve from I. 

ton. 

Third. If the coefficient of self-induction Z is varied 
while Hy C, 00, and j^are maintained constant, 

When Z < 77—7 , tan 6 is positive and 6^ is an angle of ad- 

C CO 

vance. 

becomes less ) t • 

> as Z increases. 

1 becomes greater ) 

When Z > jy — j , tan 6 is negative and is an angle of lag. 

6 becomes greater ) ^ . 

f > as jL/ increases. 

/becomes less ) 

These changes in the angle of lag or advance and the cur- 
rent, due to change in the self-induction, are better seen 
from the consideration of a particular case. In Fig. 30 the 
values of and / are plotted for various values of Z in a 
circuit in which 

5 = 50 ohms, 00 = 1000, 

C = .55 microfarads, E = 200 volts. 

When Z = 7^ — i = 1.82, the current has its maximum 

G CO 

value equal to -^ , and ^ = 0. . This is a critical point, aud 

a slight change of L in either direction mil cause to reach 
a considerable value and the current to fall to a small part 
of the maximum value. If Z be increased from 1.82 to 
1.92, changes from zero to — 63°, an angle of lag, and the 
current falls from 4 to 1.8 amperes. If Z be made 1.72, 



vsa 
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ft becomes an aogle of advance of 63° and the cnrreut vill 
be 1.8 amperes. It is thos seen that an exact balance of 
»elf-indaction and capacity wonld be exceedingly bard to 
maintain in thia caae, for a sligbt change in the self-indnc- 
tion wonld canse a large angle of lag or advance and a large 
diminntiou in the current. Jast ho^ critical the curves 
Till be in the vicinity of the point of equilibrium depends 
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Pig 80— VAi.tTS of CnnRENT, and Amoi-b or Adtancb or Lag for 
niFFBHKNT AifoitNTe OF Sklfikdcctios xs a Cibcdtt iit wmcB 

« = 80, r = .55. s = aoo. to = 1000, 



npiui tlie coiiMtttnta of the circuit The corves will alwajs 
be of n form similar to those in Fig. 30, but will often be 
dociiledly modifit^d by the particular values of S, C, and ox 
Tho critical parts of tlu> iMirves may l>e more or less markeil 
.■»oii>nliiig I" Hu'se jMirtii'ular values, 

FoHiih. Tf Hie onv'U'ity t' is varieil while R, L, a, and 
JS" an? maiubuued wustaut 
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Vheii O < -J — ; , tan tf is positive, and ^ is an angle of ad- 



becomes less 



' as (7 increases. 



/ becomes greater I 
When > -J — 7 , tan 6 is negative aiid 6 is an angle of lag. 

6 becomes greater ) „ . 

, J- as C increases. 

1 becomes less ) 

These changes of cnrrent and lag, with the variation in 
capacity, are shown in Fig. 31 for a particular case iu which 



^ = 50 ohms, 
Z = 2 henrjs, 



w = 1000, 
^=200 volts. 
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Pig. 31.— VAr.uB of CtmnENT, ahd Anqi.e of Advance or Lao pou 

DlFFEBENT CaPACITIEB IK A ClBCUTT IN WHICH A = SO, L = % 

£ = aoo, <B = 1000. 
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1 



The maximum value for the current occurs when C= t , — 

1,00 

.5 microfarads. This is a critical point in the curve similar 
to that in the curves where the self-induction was varied. 
Here is zero, and so the current, being in phase with the 
impressed E. M. F., has a value of 4 amperes in accord- 
ance with Ohm's law. The critical nature of the curves 
here is seen by the fact that when C = .55 there is an angle 
of lag of 75° and / = 1.07 ; when C = .458, there is an angle 
of advance of 75°. When C is changed from .5 to .488, the 
current falls from 4 to 2.83 amperes and is put 45° out of 
phase in advance of the E. M. F. 

Fifth, If the frequency is varied while J?, C, Z, and E 
are maintained constant, still more marked changes occur 
in the Values of /and 0. 

When CO < -^^ , tan ff is positive and 6^ is an angle of 

advance. 

becomes less 

as 00 increases. 



/ becomes greater 



} 



When 00 > —yr=y tan 6 is negative and d is an angle of lag. 



6 becomes greater . 

^ ^ as CO increases. 



/ becomes less ) 

In Fig. 32 the values of the current and angle of lag are 
shown for different values of a? in a circuit in which 

7? = 50 ohms, C = .55 microfarads, 

Z = 2 henrys, E = 200 volts. 

When CO — — = 955, the current has its maximum 

value of 4 amperes, in accordance with Ohm's law. Here 
^ = 0. A change of five per cent, one way or the other in 
this critical value for co causes an angle of lag or advance 
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of 75°, and the current falls to one-fourth of the mnximum. 
Just how critical the curves are, in the viciuity of this-poiDt 



, 


1 












* — :? 










































L 












'' 


1 












s 








i 












1 : 1 












/ 


U ~ 








' 




^_^ 










' ^ 




-1 




iu.« 






























































M J 












, 




















VI 
















■«■ 








" 















Fra. 83— VAi.rB of Cpbhknt and Anolb of Adtance on Lao por 

DreTBRENT FRBQtlENCIBB IN A CIRCUIT IN WHICH H = 50, L = 2, 

C = .66, £ = 300. 

of eqitilibriura depends upon the particular values of B, C, 
and h. 

lu Fig, 33 is shown the E. M, P. necessary to cause a 
constant current to flow in a circuit in which R, C, and a> 
are constant. In the particular case plotted, 

5 = 50 ohms, / = 1 ampere, 

=1 .55 microfarads, w = 1000. 

As the self-induction is increased up to the value 
1 



becomes less and less, and when L = 1.82 the E. M. F. 
needed is only 60 volts. As L increases past tliis critical 
value, the value of the E. M. F. needed increases. Except 
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Terr near the cridcsl point, the change in the necessary 
E. M. F. LJ almoist directlv pruportioual to the change in 
the aeli-indaetion, that \a, the corre is formed of two straight 
lines with a roomled poinL This cnrre is Uie reciprocal uf 
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Fio- 83.— Rei.atios betwfen Impkemed E. M. P. AKDSBLP-nroDcnoN 
wiiKs 1 .ViiPKKE PLOWS IN A CiRCcrr is which fi = 60, O = .53, 
w = IIKW. 

the coriosjioutUtig carve for carrent, vith E constant and 

/, viiriaWe, us shown in Fig. 30. 

Tde Eniiroy Expksded per Second ctos a Circctt in which 
AN H-VUMOMC CfBBEyr 18 Flowiso. 
Tlie ouergv expended in any circait in the time dt is 
the i>i<)diift nf the E. M. F. and current at tluit instant by 
the time; tlmt is, 

,/ W=^eidL [See equation (5), Chap. I.] 
"When the E. M. F. ia harmonic the iiiatantaiieona value of 
it is e = K «iu ^^- '^^^ current at the same instant is 
i = Imi\a>t — fi\- Therefore the diffen^ntial eqnatiou of 
energy ia 
(192) dW= ICI^Oi a)i sin \ait — 8\dt. 



BE8I8TANCE, SELF INDUCTION, AND CAPACITY. 148 

Integrating between the limits zero and T^ the time of one 
complete period, we obtain 



(193) W^Elf wiGotem\oDt-e\dt. 





Expanding sin {(w^ — 6^}, we obtain 





pT pT 

fr= EIco% I sin* Qotdt — Elsin 6 I sin oo t cos go t. 



Beplacing sin cot cos cothj its equivalent ^ , 

/>r ^7 sin 6/ />r 
jr= ^7 cos 6^ / sin* cotdt — o — / sin 2 co ^ a ^. 

Between the limits zero and T the second integral vanishes 

T 

and the first integral is equal to -^. [See page 37.] The 

value of the energy expended per period is therefore 

(194) w= ?^±T. 

The energy expended per second is therefore 

(195) w=^l^±; 

that isj the energy per second is half the product of the 
maximum E. M. F. by the maximum current by the cosine 
of the angle of difference between the E. M. F. and cur- 
rent Since the effective E. M. F. or current is equal to 

— times the maximum value, we have 



i^2 

(196) w=i:7co^e, 

meaning by J? and /the square root of the mean square 
values of E. M. F. and current. 



CHAPTER X 

CIRCUITS CONTAINING RESISTANCE. SELF INDUCTION, AND 

CAPACITY. 

Case m. (Continxed.) Currents at the "make" for 

AN Harmonic K M. F. 

Contents: — Complete equations for t and q with the complementary 
function in the oscillatory form. To determine the constants .A' and 
^'. To determine the constants A and $. Complete equation for t 
with constants determined. Examples to explain the general equation 
in cases of particular circuits. Curves showing the current at the make 
for a particular circuit. The phase at which Ihe E. M. F. should he 
iutroduceil to make the oscillation a maximum. 

In the discussion of the current equation in Chapter 
IX. for an harmonic E. M. F., it was sbvted that after the 
lapse of a very short time the exponential terms, equation 
(181), become inappreciably small and can be neglected, 
and the discussion of the equation there given only Applies 
after tlie current has been flowing for a short time. It is 
proi)osod in this chapter to investigate the effect of these 
exponential terms in modifying the current during the very 
short time after the " make," or, in other words, after the 
harmonic E. M. F. is suddenly introduced into the circuit. 
The E. M. F. may be introduced at any point of its phase, 
that is, it may be zero or may have its maximum or any 
intermediate value, but, in any case, the complete equations 
(181) and (182) show just what happens, provided we de- 
termine the constants c, and c, of the complementary func- 

144 
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tion, so that they correspond to the particular hypothesis 
made. 

It has been noted (120) that the complementary func- 

tion Cj e ^' + ^i ^ ^' ^^7 ^^ written in another form, viz. : 






This latter form must be used when we have the relation 
A L > R^Cy for, under this hypothesis, the time-constants 
Tj and T, of the first form become imaginary. To make 
this supposition is equivalent to saying that the character 
of the discharge from the circuit is oscillatory [see Chap- 
ter VII.]. Inasmuch as this relation 4 Z > 7?'Cis true for 
most ordinary circuits in which L has an appreciable value, 
and since the results obtained are rather more interesting 
under this supposition than under the supposition that 
4Z < i?*(7, which would give "dead beat" discharge, we 
will confine our attention to the oscillatory case only. The 
plan to be followed in the discussion of this subject will be 
to determine the constants A and ^ of the general equa- 
tion, and write the general result. The application of this 
result to a particuhir circuit will then be made, and curves 
drawn showing the current as it starts in this circuit before 
it has reached its final harmonic form. 

The general equation for current, under the assumption 
made that 4 Z > IPCt may be written 

(197) i = -y====8in I 0, < + tan- (-^ 



.^)}+.e-^s.|i^i?^^.+ .|, 
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where A and (P are the constants of integration to be deter- 
mined and are each of them real. Likewise, the equation 
expressing the quantity of charge on the condenser at any 
moment may be written [see (182) and (123)] 

(198) q = . - -, cos j oat + tan"* 

\-CR^—w]\'^^' ^"^1 2Z0 *+*^t 

To determine the constants A and ^ ; — Remembering the 
relation dq = idt, we may differentiate (198) and write 

da E 

(199) *=jf = 



\/^ + (^-^-)' 



«^N — 2-z^— «+*-**"' — BO — r 

Equating (199) with (197), we obtain the relations 
(200) A = 



VTC' 



(201) (P = *' - tan -' ^^ ^ ^p"7,^^" . 

For simplification make the following substitutions : 

(202) /= ■ ^ [See (191).] 



\/^+[-k-^ 



00 
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<203) ^ = «< + tan-(-^-^^)=a,« + ft 



(204) a = '^^^^- ^^" 

The frequency of oscillation is ^ — » Mid the period — . 

Then we may write, after substituting in (197) and (198) 
the values of A and ^' as determined, 

(205) f = /sin^ + ^€ *^sinja^+<?}. 

T -^ 

2L 



<206) g = - - COS ^ + ^ |/Z Ce 



sin j a^ + * + tan-^ ^^ J^ . 

To determine the constants A and 0: — In these equations 
time is counted from the point when the impressed E. M. F. 
is zero. Let t^ be the time when the E. M. F. is introduced. 
We know then that the current and the charge of the con- 
denser are each zero at the time t^ , the condenser having 
no initial charge. These conditions alone, namely, that 
t = and q = when t =zt^, are sufficient to determine the 
constants. In equations (205) and (206). make i = 0, q = 
when t = t^f and call tp^ the value of tp when t = t^, and we 
have 

(207) = /sin^, + ^€ ^^ sin |a^, + (P{. 

r _^' 

2L 



(208) = - - COS ^, + ^ |/Z (7e 



sin j or^^-f. ^^.tan-i __ J. 
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Eliminating A between these equations, we obtain 

(209) <P = cot- - I 2<^t^. + -^^^<" ) _ ^,^, 
Substitutiug this value of $ in (207), 

R t 

0210) A=^Ie^^^ "^"^« 



^ , ( 2 cot ^4- /?(?<» ) • 
sin cot"^ — J , I 

This expression for -4 may be reduced by simple trigo- 
nometrical operations to the form 

Rt, 

(211) ^ = - ^^^ 



V{L Coj' - 1) sin* f , + i yjf 6^Q7 sin 2 ^. + 1. 

Substituting these values of A and * in equation (197), we 
may write the complete solution with constants determined, 



^.,,,, . r • / 2/i/(Z6W-l)sinM^+iy?C(»sin2«^^ + l 
(212) i=7sin0 ^ ^_ ' ' ^' ' 

sinja(^-f.) + cot-~r-^^^^^^i^^l}. 



-^f('-'i) 



There are several general conclusions which can be made 
in interpreting the meaning of this equation. It is evident 
that there will be an oscillation of the current when the 
E. M. F. is first introduced, which gradually dies away, the 
rate of dying away depending upon the exponent of ein the 
equation or, in other words, upon the time-constant of the 

circuit, namely, -jr^ ' The initial value of this logarithmic 

decrement curve, that is at the make when t = f^^ is ex- 
pressed by the coefficient of e in the equation. It is evident 
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that this initial value depends upon the value of ?/\ for its 
value, or is a function of tf.^. The initial value of the log- 
arithmic curve has, then, a different value for every value 
of ^\, i.e., for every point of the phase of what the current 
would have been if it had started out at the make as an 
harmonic current having the same phase diflference with 
the E. M. F. as it finally assumes. Again, at the time ^ = ^, 
tlie value of the last term of the equation becomes —/sin i/',. 
This will be evident upon replacing the coefficient of e by 
its value given in (210). The first term becomes /sin ^',, 
when t = t^, and the two terms together show that the 
equation makes the value of the current zero at the time t^y 
that is, at the time the E. M. F. is introduced. 

In order to show the meaning of this equation more 
clearly, a particular example will be assumed. Suppose 
we have a circuit with a resistance of 50 ohms, a self-induc- 
tion of 2 henry s, and a capacity of .55 microfarads, all in 
series. Such a circuit would correspond nearly to the fine 
wire coil of a small 10-light Westinghouse transformer 
connected in series with a condenser of .55 microfarads 
capacity. Let an E. M. F. of 100 volts (maximum value), 
having a periodicity of 159, be impressed upon the circuit ; 
that is, the angular velocity g? = 2 ;r X 159 = 1000, approx- 
imately. We have, then, with these values assumed, 

E = 100 volts (max.) = 100 X lOP C. G. S. units. 
^ = 50 ohms = 50 X 10^ C. G. S. units. 

Z = 2 henrys = 2 X 10^ C. G. S. units. 

C = .55 microfarads = .55 X 10'^^ C. G. S. units. 
CO = 1000. 
_, 2/ 4x10^ .. , 

^=lf = 5(rx 10^ = '^^ '^'^''^'- 

/ = .53 amperes (max.), [See equation (202).] 
e = -W 30'. 

a = 955 = 2 7t X frequency of oscillation = 2 »■ X 151. 
[See (204).] 
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The equatioii for the carrent in this partieiilAr ease is 



^213) I = .53 sin f — .477 • .1 sin* #. -f -^37 sin 2i^, -j- 1 

Cnrve HL, Fig. 34, represents the plot of this equation 
when the partienlar TsJoe of r. is 30^. Th^ means that 
the £. M. F. is intii^nc^ into the cinrait at that pardeular 
time at which the normal enment cnire is 3f>~ from its zero 
Talne. The value of the ci>^kwit of c when f^ is 30^ is 
.495, and the eqnatioii i>e9ads 

<214> f = .53sin#--.^eS6e ^ sin ^S®(# - O-f T-- 

Here x stands fio- azi$:le cif lag exj'A^essied in eqnatkm f 212), 

and is not expi>etss)ed in %:iiress iitasBimch as it is not neces* 

540^- to know it in ca\i«r to draw tiie curf^es;. becaose the 

phaste is deieTBdnie^ by the £ft<9 tiiat wie know the distance 

i* A ^ F^« M, it Krinc e^nal bsr <S oppoiate s%!n to the 

t^i>3;ju>oe V A. It wil] be x^olioed vhM tine initial valne of 

il:re l<>cant^in>e d^weaneiXft is naarhr i^ same ^v anT ralne 

* »: v^ XL rii^ jwrta^mlar cft«i6. Mrffeio^^r, ^^s^ it haf^iieits^ the 

iciiSAi x^i)e oif Tie )v>caraiiiiiic- deir9«si»it is Bearhr the 

^sw^e as tie TwaiTrxii: x^fchie ci lie c^nrKOA L Onn^ L is a 

*i:w^ <^r^^ Tif'rirsw»^,X:xawr xJ^- f yj^i liHrm in <«giiaaioiB .*214 ^ and 

-c^T^^ II, a ^1?^ ^*XT^ wids li-^ffonduiDr deicreane&t repie- 

^Wfilis^ ti^ ^wv*,-.Tj,5 };(irji: XL Tie ^^xasaroi. ll>e enrrent 

.*^*^,^'^v Ul^ ^hs xi^ :i^7T. .-c ^H3Tx^«i L a3i^ IL JtSbw about 

,s^N^^^>r.T> ,^» ^ ^^(w^icrwi, ,r:crr<^ 11. ifwom^ inaj^mdaUe and 

..X 5V..A-A Vspt ,v» vnT«tv«w vW ?r<^-D#.uf3 » jast half 
.- "vVi V. -.<«.. ^,;'.T>>^ TiH T. M r. is sari th»t 
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the circuit. It will be found, upon calculation, that the 
E. M. F. must be 1320 volts maximum. With these values, 
then, 

E = 1320, 

7? = 50, 

Z = 2, 

C = .55, 

GO = 500, 

T = .08 seconds, 

/ = .5 amperes, 

^ = 88° 55', tan e = 52.8, 

a = 955, 

the equation for the current becomes 



(215) f = .5 sin ^ - .955 |/- .725 sin* ff\ + .0069 sin 2 ^, + 1 

sm{955(^-<,)+Ai. 



.06 



Tho plot of this equation, when f/^\ is taken equal to 180° 

(that is, the E. M. F. is introduced when the normal current 

o\u'vt> is z-ero), is shown in Fig. 35. It will be noticed that 

tho initial value of the logarithmic curve has considerable 

variation aooordiiig to the particular point of time at which 

tho R M. F, is introduced. This variation is represented 

in thiN ourvo TV,, Fig. 35. The initial value of the logarith- 

n\io dooivnuMit at 0"" or 180° is almost twice as much as the 

955 
n^aximuiu valuo of the current /, their ratio being ^-r-"- 

Vhtx o^jnatiou* whon ^, is 180°, reduces to 

V ^^ \ ^^^ ♦ . A Hi u ^ .0:>:> ^- ^ sin : 955 (f - f ,) + ;r I • 

\\\ y^w\\ \\i th«^ hK>vo oxamples the current follows the 
>nso ) »\\ n> j^Kxat ^M>o-H)n,srt4^r of a second after the periodic 
t' M r ^'> iuhsstuxvd. during whioh time somewhere in the 
^ \^ )•^^M^^s^d x\f t\Nv(\ *>Noillations have been made. 
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Tlie phase at which the E, M. F. sTiojdd be introduced lo 
make the osciUaiion a masdmum : — It may be interestiug to 
inqoire at what poiDt the E. M. F. should be introduced 




8 i S 

K ^ S 






I s " 
s 

I B i 



I '^' " p 

g E ^. S 

I ^ M 

" 5 g i 



P ~ W B 



ioto the circuit to render the effect of the oscillation a 
maiimnm. This point may readily be found by referring 
to equation (212). The coefficient of e becomes a maximum 



154 



CIRCUITS CONTAINING 



(for a variatdon in t^, when the quantity nnder the radical 
sign is a maximum. Differentiating the quantity under the 




Fie. 86. — SHOwnce how to Fnn> eBOxsTRicALLT the AnoIiB ^i 

WHICH MAKBB THB £fFECT OP THE EXPONENTIAL TeRM A MAXUfTM. 

radical, then, with respect to /,» and equating to zero, we 
obtain 

(217) (ZCa>«-l)sin2^. + y?<7(uco82^, = a 



Whence tan 2 ^, = 



RC 



CO 



l^LC 



CO 



But it will be remembered that [see equation (190)] 



tan 6 = 



HCco 
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Hence tan 2^^, = cot 6 = tan ( ^ — ^), 

(218) or ^. = |-^. 

And since ^, = (»e, + ^ [see (138)], we find 

(219) «<.=^_^. 

Suppose d is an angle of lag of — 75°, as in the first example 

n 75° 
cited, then its sign is negative and ^, = 2" + IT = 82° 30' 

for a maximum. If ^ is + 88° 55', as in the second exam- 
ple, tl\ = 45° - 44° 27'.5 = 32'.5 for a maximum. 

The curve IV., Fig. 35, shows that the maximum point 
is nearly at the position where ^ = 0, and thus agrees with 
this result. The exact form which the current curve 
assumes at the introduction of an harmonic E. M. F. depends 
upon the time of its introduction and the constants of the 
circuit. The curves shown in Figs. 34 and 35 give an idea 
of what may be expected in other cases. In all cases, after 
a very few periods, the current reaches the simple sine 
form. 

The current which flows upon making a circuit which 
contains resistance and self-induction, but no capacity, is 
shown in Fig. 15, Chapter III., to which the reader is 
referred. 



CHAPTER XI 

CIRCUITS CONTAINING RESISTANCE, SELP-INDUCTION. 

AND CAPACITY. 

Case IV. Any Periodic E. M. F. 

Contents: —Fourier's theorem. General equations for • and 9 with any 
periodic £. M. F. If the self-induction and capacity neutralize each 
other at every point of time and the current is therefore the same as if 
both self-induction and capacity were absent, the impressed E. M. F. 
must l)e H simple harmonic E. M. F. If the heating effect, or any 
ellect which depends upon y^(f^ in a circuit, is the same when the self- 
induction and capacity are present as it is when they are absent, the 
impressed E. M. F. must be a simple harmonic E. M. F. Various 
types of current curves. When curves are not symmetrical, although 
the (luantity flowing in the |)osiiive direction is equal to the quantity 
in the negative direction, yet the/inlt effect will generally be different 
in these two directions. Illustration from a particular curve. Alter- 
nating-current arc-light carbons. 

If we suppose that the impressed E. M. F. is made up 
of a number of simple harmonic E. M. F.'s added together, 
the impressed E. M. F. may be written 

(220) e = E, sin (6, a? ^ + ^,) + E, sin (ft, cot +6,) 

+ E, sin {b,oat + 0,) + etc. 
and, therefore, 

de 

-r-r ^ E,b^ a7C08(J,(w^ + Sj) + -&,6,(wcos(6,ci7f + S,) + etc. 

156 
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Expressed as a summation, we have 



(221) e=^^E%m{hojt+e) =/{t). 

(222) ^= CO ^Eb cos (boa 1+6) = f (t). 

In this summation it is to be understood that E and take 
in succession any values, fractional or integral, but that b 
may only have positive integral values as the E. M. F. is 
supposed to be periodic, and consequently the periods of 
the component sine-curves must be commensurable. It 
was shown by Fourier, in his treatise on the Analytical 
Theory of Heat, published in 1822, that such an expression 
as (220) or (221) represents any single-valued periodic func- 
tion whatever, and is therefore an expression which repre- 
sents any possible E. M. F. whatever. If (222) is substituted 
in the general equation for current (99), and (221) in the 
general equation for charge (100), it will be found, upon 
integrating, that each component term in the E. M. F. gives 
a term in the current or charge similar to that given in 
equations (181) and (182) in Case III., and consequently the 
resultant current may be expressed as a summation thus : 

(223) i= S / , f 8iDJ6a>< + g 
and the charge 



(224) q= 2 . -f- - cosibcot + e 
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In these sums for t and q there most be as many terms m 
each as there are in the expression for the £. M. F., and 
the values of E, b, and ^ must be the same in corresponding 
terms. These equations express the current and charge in 
a circuit whose K M. F. is any periodic K M. F., as in equH> 
tion (221). 

If the self-induction and capacity neutralize each other at 
every point of time, and the current is therefore the same as if 
both self-induction and capacity tcere absent, the impressed 
E. M, F. must be a simple harmonic E. M, F. — In the discus- 
sion of Case III., where the E. M. F. was harmonic and the 
resulting current was shown to be harmonic also, it was 

pointed out that if the relation oo = — existed, the 

ir L C 

current was the same as if there was no self-induction and 

no condenser in the circuit, and the same as if it simply 

followed Ohm's law. This was shown by substituting the 

relation cw = — :^=- , or 77 X cw = 0, in the current or 

charge equations (181) and (182) and neglecting the com- 
plementary function. Those equations, with these substi- 
tutions, become 

. E . , 
t = -p sm 00 U 



E_ 

CO 



q =. — -^p-- cos 00 t. 



It is seen that the current and charge are the same at 
every point of time as if the self-induction and capacity 
were absent. Now, since the current is the same at everv 

• 

point of time, the effects of this current will be the same ; 
namely, the quantity which flows in a half period, being 

/ id^ = ^, is the same as when there is no self-induction 
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and capacity, and the energy expended in the circuit in 
performing work, or in heating effects, is likewise the same, 

being proportional io I Vdt. 

In order to ascertain whether some similar relation be- 
tween self-induction and capacity would cause them to 
neutralize each other when the impressed E. M. F. is 
not a simple harmonic function of the time, consider the 
case where the E. M. F. is composed of two parts, each a 
sine-function of the time. Suppose 

(225) 6 = ^, sin a 07^ + ^j sin booty 

where a and h are integers. In the circuit there is re- 
sistance, self-induction, and capacity. Then at any time 
the value of the current is [see (223)] 

(226) i= ^' 



\/^+(^«— -^-^y 



sin {aa7^ + tan- ■i(^-Zaa,)} 



+ 



sin{6a,^ + tan-l(^-Z6a,)}. 

Suppose the self-induction and capacity have the relation 

1 

aGo:= , ^ - • Then they will neutralize each other in 
VLC 

the first term of the above expression for the instantaneous 

value of the current. But in the second term the relation 

6 a? = is necessary to cause the self-induction and 
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capacity to neiitralize each other. Now, if one of the above 
terms is changed by the introduction of self-induction and 
capacity, while the other term is una£fected, the value of 
the current which is equal to the sum of the two terms must 
be changed. It therefore follows that neither the relation 

a 07 = , ■ nor bco = , will cause the self-induc- 

tion and capacity to neutralize each other when introduced 
into a circuit containing an impressed E. M. F. composed of 
two simple harmonic E. M. F.'s with angular velocities a gj 
and b a?, respectively. If a = 6, the two terms in the expres- 
sion for the instantaneous value of the current may be writ- 
ten as one, and we have a simple harmonic function of the 

time. The relation aco=baf= , will then cause the 

VLG 

self-induction and capacity to neutralize each other. 

If k\ = 0, or if 7t', = 0, then we have a simple sine-func- 
tion, and the relation hco=: — , or a o? = —7 , re- 

i^L a Vlg 

speetively, will cause the balancing of the self-induction 
and capacity. 

In order to ascertain the conditions under which there 
may be self-induction and capacity in a circuit, just neutral- 
izing each other, so that the instantaneous values of the 
current will be the same as though there were no self-induc- 
tion and capacity in the circuit, we will consider the general 
differential equation of E. M. F.'s 



e = Ri + L^ + 



dt ' C 

[See equation (87).] We wish to ascertain the conditions 
by which the current will be the same as when there is 
neither self-induction nor capacity, that is, the conditions 
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by which t = -^ ^^^ e = Hi, according to Ohm's law. 
Substituting in the above equation, we have 

This is the same as saying that the E. M. F.'s of self-induc- 
tion and capacity are equal and opposite. By differentia- 
tiouy 

(Ti idt 



dt" LO 



M„i«piyh„b,§i. 



(di\, (di\ __ idi 

\dt)'^\di)"=''zc 



By integrating we have 



[djy _ J', 



di__ I ^r 



The variables may be readily separated, thus : 

di 
(228) — ; - = = dt. 



yJ'-TTi 



C 

The integral of (228) is obtained by the formnla of integra- 
tion, 



/ 



dx . , 23 

"^ = sm"* — 



Va" - x' a 
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Upon integration it becomes 



Taking the sine of each member and writing c' for VcLCy 

(229) t = c' siu [-^ + c.). 

The only two variables in this equation are i and t^ and 
the current is seen to be a sine-f auction of the time. When 
the current is a maximum, the sine is unity and we have 

If the time is reckoned from the point where the current is 
zero, f = when i = 0, and we have 

c, = 0. 

Substituting these values for the constants c' and c„ we 
have 

(230) irz/sin-^J. 

In an harmonic function, as this, the coefficient of the vari- 
rable t is the angular velocity which we designate by od. 
Equation (230) then becomes 

(231) i = /sin cot. 

We have, then, the necessary conditions by which the self- 
induction and capacity will just neutralize each other at 
every point of time. The current must be a simple sine- 
function of the time, and the self-induction and capacity 

must have such values that oo= — = . By no other con- 
ditions, with self-induction and capacity in a circuit, can 
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the instantaneous valaes of the current be the same as 
though the capacity and self-induction were absent. 

If the heating effect^ or any effect which depends upon 

I i^dt^ in a circuit is the same when the setf-induction and 

capacity are present as it is when they are absent^ the impressed 
E, M, F. must be a simple harmonic E. M, F. — Since we have 
found that there is no possible relation between Z and C\ 
so that the instantaneous values of the current are unchanged 
by their introduction into a circuit with an impressed 
E. M. F. which is not an harmonic function, it is interesting 
to inquire whether any relation can be given L and so 
that the energy spent in the conductor in a given time is the 
same before as after the introduction of Z and C. 

Before attempting to investigate such a relation, it will 
be well to first consider some di£ferent classes of current 

curves, then ascertain the I i^dt efi'ect for some particular 

current curves, and afterwards consider the energy of any 
periodic curve whatever. 

Fig. 37 represents a curve which has an equal area above 
and below the axis every period. This means that the in- 




FiG. 37. 



tegral I idt for one period is zero, that is, the quantity of 

electricity which flows each period in the positive direction 
is equal to that which flows in the negative direction. 
Moreover, if the lower half of the current curve is inverted 



J^ ZBCrZIS -fJT' T i Y ^#f 






n 'rrmLEw ^wziii ^p^^ijasaur^. ^aedf-^mnxcsuii. ixui v2ara..'ir 



.c m#r* nnr.tLmr^L jiii« "iit* rurtiir ^^^^^tt^ 3era:«i *»i:i:ils 
•ill -^ "aiir^a :rr m. "iitr tirmrc ^i^. "zit^ ijuMnszrj t:Z 'f^szT'^z.i 
xou'.n. i -T^ -3- ♦sncTi" in ri«'rij-ii;i*. i tj.** iaaa:r^ el tL*?- 
aa:nr.**r f Jnn^ "•-ir«=*:uLiii:i "iitt jiimiii Tin* 5* ••tjTrrkleiit 

111 a -rt- -?!LAi^7 -?*iTiii*. -s. iitt innkanrr iuwimr at out oie^tiTe 
L^-'TtiTZj •!. .r i^it^ "^.ii&A. iii£*r'ic:iii.' inuaiicj ^ttr p4EEife:<«i is zero. 

•rii—- Ji 'Lit* -*»Mi?.iiiL .i:ui c ::ii?t ;:»tEfL«I »;. fi niTerted. an 

l:t.r-n*rt* zL liiH^ -fjTiiif^zy .f ditr Tiiurfiine' hl^e&I 4f:&ase slight 
U^r-.c^ntvf^ izL ^e rv" : parss- c liiri- iTEn^. bos kknSj enough 
\. -r^-r-tiLC THT^ ?ir'-^ fr m. r-cr'rSiHianir me typt of cimres 
ri'^rrn '--7 kl'T'rrTij.zzii: ii:u!:)Ties> r^irrig everx eomplete 
.•^'' ["I'd- a : ^t^ iroLLTTir^^. lis* ^:clI ilsz^eocaLe quAndtr of 
' :.--•--.•: £■ T^zLcz aiT>c le rt:^? r:a:»Ij -fi^^tkl 6> ierv\ no matter 
r. .T .v.A-f irT-,riltritie* iliere tilit ce ti zh^ machine; for, 
zc.r^ T.-.-'rj^z z liz-r^ iz.rr;^xc>=«i b^i:* tri-* cinmit exactly 
- ; .-^i- '1.--^ -'I'-. :r*w^frii frriTL uie circaft b«ecaiLse after & 
r-y.:,,: .^v reT.-.l-itfv.n. iL-r niiokb^r of lin^e^ is the same as at 
tf.-r s^tArL It Ls p^:s»icl-r ULit Adjacezit p^HttTe and negative 
nr^iiM i^^'^y be uii'rqTiAl LI ;k miltip*: Iat machine, dne to some 
irr^^mlAritj in the macLine, bat after a complete reTolution 
f>i ihf: arrnatnre the stun of the positive areas equals the 
HTiUi of the negative. 

f'i^, 38 represents a current curve which has equal areas 
af/^/ve and below the axis every period, but the negative 
area, when inverted, Ls not necessarily a repefiiion of the 
j/Z/Hitive area. This represents the type of current curve 
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when there is a non4eaky condenser in the circuit, since 
the total algebraic flow here is necessarily equal to zero. 




Fig. 38. 



Fig. 39 represents a current curve in which the negative 
area is neither equal to the positive area nor symmetrical 
with it when inverted. 




Fig. 89. 

It is interesting to inquire whether the I V dt efiect is 

the same in a circuit while the current flows in the positive 
direction as it is while flowing in the negative direction. 
We can see that it is the same for a current of the 
type represented in Fig. 37, for, squaring the ordinate at 

each point and drawing a new curve, 6, Fig. 40, the / i^ dt 

e£fect is proportional to the areas of this new curve. Since 
the current curves a, a are exact repetitions, these areas, ft, ft, 

are identical, and the I i^dt eflfect is the same when the 

current is positive as it is when negative. 

Let us inquire how this is for a current of the type of 
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Fig. 38, where the areas are equal, that is, the fidt is the 
same for positive as for negative current, but the negative 




Fig. 40. 



part, when inverted, is not an exact repetition of the positive 
part In Fig. 41 the areas between the axis and the cur- 




Fig. 41. 



rent curve a, a are equal for each half period. The curve 
ft, h is drawn by squaring each ordinate of the curve a. The 

areas 6, b represent the I i^dt efifect, and we wish to find 

wliether they are equal. 
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Illustration from a Particular Case, — To show that this 

/ i^dt effect is not necessarily the same when the current 

is positive as when it is negative, it will suffice to take one 




Fig. 42. 



particular case of a current curve. Suppose the positive 
curve is a parabola (Fig. 42) whose equation, referred to 
as an origin, is 



(232) 



^• = -.3i + 3. 



Suppose that the negative curve is a sine-curve whose equa- 
tion, referred to 0" as origin, is 



(233) 



f = J |/3 sin t. 



It is easily shown that the areas of these curves are equal. 

Area parabola = | [base X height]. 

One-half of the base of the parabola is found by making 
I = in equation (232) and finding the value of t 



Therefore, 



i base = V 3 , 



Base = 21/3. 
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The height is found by making f = and finding the value 
of L 

Therefore, Height = unity. 

(234) Hence Area parabola = f [base X height] = f V^. 

The area of the sine-curve is equal to the mean ordinate 
multiplied by the base ; therefore 

Area sine-curve = mean ordinate X n. 

The mean ordinate of a sine-curve equals twice the maxi- 
mum ordinate divided by n. [See p. 37.] By equation (233), 

the maximum ordinate equals | V 3 and, therefore, mean 

ordinate = \7t i^3, and 

(235) Area sine-curve = ^ V3, 

which is the same as the area of the parabola given in (234) 
above. Moreover, the tangents of the angles which these 
two curves make at the point O with the axis are equal, 
and the curves consequently blend into one another with- 
out any abrupt cliange in continuity. This is easily shown 
as follows : DiflFerentiating (232) and (233) respectively, we 
have 

(236) ^= -|^ = tan6^. 

(237) ^ = 1 1'3 cos t = tan 6'. 

Making ^ = 1^3 in (236), we have the tangent of the inclina- 
tion of the parabola at the point 0. Making ^ = — zr in 
(237), we have the tangent of the inclination of the sine- 
curve at the point 0. These values, it is noticed, reduce 
(236) and (237), respectively, to tan 6^ = tan (9' = — | V3, 
which is the value of the tangent of inclination of either 
curve at the point 0. 
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It remains to find the fv d t for each of these curves. 
By transposition, the equation of the parabola (232) is 



By squaring. 



t = l-g. 






Ji-dt =fdt-\ffdt + \ft'dt. 
Integrating between the limits — V^ and V3, we have 

This is the jVdt effect for the parabola. 

For the sine-curve the equation is 

i =.\\/Z sin t. 

Ci^ d ^ = ^ /*sin' i. 
Integrating between the limits and n^ 

This gives the / i^dt effect for the sine-curve. Hence we 

find that, although the area of the current curve is the same 
for the positive and the negative current — that is, the total 

algebraic quantity of flow is zero — yet the I i^dt effect is 
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diflferent in the positive and negative directions. In the 
case supposed, the ratio of the two effects is 

*'' =1.135. 



H^^ 



This may afford an explanation for the fact that in many 
cases one carbon of an alternating-current arc lamp is con- 
sumed more rapidly than the other, depending upon the 
way it is connected up. 

General Proof, — Let us now return to the consideration 
of the energy in a conductor when any periodic E. M. F. is 
applied, and ascertain whether there is any condition by 
which self-induction and capacity may be introduced into 

the circuit without changing the energy or I i^dt effect. 

The energy expended in a conductor is proportional to 

I i^dU When the K M, F. in the circuit is 



e= >^sin (hGot + e\ [see (221),] 

which represents any periodic E. M. F., it has been shown 
that the current is 

(238) i = ^ 




'•^•e \/^+(z^-^^'") 



sin I ft a,« + <y + tan-> (^^^ ^) J 



neglecting the complementary function [see (223)]. And, 
when there is neither self-induction nor capacity, the cur- 
rent is 

(239) i =^-^sin{bcot+0). 
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If we put 
(240) /= ^ 



(241) ^' = §' 

and « = ^^ + tan-' (^^^ - :^), 
we may abbreviate (238) and (239) as follows : 



(242) 1 = > 7 sin (6 Q7 / + a). 



(243) i, = ^ /, sin (6 (»< + 60. 

The subscript ^ indicates the absence of self-induction 
and capacity. Bemembering that the energy is proportional 

to I i^dt, we have 

(244) Jr= y*f d t =y [2 7 sin (6 a? ^+ a)Td t, 
and 

(245) W. = fi:dt = f\^h sin(6«f + ^dt, 

where W is proportional to the energy expended in the 
circuit with L and C, and W^ bears the same relation to 
the energy when they are absent. In order to find wha^ 
relation must exist between L and C to cause the energy 
expended during a certain time to be the same iu both 
cases, we must integrate (244) and (245) between the same 
limits of time, and equate them. In order to simplify (244) 
and (245), express as follows : 

(246) W = y r7'sin(6,GjH-«,)+^"sin(6.Q7<+a,)+/'" etc. J \lL 
(247)r,==y'[^7/sin(6,a7<+e,)+//'sin(6.a7^+6',)+//''etc.]d^. 
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Since the square of any polynomial is equal to the sum of 
the squares of each term separately plus twice the product 
of each term by every other term, we have as a result to 
find the integrals of only two forms, thus : 

(248) fmi^ (f)Gi}t + a)dt, and 

(249) y*sin (6, a? ^ + a J sin {h.Go t + a,). 

If the limits are taken from < = to ^ = T, a complete 

2 7t 

period, — the E. M. F. being periodic with a period T =. — 

— it can be shown that all the integrals of the form of (249) 
vanish ; for, expressing the sine of the sum of two angles 
in terms of the sines of the angles themselves, 

(250) sin (6, 07^ + ^i) = sin b^aot cos a, + s^ ^i ^^s haoU 
and 

(251) sin(6aa? ^ + «,) = sin b^oot cos or. + sin a, cos 6,a? f. 

Multiplying (250)- and (251), we obtain terms of the follow- 
ing forms : 

(252) / sin h^oot cos \ootdt^ 

(253) / cos h^cotQo%\cotdt 

(254) / sin b^oot ^mh^cotd t^ 

which are to be integrated between the limits and T, or 

2 ^ 

— . Substituting for h^oot, ax, and for b^cotj 6x, we have 

GO 

made the integral in (249) depend upon the three forms, 

sin ax cos bxdx, 
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/2ir 
COS ax COS bxdXf 

sin ax sin bxdx. 

To show that each of these three forms vanishes between 
the limits zero and 2 ;r, we can reduce as follows : 

sin ax cos bxdx = o /* sin(a + 6)£crf cc + - /* 



Vir 



/Sir • 2 Sir 2 o 

cos aa? cos bxdx = o / cos(a + ft)x d ^ + ^ /^ 

co8(a - b)xdx = ^ ^ l-^^ + -i^-'j = 0. 
sin a^ sin ftxrfa? = 9 / cos(a — b)xdx — q / 

co8(a + 6)a,dx = i " r!i?(«_:i^^ _ «in(a + 5)ar | ^ 
^ 2 ,L a - 6 a + 6 J 

Since, therefore, the integral in (249) is zero in every case, 
we have only to find the integral expressed in (248). This is 

(261) /'8in'(6a,<+a)d< = "[^^ 
which is obtained by the formula 



y sin* X rf a; = 3 — 7 sin 2a;, 
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upon replacing xhy boot -{- a^ and dx by boodt. Returning 
to equations (246) and (247), and replacing the value of the 
integral in (261), as determined, we have now found the 
values of W and W^ in equations (246) and (247) to be 

fF=[/" + /"* + /"'' + etc.]|. 
and W. = [//• + /."• + //"• + etc.] |. 

Equating TTand W^, as before explained, to determine the 
condition necessary to make the energy the same, we obtain 



(262) ^ ^' = ^ A*, 

which, written iu full, is 




^+im^-^^^J 




(263) ^^ ^ ^ . , — ^^ ^. 



[See (240) and (241).] This equation expresses the relation 
which must be true if the I i^dt eflfect is the same when 

the self-induction and capacity are present as it is when 
tliey are absent. This equation expressed without the sign 
of summation is 

(264) j-^ rT + 



+ etc, = -^ + ^ + etc- 
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It is evident that the parenthesis in the denominator of each 
term of the first member, being squared, is alwaj-s positive 
no matter what values L and C may have. Each term, 
then, of the first member is less than the corresponding 
term in the second member, unless the expression in the 
parenthesis is zero. And in order that the first member- 
shall be as large as the second member, each parenthesis 
must be separately equal to zero ; that is, we must have 

. 1 



VLC' 
1 



hoo = — 7 , 

and 6,0? = — , etc. 

Therefore 6, = 6, = 6, = etc. But this condition is equiv- 
alent to saying that the impressed E. M. F. can only be a 
simple harmonic K M. F., and that we must have the rela 

VTC 

in a circuit when the self-induction and capacity are pres- 
ent as when they are absent. There is, then, no relation 
between the self-induction and capacity which can be given 

that will make the I i* dt effect the same in a circuit when 

they are present as when they are absent, if the impressed 
E. M. F. is not an harmonic E. M. F. 



tion CO = — rz—i in order to have the fi^dt effect the same 



CHAPTER Xn. 

CIRCUITS CONTAINING DISTRIBUTED CAPACITY AND SELF 
INDUCTION. GENERAL SOLUTION.* 

Contents:— Derivation of the differential equations for circuits containing 
distributed capacity only. This equation extended so as to represeut 
n particular case of distributed capacity and self-induction. Differ 
eutial equation for E. M F. is of the same form as that for current. 
Tlie general solutions of the differential equations. Particular 
assumption of harmonic E. M. F. Constants of the general equation 
determined under this assumption; first, from the exponential solu- 
tion; second, from the sine solution. Current determined from tbe 
E. M. F. equation. 

In former chapters the only capacity considered has 
been that due to a condenser placed at some particular 
point of the circuit, thus introducing an actual break in the 
continuity of the conducting metal. It is possible to have 
the effects of capacity without thus introducing a condenser 
into the circuit. The problem of the propagation of the 
electric current in a cable containing distributed static 
capacity was first discussed by Sir William Thomson, and 



* Tlie purpose in writing this book has been to give concisely such 
principles as are necessary for a clear understanding of alternate-current 
'phenomena, and to make the work one connected unit, dealing with the 
various problems in turn, so that no portion could be omitted without in- 
terfering with the logical sequence. This and the following chapter con- 
stitute, however, a separate discussion which may be read alone, and 
without which the rest of the book is logically complete. 
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a,fterward8 by Mascart and Joubert,* Blakeslej, t and 
others. The solution for the variation in the current and 
potential at different points of a conductor containing self- 
induction as well as distributed capacity was given by the 
authors in the American Journal of Science % and some of 
the eflfects of the self-induction noted, and a fuller dis- 
cussion was given in the London Electrician,^ 

When a current of electricity flows in a wire, the po- 
tential of the wire at any point is generally different from 
the potential of the surrounding medium, and in order 
that this potential may be different it is necessary that the 
exterior surface of the wire should become charged with a 
•certain amount of electricity. A portion of the current, 
then, as it flows along the wire, is used to charge the sur- 
face of the wire. Indeed, the wire must be charged with 
its proper amount before the current can flow on to more 
distant parts of the circuit. It is evident, then, that the 
larger the capacity of the wire to hold a charge, the greater 
will be its effect in modifying the flow of current. The 
<5apacity per unit length of the wire (the wire being re- 
garded as one plate of the condenser) depends upon its 
superficial area and upon the thickness of the dielectric 
{usually between it and the conducting earth near it), as 
well as upon its nature. In Fig. 43 is represented the 
longitudinal section of a cable, A being the conducting wire 
and BB the insulating sheath around it Suppose it to 
be submersed in water ; the other conductor is the water, 
which, with the wire, forms the condenser. 

Let the capacity of a unit length of the wire be denoted 
by (7, and the capacity of an element PQ, whose length is 

♦ Mascart and Joubert, Le9on8 sur I'electi-icite et le magnetisme. Vol. I., 
§288. 

+ T. H. Blakesley, Alternating Currents of Electricity, Chap. VIII. 

X Vol. XLIV., page 389. 

§ Vol. XXIX., pages 619 and 684. 
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dx, by Cdx. Let B denote tbe resistauce of a unit leii^h 
of the wire. The resistance of the element PQ is ffdx. 
Suppose a current t is flowing across the sectioii of the 
wire at P in the positive direction indicated by the arrow. 
Let the pobiutial of P at that instant be denoted by e. 



Pis. 43.— Lohgitudinai. Sectiok of Cable. 

Since the current always flows from the higher to the lower 

potential, the potential at Q, the other end of the element, 

must be less than that at P, and the potential therefore 

diminishes in the positive direction. This fall of potential 

de 
from P id Q is denoted by — j—dx. By Ohm's law the 

current i, at any moment through the element PQ, equals 

the difl'erence of potential divided by the resistance, and 

is, the 1*6 fore, 

de J 

(265) i=-_^^^ __„ _ 

If the current remained constant, having this value » all the 
time, the potential of the element and its charge would 
continually remain the same, and the flow of electricity 
across (he section Q would be the same as that at P, since 
as much must flow out from as into the element, unless the 
charge of the element be changed. Now, considering that 
the current does not remain constant bnt changes every 
moment of time, the potential e of the element, and conse- 
quently its charge, must change with the time. When the 
charge changes, it means that more electricity is flowing 
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into than out from the element, or vice versa, and conse- 
quently the flow of current across P is diflferent from that 
across Q by just such an amount as the element gains or 

- di 
loses. The current at Q is then denoted by t + ;t- d x. 

Let the quantity flowing across the section F, in the 
time d t, be denoted by d Q, and that across the section Q 
hy d Q ^ dqy where dq is the change in the charge of the 
element in the time d t. The quantity of electricity flowing 
across the section P is equal to the cufrent flowing at P 
multiplied by the time ; that is, 

(266) dQ = idt, or ^ = i. 

Similarly the flow across Q is the current flowing at Q 
multiplied by the time ; that is, 

(267) dQ- dq==[i-\- T^dxjdt. 

Subtracting (267) from (266), we obtain 
,^^^ dq di . 

This equation may be interpreted to mean that the rate of 
change of the charge on the element is equal to the differ- 
ence of the currents flowing into the element and out from 
it. We might at once have written this equation from this 
consideration. 

The charge of the element, as of any condenser, is equal 
to its capacity multiplied by its potential. The charge 
being denoted by q, the potential by c, and the capacity, as 
stated above, by C7rf a?, we have 

(269) g= Cedx. 
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The rate of change of the charge with the time is, bj* dif- 
ferentiatiou. 

Equating this result to equation (268), we have 

Equations (265) and (271) are the diflferential equations 
which are suflScient to determine the problem of the propa- 
gation cf the current along a cable containing distributed 
capacity such as that described, when the impressed 
E. M. F. of the source is known. The solution of these 
equations may be obtained for the most general case, al- 
though the arbitrary constants of integration can only be 
determined in certain particular cases where the impressed 
E. M. F. is known. 

AVhen the impressed E. M. F. is harmonic and equal to 
€ = E sin GO t, the arbitrary constant may be found. 

These two differential equations may be expressed as a 
single equation by diflferentiating (265) with respect to x 
and equating to (271), thus : 

di 1 d'e 

dx^^ R dx*' 

(272) and, therefore, ^"^=^'^-77. 

In the foregoing discussion no account has been taken 
of the self-induction of the circuit, but it necessarily has a 
certain effect upon the flow of the current which it would 
be well, if possible, to consider. The effect of the self- 
iud action must be felt as a back E. M. F. opposing the 
current and depending upon its rate of change. We shall 
assume that the back E. M. F. per unit length of the con- 
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ductor is equal to the rate of change of the current, multi- 

d i 
plied by a constant ; that is, it is equal to L -r-: In some 

cases this assumption may approximately represent the 
true effect of self-induction, and it is thought that this par- 
ticular assumption may show the nature of the effect of 
self-induction even in cases where the assumption is not 
justifiable. 

Instead of leaving equation (265) as it stands, therefore, 
without taking into account the effect of the back E. M. F. 
of self-induction, we may introduce this effect into the 
equation by subtracting from the difference of potential 

dt 
between P and Q^ viz., -i-dx^ the internal E. M. F. of 

di 
self-induction, Z-rrdx^ and so may write, still in accord- 
ance with Ohm's law, 

The relation in equation (271) is not changed by the con- 
sideration of the self-induction, and these two equations, 
(271) and (273), are sufficient to determine the problem of 
the flow of current, taking into account both the capacity 
and self-induction. These equations, now containing four 
variables, may be expressed as two differential equations 
containing three' varia*bles by eliminating first i and then e. 
After transposing and arranging, we may write (271) and 
(273) 
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Subtracting (281) from (280), we have the differential 
equation for current 

It is evident from the similarity of equations (279) and 

(282) that the integral current equation will be the same 
as the integral potential equation, except for the arbitrary 
constants that enter in integration. 

To Find the Solutions of the Differential Equations. 

Assume that the solutions of the pair of differential 
equations (274) and (275) are 

(283) e=ke 

mx-\-ni 

<284) and i = e , 

where m, n, and h are constants which must be determined, 
and X is the distance from the source of E. M. F. These 
constants may be determined by differentiation so that the 
equations satisfy the differential equations (274) and (275), 
and are, therefore, correct solutions. Differentiating (283) 
and (284) with regard to x and ty we obtain 

dc , mx-\-nt 

--— z= mk € ; 

ax 

C-j-: = nkC€ • 

at 

di mx-^ni 



T dl r mx + ni 

X -=- = Lne 
at 
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Substitnting these values in (274) and (275)9 we obtain the 
simultaneous equations 

(285) nAC+w = 0, 

(286) and mi — in + ^ = 0. 

If these equations are satisfied, the differential equations- 
are likewise satisfied. Solving for m and n, we find 

CkR 

(287) w = - 



Gie + r 



(288) n = + ^ 



Gv+r 



Substituting these constants in (283) and (284), we have 



(289) 6=^6^^^'+^ 



^ {t-Chx) 



^ r(t-Ckx) 



(290) and t = e^^'+^ 

These equations are solutions of equations (274) and 
(275), and they may be easily verified by differentiation. 
But a more general solution might be obtained by assum- 
iug the E. M. F., e, to be a sum of several terms such us^ 
that already assumed, thus : 



.^^^v f , mt-\-nt , _ - mx+nt ^^^ i , mx-^nt 

{291) e = h,k,e ^ ^h.k.e ^ +. . . = ^hke 

Kk, 



, mx-\-nt mx-\-ni ^^ - mx-\-nt 

2) z = A, 6 -vK^ + . . . = .^^ h € 
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Determining m and n as before, (291) and (292) may be ex- 
pressed 

^ «-Cfcx) 



(293) 6 = ^Ai6^** + ^ 




^ a - cfc») 



(294) 



These equations may also be verified by differentiation 
and found to satisfy the differential equations (274) and (275), 
and they are the complete integrals of those differential 
equations. If we know how the current or the potential 
varies with the time at any one point of the wire, the arbi- 
trary constants h and k can be determined, and we have 
the complete solution of the problem, and are enabled to 
tell the potential or current at every point of the wire at 
any time. 

Harmonic E. M. F. 

The general solutions, (293) and (294), hold true in case 
the constants to be determined are real or imaginary ; if 
they are imaginary, the equations may be transformed into 
a real form consisting of some function of the sine. 

Suppose the cable before described is indefinitely long, 
and that at the point P (arbitrarily selected as the zero 
point of the wire, the positive direction being indicated bv 
the arrow) the potential is caused to vary harmonically 
with the time and is always equal to 

(295) e = E^ixioot 

Since equation (293) expresses the E. M. F. at every 
point of the wire and at every moment of time, we may, by 
making a? = in that equation, find an expression giving 
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the potential at the origin at every moment of time. This 
expression is 

R 



(296) c= ^hke^^^^ 

But, since we have supposed this potential to be harmonic, 
Vie may equate equation (295) to (296) and determine the 
constants h and k so as to make the expressions identical. 
Equating the equations thus, we have 

^ t 



(297) E smooth >Afe6^^'^-^ 

In order to determine the constants, we write the sine in 
its exponential form, thus : 

e — 6 
sin cot = — : , 

2j 



where j stands for V —1. (See equation (109), Chapter VII., 
with footnote.) We may, therefore, substitute in (297) the 
exponential value of the sine and write only two terms of the 
summation, thus : 

(298) e = EBmoot=: 

This becomes an identity if 

(299) KK = 2j, and A.*. = -^- 

(300) Also, if y 07 = ^Tjfc« | -2> ^^^ —joo= Ch* + L * 
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Solving equations (38) for &, and k^ , we haye 



(301) i. = ± -^ ^Looj^R . 



(302) *.= ±-^i/r^7T^. 



Since all the constants are found to be imaginary, this 
imaginary exponential expression for the E. M. F. can be 
transformed into a real expression involving some function 
of the sine. This sine-function may be found by continuing 
the method already indicated. The next step necessary is 
to transform the complex imaginary values of i by a 
rather laborious process until the imaginary j is removed 
from under the radical sign. 

It will be evident that the following equations are 
identically true, either by squaring each member and seeing 
that they are identical, or by supposing either -ff or Z to 
be zero, when they reduce to an identity. 



(30S) VT^^T+B^^(S+^^fL±« 



+jJiK+£/)Li£. 



(304) VZ coj-B = \/^— 



+ Z' a,y - B 



+j^i^L±^fL±l. 
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Substituting these expressions in (301) and (302), and writ- 
ing Im for the impedance {R* + Z* a?*)*, we have 



Since we know that 



^ 14-/ , 1 — / 

V^ul = — =^ , and a/'ZII = ^, 

we may substitute these values in (305) and (306) and 
write 

(307) A:. = ± I — -=.[ v'l^^irrB + 4//m + R\ 

\ A \ L/ GO 

(308) *.= ± i r-7^=[V/m + i? + V/w» - i?J 

These values of \ and i, may be simplified, for we have 
the identities 



(309) Vim - R+Vlm + R = V'2 4//m + Z co, 

and 



(310) Vim -R- VIm + R = V2 V/m^^TT^. 
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These may be verified by squaring both members. Upon 
the substitution of these values, the expressions for A;, and 
A, become 

1 c . 

(311) k, = ±-^f^\Vlm + Loo+jVlm^Lco\^ 



1 . ' 

(312) K='±^^Y^^ VTrnTLa)--jVlm^L(M>\. 

Returning to equation (293) of E. M. F.'s and writing two 
terms of the summation, we have 

Rt CkjRx Rt Ck^Rx 



(313) e = A,i.€^'^»*+^ ^^'•+^ + A,i,€^^«'+^ ^^•+^. 
Substituting in (313) the values of A, , Aj, , h^ , A, , rti * i Ti 
And ^fjLtV r given in (299) and (300), we have 

<314) e = ^.| e-'-'-^*'-'-' _ ,-^''^+<^'^^' |. 



Substituting in (314) the values of the constants ife, and 
k^ , already given in equations (311) and (312), and factoring 

out the common factor e ~^ * , we have 



(315) e = E€ ^ 



J^ t^jV^ilm - L«)*ap -iw t ±jV^ (Jm -£••)* x 

— € 

27 



-€ ' 
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Kememberiug the exponential value of the sine, equation 
(1(M^), we may express (315) as a sine-function, thus : 



r /c<» 



8i»i { <^' ± [y -2~ ^^ "» + ^ ^J^ i 



This equation gives the value of the potential at anv point 
of the cv^Uiluotor at any time. Its interpretation and tlis- 
cossuon will be taken up in the following chapter. 

Skcoxi> Msthoo of Obtadoxg the SoLmos. 

We might have assumeil the solution ti> be some fonc^ 
tion of the sine^ since the potential at the origin is supposed 
t<.> varv harmonicallv ; and it is much easier to determine 
the constants if we do make such an assumption^ inasmuch 
as we ueei.1 not deal with iniaginaries^ Let us aBftsome that 
the solution is of the form 

e = A t'^ ^^* sin {iit -^atx\ 

and vletermine the arbitrary constants fJU tf. K r^ :uid p si> 
as tv» satisfy the viiJlerenti^il equatii^n \ 279 ». We sjee tiiac 
the ov>ustant r miist be »?n.\ for when x i» aer»j die E. ML F. 
is E sin u/^. Xhecefe.*re h — E^ Jkii\i /rf = a/. The constants^ 
p and ^ reuLain t^' be determint^L and the £L IL F. iii- 

Bv dilR^rendafiioa we obtain 

*» J»." i> 



i," a , - — l\^ *r^ »^7s* o% — ^r£\ 
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Equating the coefficients of the sine and cosine, sepa^ 
rately, to zero, we obtain the simultaneous equations 

and 2^a — C-Bg? =0, 
Solving these equations for p and a, we find that 

(318) p = ± Y ^ V{R' + r (y"> -Z CO, 



fCoo 

(319) and a = ± W _ |/(7j« ^ x*^')* + Loo. 

Substituting in (317) these values of the constants p and a, 
we find that the result is identical with (316) already ob 
tained by a different method. 

To Obtain the Current. 

The current may be obtained from the potential equa- 
te di 
tion by means of the relation G jj = ^ — [see (271)]. 

Differentiating (317) with respect to t and multiplying by 
0, we obtain 

(7t7= G E od e^"" co^{Got -{- a x) = — ;t^ • 
Integrating this result with respect to x, we get 

I = rrr-T- ( P cos (a? ^ -{- a x) + a sm (cw ^ 4- a a?) [ . 

Transforming this into an equation containing the sine 
only, by means of formula (27), Chap. III., we obtain 
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VCoo 



(320) i = — E ' ^ 1 e^'sin {0)1 + ax 



, / Im — Loa) 
V Im + Loo) 



Here p and a represent the expressions (318) and (319). 
Equation (320) may be written 

i = — Ea/ J — e**** mil Got ± aaj4- t^"^' )• 

This equation gives the value of the current at any time 
at any point of a conductor containing distributed capacity 
and self-induction when subjected to an harmonic source 
of electromotive force. The discussion of this equation 
and the potential equation will be taken up in the follow- 
ing chapter. 



CHAPTER Xm. 

CIRCXnTS CONTAINING DISTRIBUTED CAPACITY AND 
SELF INDUCTION.— DISCUSSION. 

Contents i^CireuiU toith no self-induction. Particular form of e and i 
equations. Nature of waves. Rate of propagation. Wave-length. 
Decreasing amplitude. Rate of decay with distance, — with time. 

Cireuits with self-induction. Phase difference. Rate of propagation. 
Diminishing amplitude. Rate of decay. Limitations of the tele- 
phone. 

Wave propagation in Closed Circuits. 

Positive and negative waves travel around the circuit until they 
vanish. Resultant effect. Potential zero at middle point of the cable. 
Expression for potential simplified if the length of the cable is 
a multiple of a wave-length. Same results may be applied to the 
current equation. 

In order to ascertain the physical effects of distributed 
self-indnction and capacity in a circuit, we will first discuss 
the analytical results obtained in the preceding chapter, as 
applied to a circuit in which the self-induction is neglected, 
and then, after investigating the nature of the wave-propaga- 
tion, the wave-length, rate of propagation, and rate of decay, 
consider circuits containing distributed capacity and self- 
induction, noting the changes caused by the introduction of 

the self-induction. 

193 
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CiBcnTs WITH Distributed Capacity bct so Self Isdtcqos. 

When the effect of self-indactioD is not considered in 
the cable, we may pat Z = in the corrent and potential 
eqoatiouH (316) and (320) and reduce them to more simple 
formH, thus : 



(321) e^Ee * 'sin | «^ ± /£^a? L 



(322) 



/Ceo * 



V^4^z 



Bm\<^t±y/^^x-\.45''^ 



These resnits agree with those given by Mr. T. H. Blakesley 
ill bis book on " Alternating Currents of Electrieit}*," pagfe 
Wj Hf»(;oii(l edition. They may be directly obtained from 
the (lifferontial equation (272), and upon differentiation will 
bo found to satisfy it. 

Nature of the Wave-propogaiion. — Equation (321) shows 
tliat at any point of the conductor the potential varies har- 
raoni(!;ilIy with the time. At the origin where x = 0, the 
potential is always equal toe = ^sin cot, its maximum value 
being E; but as we proceed from the origin the potential 

becomes less, being equal to ^'e ^ , an expression 

which decreases as x increases. The double sign is retained 
in the exponent in the equation, since it represents two 
waves, one going in the positive and the other in the 

negative direction from the origin, which is the source 
of alternating potential. The maximum value of the po- 
tential at any point of the cable may be represented 
as in Fig. 44 by an ordinate to the logarithmic curve; 
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thus, OA represents the maximum value of the harmon- 
ically varying potential at the origin, and ^6^ its maximum 
value at a distance x from the origin. The distance OB is 
taken as that in which the logarithmic curve has decreased 

to — of its original value, OA. The distance OD is a 



quarter wave-length, and OE a half wave-length. It will 




Fig. 44.— Cubve I.— Instantaneous Wave in Infinitb Cable. 
CuBVB n.— Logarithmic Decrease in Amplititde. 



presently be shown that the amplitude decreases to almost 
3^^ of its original value in one complete wave-length. 

One of the most striking results shown by these formulae 
is that the current always precedes the potential by one 
eighth of a period, and this difference in phase is not altered 
by any change in the resistance or capacity of the cable. 

RaJte of Propagation, — Curve I. (Fig. 44) represents an 
instantaneous position of the potential wave travelling along 
the wire in each direction from the origin. The distance 
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aloug the cable from one maximum potential to the next, or 
in other words the length of one complete wave, may be 
found by equating to 2 ;r'the angle containing x in the 
equation. This gives 



v/ 



CRoo 

-— — X = 2 ^, 



or X 



= A = 2.y^^|^ = 2y^ 



CRn' 



where \ denotes the length of one complete wave, and 

n = ^ the frequency of alternation. 

Tlie time of one complete period is represented by 

iT = — , and in that time the wave advances a distance A, 
n 

equal to one wave-length. The rate at which the wave 

advanceH is found by dividing the wave-length by the time 

taken in advancing that distance ; thus, 

^ # . ^ r»/^^^ /2a? 

Rate of propagation = -^ = 2 a / -^r^ = 4 / ^to • 



It is seen that the rate of propagation not only depends 
upon the character of the cable, but likewise varies as the 
square root of the frequency of alternation. A wave with a 
frequency of 400 will travel twice as fast as one with a 
frequency of 100 alternations per second. 

Decreasing Amplitude, — The frequency affects not only 
the rate of propagation, but also has a marked influence 
upon the rate at which the amplitude of the waves decreases 
with the distance. The distance, which we will call x\ at 

which the amplitude of the wave will have - of its original . 
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value, is the reciprocal of the coefficient of a; in the 
exponent, thus: 



-'=\/ 



CBgo 



This distance, at which [the wave decays to - of its value 

at the origin, varies inversely as the square root of the 
frequency ; this means that a wave with a frequency of 100 
alternations per second can go twice as far as one with a 
frequency of 400 and experience the same decay in ampli- 
tude. Comparing this value of x' with that of a wave-length 
A, we may write 

\ 
a?' = ;;,--• 

The amplitude of a wave, therefore, decreases to -^ = .00187 

of its value in advancing a distance equal to one wave- 
length. 

In order to find the time, t\ in which the amplitude de- 
cays to - of its value, we must divide this distance, x\ by 
the rate of propagation, thus : 



A 2 ;r oo 



We see that the time of decay varies inversely as the 
frequen<5y ; thus a wave with a frequency of 400 alternations 
per second will decrease a certain amount in one fourtli 
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the tirne a ware with a freqaenej of 100 is decreasiiig the 
Hftuie amoaut 



ClHCXlTS miTH DlSTBIBUTED CaPACIIT AXD SeLF IsDCCTIOS. 

It will Ije noticed that the introdaction of selfindaction 
int'^ i\ut cable, in the manner before described, does not 
mat^frially alter the character of the ware propagation. 
Thiw iH evident from the equations (316) and (320). At 
every ixmii of the conductor the potential, or current, varies 
harmonically with the time, and, as before, the amplitude of 
the wave decreases with a logarithmic decrement as it pro- 
ceeds from the origin. 

Phfise Difference. — One effect of the self-induction is to 
(change the angle of advance of the current ahead of the 
potential. This angular difference is no longer a constant 
angle of 45', as formerly, but is a function depending upon 
/if, />, and &?, viz., 



(:J23) tau6/ = ./^-4^ = P. 

\ Im -^ Loo a 



When Z = 0, tan = 1, and 6 = 45°. As L increases from 
zero to infinity the exi)ro8siou changes from unity to zero, 
and the angle* /v, eonsequontly, from 45° to 0°. The effect 
of the self-induction is, therefore, to decrease the phase 
difference between the current and potential. This difference 
)f phase also becomes loss with an increase in the frequency. 
liafe of Prop(fga( ion.— The distance along the cable 
ln'twotMi two maxima is found by equating the angle con- 
taining ./• in equation (31G) to 2 7r and solving for a?, thus : 



( 



2 ;r 2 T 4/2 

X = A, = — = 



iCoo v'/m + Za?' 
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Tvhere A, denotes the wave-length. Subscripts are here 
used to denote circuits with self-induction. The time oc- 
cupied in trayelling this distance is 2^ = ; hence, 



Bate of propagation = ^ = - = W ^ 



2co 



m-f-Zc«7J 



It is to be noticed that the wave-length and the rate of 
propagation are each less than that found for circuits con- 
taining no self-induction. When Z = 0, these expressions 
just found reduce to those previously given. 

Another point to be noticed is that a change in frequency 
will have a greater effect in altering the wave -length and 
not so great an effect in changing the rate of propagation 
as in the case of a circuit with no self-induction. Two 
waves of different periods will, therefore, go more slowly 
but with less difference in their rates of propagation than 
with no self-induction. As before, the wave of higher fre- 
quency will have the shorter wave-length and advance the 
faster. 

Decreasing Amplitude. — As before, the amplitude of the 
harmonic wave has a logarithmic decrement, decreasing 
with the distance from the origin. The distance at which 

the amplitude has - of its original value is the coefficient 
of the exponent, thus : 

Ceo 



X, =- = 



X V: 



P Vim — Lgo 

This is larger on account of the self-induction. The 
substitution of Z = reduces it to the value of x' found 
before. An increase in frequency will cause this value to 
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decrease, and the decay in a certain distance to increase ; 
but the frequency has not so great an influence upon thi» 
decay as it has in a circuit with no self-induction. 

Comparing with the values found for A^ and 6^ we see 
that 

a?. = 



' " 2;r tan6/' 



In order to find the time, ^/, in which the amplitude 
decays to — of its original value, we divide the distance 
a?/ by the rate of propagation, thus : 



2 TT tan ^ T 

V — 



Aj 2;r tan ff a? tan 0' 

T 

The self-induction causes tan ^ to have a value less than 
unity, thus increasing the time for a certain decay, — that is, 
decreasing the rate. An increase in the frequency causes 
6 to become smaller. The exact eflfect upon the rate of 
decay caused by a variation in frequency in a circuit with 
self-induction depends upon the constants of the circuit. 
The wave of higher frequency will always decay the more 
rapidly, but with self-induction in the circuit there is less 
ditierence in the rates of decay of waves of different periods^ 
than there is in circuits without it. 

Limitations of the Telephone. — The effects of distributed 
capacity in a conductor upon tlie wave-propagation have 
been given, and the way in which these effects are altered 
by the introduction of self-induction or by a change in 
frequency. A consideration of the results with reference 
to telephone circuits is valuable inasmucli as it is just such 
effects that cause the limitations to telephony. In all cases 
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the waves of higher frequency tr3.vel the faster, and so the 
several harmonic components of a complex tone are con- 
stantly changing in their relative phases. The waves of 
higher frequency are likewise subject to the more rapid 
decay, and so when the several components are recombined 
the resultant tone may be materially altered from the orig- 
inal complex tone. These effects may be modified by the 
presence of self-induction, but in all cases they will be 
present to a certain extent, thus defining the limits of the 
use of the telephone. 

Wave-propagation in Closed Circdits. 

Let us consider that a dynamo giving an harmonic alter- 
nating E. M. F. is inserted at some point of a cable, such 
as that described, which forms a continuous closed circuit. 
There will be a forward wave of positive potential starting 
from one pole of the machine which will travel around and 
around the circuit, continually diminishing in amplitude, 
until it finally vanishes. At the same time a backward 
wave of negative potential will start from the other pole of 
the machine and travel around in the opposite direction 
until it too vanishes. The potential at any particular point 
of the circuit is thus the sum of the potentials due to all 
the positive and negative waves. Let I denote the length 
of the cable. When the first positive wave reaches a point 
at a distance x from the pole of the dynamo, the potential 
due to this forward wave is 

c^ = Ee"^^ sin(a?^ — ace), 

where p and a have the values given in (318) and (319). 
When the wave has travelled completely around the circuit 
and comes to this point a second time, its value is 

e^ = ^€"''*"^'sin(G?^ — ax — al\ 
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which may be obtaiDed by substitating x -{-l for x in the 
above. After going n times around, it has become 

Cf.^ = J?e-'^'-'"~ sin((»< - ax - aln). 

The resultant of all these forward waves at any one point 
may be written, therefore, 



fl= 00 



(324) e^ = e,^ + e,,+ ...+e^_ =17€-P'2« 

nrao 

sin {go t — ax — a Zn). 

When we consider all the backward waves, they may be 
represented by a similar expression in which E has the 
negative sign. When the first backward wave has travelled 
around the circuit so as to be a positive distance x from the 
origin, it has travelled a distance I — x\ this distance from 
tlie origin in a negative direction we will call x\ We may 
therefore write for the first backward wave 

e^ = — ^e"^*' sin((w^ — ace'), 

and for the sum of all the backward waves 



n = oo 



(325) e^= - ^e-P^'^e"^''* Bm{cot -- ax' - aln). 

n a 

These expressions (324) and (325) may be simplified 
since we may put 

(326) sin {aot — ax — a Z n) = sin (o?^ — ax) cos aln 

— co^ijoot — a x) sin a 2 n. 
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Substituting (326) in (324), we have 

(327) e^= J?e-**sin((»^-ax) ^e'^^"" cos aln 

nssoo 

-^€-^*co8((»^-.aa?) ^e-^'** sin ahi. 
Similarly we may reduce (325) to 

n = ao 

(328) e^ = - ^€ -^*' siniaot - ax') ^e"'''** cos aln 

n=sO 

n=ao 

+ Ee-'P'' cos{a>t - ax') ^e-^'^'sin aln. 



n = 



The resulting potential at any point due to the forward 
and backward waves is the sum of E^ and E^, Writing 
? — a? for x' in (328) and adding to (327), we obtain 



n = w 



(329) e=zE^e-P^'' cos aln j e"^* sin(a?^ - ax) 

- € + P^-P' sin((»^+ ax - aZ) I + E^e-^^"" sin aln 

* n = 

\ ^-f-paj-pj gQQ^^j^^^ flfaj — flf?) — €'"^*cos((»^ — ax\ [ . 

By means of the exponential values of the sine and cosine, 
the values of the two summations expressed in (329) are 
found * to be 

^p —pin 7 ^ °^^ "^ 

(330) Se ^^ ''^'' = l-2e'" COB al + e'"" 



♦ Equations (880) nnd (831) may be verified thus : For brevity put 
pl = h, and al = k. Writing the exponential vulue of the sine [see equa- 
tion (109), Chap. VII ], we have 
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and 



'Zpl • 



(331) 2e"'""oo8aZn = r r-^ 



n 



1— 2e'"cos«Z+e 



2j' 




n -0 n > 



i» "oo n ■ • 



~ %j ^ 2j ^ 

•' »- "^ n -0 

Thus we baye the given series equivalent to the difference of two infinite 
decreasing geometrical series. The sum of such a series is known to be 
equal to the first term divided by unity minus the common ratio, i.e., 

s = z , where s denotes the sum, a the first term, and r the common 

1 — T 

ratio. Applying this formula, the sum of the first series is — • - 



V l-€^ 



k-h 



and of the second - . • 77 im:. • Hence 



-fcn 




n -0 



""""' = i\TZ7irr.- ,_J.j.^.\ 



Multiplying both numerator and denominator by e '^ and reducing the terms 
in the brackets to a common denominator after factoring out the factor e *, 
we have 



n - 00 _k [ 6"'* _ e"-'* 



€ 



-hn 



sin 



*« = lj 



Replacing the exponential values of the sine and cosine, we have 



n - 00 




.- . , e*sin A: e'^'sin a I 
e- '^'^ sin kn = -^ ; -fc-— TTT = 2pi o.pC 



e^" - 2e''cosA;+l e*"*- 2 6''*cosai+ 1 
In a similar manner we may verify equation (381), thus : 

n>ao n-oo n = flo 

n»0 n-0 n=0 

_M_J + 1 i 
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Let POP (Fig. 45) represent the cable which is sup- 
posed to form a closed circuit, the ends at P being joined 




Pig. 45.— Forward and Backward Waves, and Rbsttltant Poten- 
tial, IN A Globed Conductor. 

together. The maximum value of the potential at the posi- 
tive pole of the dynamo is represented by O A. As we go 
from A, this decreases along the logarithmic curve 
A B CD E^ until it finally vanishes altogether. Similarly, a 



2 e — € — 6 



ih 



-€'^(6^*+ 6 






Therefore 



26^- 2C09A; 
e^'*- 2€''cosA; + l 



n > 00 



n - 



€ ** C08g/n= onf TTi 



Q.B.D. 
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backward wave comiug from the negative pole decreases 
along the curve A' B' C D' E'. At the point P, half-way 
between the poles of the dynamo, the middle point of the 
cable, it is evident that the potential remains continually 

zero, for, at the point P, the distance a? is ^^ , which reduces 

equation (329) to zero. 

If the length of the cable happens to be some multiple 
of a wave-length, the expression for the potential takes a 
simpler form. In this case each successive forward wave 
travels around tlie circuit in the same phase as the first, 
and all these forward waves may, therefore, be added 
together algebraically. The maximum resultant potential 
at any point will be the sum of the maxima of the separate 
waves. 

In Fig. 45, tp , e^ represent successive forward waves, 

and e^ and e^ the corresponding backward waves. In the 

case where the length of the cable is a multiple of the wave- 
length, the sum of the maxima of all the forward and of all 
the backward waves is represented by the dotted lines e^ 

and ^^, respectively. The solid Hue c, the sum of e^ and 

e^, represents the resultant maximum potential along the 

conductor. 

27r 
We have seen that the wave-length is A = — . The 

length of the cable is a multiple of the wave-length 

2 ;r /c 

I = kX z=z , and al = 27r k, where /c is a constant 

a 

This value reduces (330) to zero, since sin 2/c;r = 0, ami 

reduces (331) to 

(1-6"')" 
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These values cause the second term in (329) to vanish, and 
the whole becomes 

px p I — px 

(332) e = £- — ~^~Fi — sin (a? ^ - a x), 

which expresses the resultant potential, represented by the 
solid line e in Fig. 45, at any point of the cable, provided its 
length is some multiple of a wave-length. When x = 0, this 
reduces to 6 = ^sin cot, the expression for the potential 

at the terminals of the dynamo. When a? = ^ , the ex- 
pression vanishes, showing that the potential is constantly 
zero at the middle point of the conductor. 

This last simplification was made possible by consider- 
ing the length of the cable to be a multiple of the wave- 
length ; otherwise the algebraic addition of the maxima of 
the several waves would not be possible, since they would 
differ in phase. The construction of th^ resultant curves 
would not be so simple, but the nature of the results would 
not be materially modified. 

The phenomena in connection with the flow of current 
are similar to those just discussed relating to the propaga- 
tion of potential, and are obtained in the same manner from 
the current equation. 



PART n. 



GRAPHICAL TREATMENT. 



CHAPTER XIV. 

INTRODUCTORY TO PART II. AND TO CIRCUITS CON- 
TAINING RESISTANCE AND SELF INDUCTION. 

Contents: — ^Introductory. Analytical solutions of Part I. for simple 
circuits extended to compound circuits by graphical method. Arrange- 
ment of Part II. Graphical representation of simple harmouic 
E. M. F.'s. Graphical representation of the sum of simple hnrmoiiic 
E. M. F.'s of same period. Triangle of E. M. F.'s for a single circuit 
containing resistance and self-induction. Impressed E. M. F. £f 
fecliveE. M. F. Counter E. M. F. of self-induction. Direction shown 
from differential equation. Graphical representation. Methods to be 
used and symbols adopted in the graphical treatment of problems. 
First method (the one used throughout this book), employing E. M. F. 
necessaiy to overcome self induction. Second method, employing 
E. M. F. of self.- induction. System of lettering and conventions 
adopted in graphical construction. 

The analytical solutions derived in Part I. apply merely 
to a single circuit having resistance, self-induction, and ca- 
pacity in series. The problems which arise in case there 
is not simply a single circuit but a complicated network of 
conductors might be treated analytically, though the pro- 
cess would be exceedingly laborious and the results too 
cumbersome to handle. Fortunately, however, by making 
use of the analytical solutions already given in Part I., and 
extending them by graphical methods, we are enabled to 

solve problems with compound circuits which offer con- 

211 
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siderable difficulty to analytical investigation. Tliese 
graphical methods are most easily and advantageously 
adapted to problems in which we deal with an harmonic 
impressed E. M. F. 

The object of this Part is to show how to solve by 
graphical methods any problems arising with any combina- 
tion of series and parallel circuits, in any branch of which 
there may be an harmonic impressed E. M. F. 

The plan to be followed is similar to that adopted in 
the first Part. First are considered various compound cir- 
cuits which contain resistance and self-induction only, and 
then circuits containing resistance and capacity only, and 
finally circuits containing all three, resistance, self-induc- 
tion, and capacity. The problems to be considered in each 
case are similar, first a series circuit, then a divided circuit 
with two branches and with any number of branches, then 
any combination of series and parallel circuits. 

Before giving the solutions of these problems, the way 
in which this graphical method corresponds to and is a 
substitute for the analytical method, and the manner in 
which it is to be used, will be explained. 

GRAPfflCAL KePRESENTATION OF A SiMPLE HaRMONIC 

Electromotive Force. 

An harmonic impressed electromotive force is repre- 
sented by the equation 

c = ^ sin (» ^, 

as was explained in Chap. 11. on harmonic functions. The 
plot of this equation, in which t is the independent and e 
the dependent variable, gives the sine-curve represented in 
Fig. 46. A diagrammatic method of representing this har- 
monic E. M. F. is seen in the same figure. The line UA 
is supposed to revolve in the counter-clockwise direction 



RESISTANCE AND SELF INDUCTION. 



218 



about the point with uniform angular velocity. Its pro- 
jection P at any moment corresponds to the ordinate 
O'P' of the sine-curve. If the circle be moved horizontally 
with a constant velocity, the projection P would trace a 
sine-curve the ordinates of which represent the value of the 
impressed E. M. F. at any instant Diagrammatically we 
may represent the impressed E. M. F. by the line A 




Pig, 46.— GRAPmcAL Representation op a Simple Harmonic 

Electromotive Force. 

alone, which is equal in length to its maximum value, E, 
In this sense, then, we may represent harmonic E. M. F.'s 
by lines in the graphical constructions which follow. 

Graphical Eepresentation of the Sum of Simple Har- 
monic Electromotive Forces having the Same Period. 

If an E. M. F. is the sum of two simple harmonic E M. F.'s 
of the same period, it may be represented by the equation 



(333) 



e = E.Bmoot-^' E^ sin {aot-^S). 



It can easily be shown analytically that this sum is a 
simple harmonic E. M. F., differing in phase and amplitude 
from each of the two components, and having the same 
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period; for, upon expanding sin (0?^ + ^, the equation 
becomes 

ez=:{E^-{- E^ cos B) sin oDt + E^ sin B cos oi i. 

This may be transformed by means of the trigonometric for- 
mula (27), Part I., to 



(334) e= i/i:V + ii;' + 2i?, ir.cos6/ 



( * I X -1 ^, sin ^ ) 



This equation represents a simple harmonic E. M. F., since 
it is of the form 

6 = ^'sin ((i?^ + 0)» 

in which E and are constant quantities. Moreover, this 
equation shows that the diagonal of the parallelogram 
formed by the two component lines which represent the 
two component terras of equation (333) is the line which 
graphically represents equation (334), and is therefore the 
sum of the two components. 





Fid 47 —Resultant of Two Harmonic Electromotive Forces. 



In Fig. 47, curve I., generated by the line A, represents 
tlio first term of equation (333). Curve II., generated by 
/>, represents the second terra. Curve IIL is the sum of 
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curves L and II., and is generated by the diagonal O C of the 
parallelogram formed upon the two components O A and 
OB, That curve III., the geometrical sum, represents 
equation (334), the analytical sum, is seen by the fact that 
the analytical relations, as shown by the equation, agree 
with those readily obtained from the geometry of the 
figure. Thus, from the equation, the amplitude of the 
resultant harmonic function must be 



E^y/E^ + ^,' + 2 E, E, cos ft 

But from the geometry of the figure this same relation is 

e\ident, for 'OA = J?,, 0'£ = E,, and A O B = 6. 

Again, from the equation the resultant E. M. F. differs 
in phase from E^ by an angle 

^_. ., ^,sin^ 
From the figure we see 



<p = C A = tan * -=nr- = tan * 



DO jE; + i:;cos6^' 

This agreement of the analytical and graphical relations 
establishes the correctness of the construction, and we can, 
therefore, conclude that the sum of any two sine-curves of 
the same period represented by two lines revolving about 
a common centre is also a sine-curve of the same period 
represented by the diagonal of the parallelogram formed 
on the two component lines. 

When the component E. M. F.'s are more than two in 
number the sum is represented by the vector, which is the 
geometrical resultant of all the component vectors. This 
evidently follows from the preceding, since any two compo- 
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nents are equivalent to a single E. M. F., and this combined 
with a third and fourth component gives the geometrical 
resultant as the sum of all the components. Thus, in Fig. 





Pigs. 48 and 49.— Addition op Harmonic Electromouve Forces. 

48, we have a number of vectors A, li, C, Z>, each repre- 
senting ono component E. M. F. and drawn from the same 
orijijin 0. The sum is found in the usual manner by con- 
structing a parallelogram on finj two and then combining 
the resultant with a third, and so on until all the compo- 
nents are reduced to a single resultant vector B, This 
j)r()cess is equivalent to that indicated in Fig. 49, where the 
vector A is first drawn from the origin 0, then Ji from the 
extremity of A, C from tlie extremity of B, and so on until 
all the lines are drawn. The resultant or geometrical sum 
is then the vector, 7?, drawn from the origin to the last 
point found, thus completing a closed polygon. 
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Triangle of ELEcrrROMOTiYE Forces for a Single Circuit 

CONTAINING KeSISTANCE AND SeLF-INDUCTION. 

In Chapter III., in which circuits containing resistance 
and self-induction were analytically treated, it was shown 
that if a circuit contains an harmonic impressed E. M. F., 

e = ^'sin GO t, 
the value of the current is also harmonic and is 

(335) i = — sin [cot — tan"' -n-]. 

This current equation was derived from the differential 
equation of electromotive forces 

in which e is the instantaneous value of the impressed 
E. M. F. of the source, and B i that part, usually called the 
effective E. M. F., necessary to overcome the ohmic resist- 
ed i 
ance, and L j- that part necessary to overcome the counter 

E. M. F. of self-induction. 



In Fig. 50 let tlie vector A represent the harmonic 
impressed E. M. F. Then, by equation (335), we know tliat 
the current is represented by a vector O B lagging behind 

. L GO 

-4 by an angle 6 whose tangent is -^. 

The effective E. M. F. must be represented by a vector 
Cj equal to BI, in the same direction as the current, and 
equal to the current vector, B, multiplied by B. The 

di , 
counter E. M. F. of self-induction, Z -rij is at right angles 



*218 



CIRCUITS COSTAININQ 



to the current and most therefore be represented bj the 
vector C A perpendicular io OB. It can be shown to be 




Fie. 50.— Triangle op ELRCTROMomrE Forces. First Methoi>— thb 

OXR USED THHOUGHOCT THIS BoOK— EMPLOTINO £. M. F. TO OYKB- 

coME Self-is Drcnox. 

at right angles to the current, as follows. Equation (335) 
may be written thus : 

1 = / sin (g? ^ — ^. 



By differentiation. 



(336) 



di 



-rj = 00 1 COS {cot — ff). 



Multiplying this equation by Z and writing in terms of the 
sine, we have 



(337) 



Z^ =Z(»/sin(G7^ — ^ + 90°> 



rft 



By this equation it is seen that the R M. F., L -i--, necessary 

to overcome that of self-induction is represented by a vector 
UAf whose length is Z a? /, ninety degrees in advance of the 
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current. The E. M. F. of self-induction is equal and oppo- 
site to that ^hich is necessary to overcome it, and is conse- 
quently ninety degrees behind the current, represented by 

the vector A G. 

That the foregoing construction represents the case and 

fulfils the analytical conditions expressed by the current 

equation (335) may be shown again by a further comparison 

of the geometrical with the analytical relations. Thus in 

Fig. 50 or 51, 



. .^^ AG LgoI Loo 
tan Av G = -^= = p / = — 5- = tan ft 

^^ ^ 

This is seen to correspond to the angle of lag in equation 

(335). Also the impressed E. M. F. A, being the hypote- 
nuse of the triangle OAG,is equal to the sum of the 
squares of the two sides, and therefore 



OA = ^OG'+GA'; 



that is. E^ s/K r ^ r 01? P ^ I ^W -^ D oo\ 

E 
and / = 



VjB* + Z' GO" 

This is seen to correspond to the maximum value of the 
current given in equation (335). 

Method to be Used and Symbols Adopted in the 
Graphical Treatment of Problems. 

In the graphical treatment of circuits with resistance 
and self-induction there are two methods, each equally 
correct, for obtaining the same results depending upon 
whether we consider the E. M. F. of self-induction or the 
equal and opposite E. M. F. necessary to overcome it. 
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The method in which the K M. F. necessary to over- 
come the self-indnction is nsed is shown in Fig. 50 and has 
been fully discussed. In this method of construction, the 
impressed £. M. F. is regarded as made up of the sum of 
two components, one the effective K M. F. in the direction 
of the current, and the other that ndce»8ary to overcome self- 
induction ninety degrees ahead of the current. 




Fie. 51.— Trianolr op Elbctromotivb Forcks. Sbcoxd Method. 

EsiPLOTiNO £. M. F. OF Sblf-indcctiok. 



The method in which the E. M F. of self-induction is 
used is shown in Fig. 51. The point of difference is that 
the line A C represents the E. M. F. of self-induction in- 
stead of the E. M. F. necessary to overcome it, and is ninety 
degrees behind the current instead of ahead of it. 

In this method of drawing, the effective R M. F. which 
drives the current is regarded as the resultant of the two 
other E. M. F.'s in the circuit, viz., the impressed K M. F. 
and that of self-induction. 

Either of these methods, if carried throughout the whole 
drawing, is correct and finally brings the same results ; but 
unless one method is adopted and carried throughout, there 
is apt to be confusion. Unless otherwise stated, the method 
here adopted is the first one, namely, that which considers 



RESISTANCE AND SELF INDUCTION 221 

the E. M. F. as that necessary to overcome 8elf-induction,'a8 
illustrated in Fig. 50. 

In order that the diagrams may be readily understood, 
the arrangement and system of lettering adopted will be 
explained. In all cases the positive direction is counter- 
dockmse, and the diagram is supposed to revolve counter- 
clockwise around the centre 0, Lines will be designated 
by letters in small capitals placed at their extremities. 
The letters therefore designate points and will be used 
alphabetically, beginning with A^ in the order in which the 
points are determined. Thus in Fig. 54 the line 0-^ is 
lirst drawn, then the points J?, C, D, etc., are determined, 
iind the lines OB, G, B C\ CD, etc., drawn in order. 
All revolve counter-clockwise about 0. 

The direction of lines representing E. M. F. or current 
will be indicated by arrows, and, where possible, these 
arrows will be placed so as to show where the lines ter- 
minate. In order that lines representing current and 
E. M. F. may be distinguished, the arrows for current will 
have a closed head, as in the case of the line A, Fig. 54, 
and the arrows for E. M. F. will have an open head, as on 
the line B G. Dotted lines are needed only for the con- 
struction of the figure or to make clear some point that 
would otherwise be ambiguous or doubtful. When a 
number of lines terminate at one point and are each di- 
rected toward the point, it has been found convenient to 
avoid the confusion of the many arrows coming thus to- 
gether by omitting the arrows and drawing a small circle 
at the point, as at 6r, Fig. 64. 



CHAPTER XV. 

PROBLEMS WITH CIRCUITS CONTAINING RESISTANCE AND 
SELF INDUCTION. SERIES CIRCUITS AND DIVIDED 

CIRCUITS 

Prob. I. Effects of the Variation of the Coostants B and X in a Series 

Circuit. R varied. L varied. 
Prob. n. Series Circuit. Curreut given. 
Prob. III. Series Circuit. Idi pressed E. M. F. given. 
Prob. Ilia. Me:i.>uiiemcnU ou a Series Circuit. 
Prob. IV. Divided Circuit. Two Bmncbes. Impressed E. M. F. given. 

Equivalent Resistance and Self-induction defined. 
Prob. V. Dividt^i Circuit. Any Number of Branches. Impressed 

E. M. F. given. Equivalent ResisUmce and Self-induction 

obtained for Parallel Circuits. 
Prob. VI. Divideil Circuit. Current given. First Method: Entirely 

Grapliiail. Second Method: Solution by Equivalent S 

an<l L. 
Prob. Vn. Effects of the Variition of the ConsUnts R and Z in a Divided 

Circuit of Two Bnmches. R varied. L varied. Limiting 

Caries. ConsUiut Potential Example. Constant Current 

Example. 

Problem L EITeets of the Variation of the Constants 

It and L in a Series Circuit. 

Before taking up the problems proper which arise in 
(•oniiection with the investigation of circuits containing 
HiHiHtance and self-induction, it will be well to first con- 
sidor the changes which occur when the resistance is varied 
and the coefficient of self-induction kept constant, and those 
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which occur when the self-induction is varied and the 
resistance kept constant. The limiting cases, when the 
resistance or the self-induction approaches zero or infinity, 
will be shown, so that the following problems may be 
applied to such limitiug cases without the confusion which 
might otherwise arise. 

Eesistance Varied. 

Let us suppose that the ohmic resistance is varied in a 
circuit in which the self-induction is kept constant. 

Let OAC\ Fig. 52, represent the triangle of E. M. F.'s 



fturrent when o 




Fig. 52. — Variation of Resistance and Self-induction in a Series 

Circuit. Problem 1. 



for the circuit when the resistance is R. Divide C bv li 
to obtain the current / equal to B, Draw the line O D 
of indefinite length perpendicular to the E. M. F. A in 
the direction of lag. The aii^le 1) C\ beinjjj the comple- 

ment otAOC, is therefore tan ' ^y^- Draw B E perpendicu- 



L 



CO 



lar to OB and let it meet the line O D m k\ Then in the 

Ji J 

right triangle B E the side B E equals -= — ; for J5 



equals /, and tan EOB equals j 



R 



00 
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It follows that the hypotenuse, O E^ of this triangle is 

E 
equal to -j — , and is, therefore, a constant entirely inde- 
pendent of any variation in the current /, or resistance R. 
Taking the square root of the sum of the squares of the 

sides OB and B Ey we obtain 



OE=Volt + BE' = IyJ\ + ^. 



From equation (29) we have 

E 



/ = 



VR' + Vco'' 



Therefore 



0E = 



E / ^_ _ E 

vip^u^^y ^ + z' a,« - z^ 



Now, since the side O B ol the right triangle OBE 
always represents the current /, and the hypotenuse O Eis 
ijulepeiulent of the current or the resistance, it follows that 
the current is always represented by a vector O B inscribed 
in the semi-circle OBE, for any possible variation in the 
roHistance. The arrow shows the direction of change as li 
in creases. 

In the particular cases when B is infinite or zero we 
see clearly by this figure the limiting values of the current 
When li is infinite the current is evidentlv zero. When 
7** approaches zero (or, what is approximately the same 
thing, becomes very small compared with the self-induc- 
tion) (J B approaches E, and in the limit the current 
becomes 

L CO 
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When the circuit contains no ohmic resistance we see, 
first, that VA= A, that is, the impressed E. M. F. is 
eqnal ioL a) I, the E. M. F. of self-induction ; and, second, 
that the current lags 90° behind the impressed E. M. F. 
These relations, here geometrically shown, are analytically 
expressed in equation (337). 

Self Induction Varied. 

Suppose the coefficient of self-induction is varied in a 
circuit in which the resistance is constant ; we wish to find 
how the current changes. 

In the same figure, 52, prolong the line E B to i^ until 
it meets the impressed E. M. F. A prolonged. Then 

the line B F mxiBi equal —^"j since tan ^Oi^ equals -^. 

The hypotenuse OJ^ is, therefore. 



OF = y/OB' + Br = I^lJ^^^, 



But from (29) we find 



/ Don'' E 

E 

Therefore, F = ^. 



Since the hypotenuse F\% independent of the current 
/or the self-induction Z, and is a constant for any variation 
in L, it follows that the current is always represented by a 
vector, B^ inscribed in the semi-circle O B F, for auy 
possible variation in the self-induction Z. In the figure 
the arrow shows the direction of change as Z increases. 

We easily see what the value of the current is in the 
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limiting cases where L is infinite and zero. When L ap- 
proaches infinity, the current approaches zero. When L 
approaches zero, the vector O B approaches O F^ the 
E. M. F. necessary to overcome self-induction is zero, 

E 
and the current follows Ohm's law, being equal to -t^ 

That the construction of Fig. 52 is consistent with the 
equations is further shown by the following relations. 

(338) EF'^\E-B + BF\'=\^+^^y 

(339) ^'+^ = 2l^+5 = 2^(^+^'""> 

Equating (338) and (339), we find 

E 



r{Ii'+Eca') = E', or / = 



Vli' + Z'co'' 



a result which is identical with that analytically expressed 
in equation (335). 

It is seen that in the limiting cases, where the resist- 
ance or the self-induction approaches zero or infinity, the 
triaii<^le of electromotive forces becomes two superimposed 
straight lines, tliat is, one side becomes zero. In most of 
the following problems only the general cases are discussed 
in which the circuit contains a finite resistance and self- 
induction. The constructions may be modified, however, 
according to the principles just set forth, so that the solu- 
tions given may be applied to the limiting cases referred 
to. Although in some cases it may require a little thought 
and care to make this modification, it has been deemed 
unnecessary to show its application to each particular 
problem. 
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Problem II. Series Circuit. Current Given. 

Let there be a circnit, Fig. 63, having n different coils 






r — awn^^n* — 33 



R.|L, 
Fig. 63.— Problem II. and Pboblbm III. 

in series, with resistances R^, B^, etc., and self-inductions 
Z, , Z, , etc. It is required to find the impressed E. M. F. 
necessary to cause a current / to flow through the coils. 
In Fig. 54 make OA equal to the jcurrent flowing. 




■►/ 



Fio. 64. — Problem II. and Problbm III. 



Multiply this by B^ and lay off OB equal li^f, which is then 
the effective E. M. F. in the first coil. Draw B C perpen- 
dicular io OA in the positive direction, or direction of ad- 

vance, and make the anglp BOO equal to &^ = tan"* -jt-' 

Then B C is the triangle of E. M. F.'s for coil one, and 
Ea is its impressed E. M. F. Similarly lay oS CD parallel 
to OA and equal to B, /, and then make the angle DOE 
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It^ CD 

equal to ^, = tan"' ^— . This triangle C DE then repre- 

senta the triangle of £. M. F/s for the second coU, and E^ 
its impressed E. M. F. In a similar way we may go ou 
constructing triangles of E IL F.'s for each of the n coils 
until we tinally rejich a point (r, which is the end of the line 
representing the impressed R M. F. in the last coil. If we 
draw the Une O G, it must be the impressed E. M. F. of 
the source, which we wished to find, as it is the sum of all 
the n ilifferent falls in potential for each coil. Indeed, this 
will be evident from the following. If we lay off B H 
= CAand HK=FF, we find that UK=RJ+B,I 
-f- etc. = 12 R,^ And, similarly, K G = Z, a) /+ L^(mj I 
-|- etc. = CO 12 L. If we replace all the n different coils by 
a single coil whose resistance is the sum of all the n resist- 
ances, viz., 2 7?, and whose coefficient of self-induction is 
the sum of all the n coefficients, viz., 2 Z, we find that G 
is the impressed E. M. F. necessary to cause the given 
current / to flow, and O K G is the triangle of K M. F.'s 
for the equivalent coil. 



Problem III. Series Circait. Impressed E. M. F. Given. 

First Method. — The circuit being the same as in Prob- 
lem IL, Fig. 53, it is required to find the current, /, which 
a given impressed E. M. F. will cause to flow. 

We may solve this problem by constructing upon the 
given E. M. F. OG, Fig. 54, the triangle OKGso that the 

2 L CO . — 

angle at is tan' -^^-jf- The side OK is then equal to 

12 /?. The current /^ = OA, is then found by dividiug 
?7:^by 211 

Tlie impressed E. M. F.'s, E„, E^, etc., of the several 
parts of the circuit are found as in the previous problem^ 
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The total eflfective E. M. F. represented by K is divided 
in proportion to the resistances -B, , 5, , etc., into the parts 
OBy BH, etc., representing the effective E. M. F. in the 
several parts of the circuit. The impressed E. M. F.'s are 
obtained by erecting upon O B, B Ily etc., the E. M. F. 
triangles B C, C D E, etc. 

Second Method, — It is sometimes more convenient to 
solve this problem in the following way. Assume that a 
certain current is flowing in the circuit, then find the 
E. M. F. required, by the method of Problem II. Now if 
the whole figure be magnified or diminished in proportion 
until the E. M. F. thus found is made equal to the given 
E. M. F., then the current will be that due to this given 
E. M F., which is the required current ; for, it is evident 
that if we change either the E. M. F. or tlie current, the 
other is changed in proportion, and indeed the whole dia- 
gram is changed in proportion. 

Problem Ilia,— Measurements on a Series Circuit, 

One of the simplest and also oiie of the most important 
cases of series circuits which is met with is that of a non- 
inductive resistance in series with an inductive resistance 
as illustrated in Fig. 54a. The corresponding diagram of 
E. M. F.'s is given in Fig. 54ft, in which OB and B A rep- 
resent E^ and E^y the E. M. F.'s impressed upon the non- 
inductive and inductive resistances, respectively, and O A 
represents E, the total impressed E. M. F. The inductive 
circuit if, Z, may be the primary of a transformer or any 
inductive circuit whatsoever. From the values of E^ E^ , 
and ^,, which are readily obtained from three voltmeter 
readings, and the value of the non-inductive resistiince /?, , 
we can ascertain the following quantities : the angle 6 by 
which the current lags behind the impressed E. M. F., E\ 
the angle 0^ by which the current in the inductive part of 
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the circuit lags behind the E. M. F., E^ , impressed npon that 
part ; the impedance, resistance, and self-indnction of the 
inductive circuit (in the case of a transformer it is the 
apparent resistance and self-induction which is found) ; and 



■>•♦■ 







Figs. 54a, 546. 



R.I C 



the power expended in each part of the circuit and in the 
whole circuit. 

From the values Ey E^ , and E^, the triangle A B i% 
drawn, and upon O A the right triangle C A is erected by 
producing B to C. 

The resistance -ff, is obtained thus. B = B^ ly B 

= B, L Therefore, B,\ B,:: OB : BC. For B, we may 

E 
write V. The resistance ff, is then 



^~0B'~ OB I' 

The angle by which the current lags behind the 
E. M. F. impressed upon the whole circuit is found from 
the geometry of the figure. By trigonometry, 

E,' = E'+E,' -2 EE cos 0. 
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Whence cos d = — — ^ A ^ — -. 

The angle ^, , by which the current lags behind the 
E. M. F. impressed upon the inductive part of the circuit is 
similarly found from the trigonometrical expression 

E' = F; -{-£,' -2 E,E,cos OB A. 

From this it follows that 

cos d^= —• cos B A = ^ F F — ~' 

In the non-inductive portion of the circuit, the current 
is in phase with the E. M. F. and 0^ = 0. 

The value of the self-induction of the inductive circuit 
is obtained from the values for li, and 0^ given above, 

and from the relation tan 6^ = —^ — . The value of the 

expression L, a?, called the inductive resistance in contra- 
distinction to ohmic resistance, may be given in ohms. 
To find Z,, 0^ is first found from the expression given 
above for cos 6^ by means of trigonometry tables, and 
tlie tangent of the angle is then found, also from the tables, 

and equated to —^ — , from which Z, may be readily cal- 
culated. 

An explicit expression for Z, in terms of I^\ , Z', , and Z' 
may be found as follows. From the figure it is seen that 

F* F 

Z, = Y^BinO,= Y^ VI - cos' (f,. 
Ico ' J a> ' 

"When the expression given above for 6, is substituted in 
this expression, it becomes 

1 
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Inastunch as the expression involves the differences 
of the fourth powers, it does not afford as accurate a 
%nethod for determining self-induction as that given in the 
preceding paragraph. 

In these expressions, E, E^^ E^y and / represent maxi- 
mum values, but in the above cases the expressions would 
be the same if the virtual values were used, that is, the 
square root of the mean square of the instantaneous values 
[see page 38], which are represented by /, E, etc. This is 
because the values of the above expressions all depend 
upon the ratio of the quantities in such a way that if each 
quantity were multiplied by the same constant, the values 
of the expressions tliemselves would remain unchanged. 
It is therefore immaterial wliether •maximum or virtual 
values are used. 

In obtaining the expressions for the power expended in 
each portion of the circuit the virtual values will be used, 
inasmuch jis these are the values usually obtained from 
alteruatiug-curreut measuring instruments. The general 
expression for the power expended in a circuit is [see (195) 
and (19f>)] 

W = i j^ / cos 6> = ^Vcos e, 

where 6 is the angle of lag between the E. M. F. and the 
current. 

In the non-inductive resistance the angle of lag is zero 
and the power is, therefore, 

M\ = Ej. 
The power expended in the inductive part of the circuit is 

w^=Ej cos (i,= ^(T -e: --£:) 
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The power expended in the whole circuit is 

It is evident that the power expended in the whole circuit 
is the sum of tlie power in each part, or 

This method of measuring power is known as the three- 
voltmeter method and was apparently suggested by Mr. 
Swinburne and by Prof. Ayrton and Dr. Sumpner at about 
the same time. The method is applicable to any circuit 
whether the E. M. F. is harmonic or not.* For maximum 
accuracy ^, = ^, . 

Problem IV. Divided Circuit. Two Branches. 
Impressed E. M. F. Given. 

Let us consider the problem of a divided circuit having 
two branches in parallel as indicated in Fig. 55. Each 




Fig. 55.— Problem IV. 

branch contains self-induction and resistance, and there is 
an impressed E. M. F., Ey between the terminals M and N ; 

*8ee " The Measurement of the Power given by any Electric Current 
to any Circuit:" Prof. Ayrton and Dr. Sumpner; Proc. R(*y. Sae., Vol. 
XLIX., 1891. p. 424. 
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it is required to fiud tlie icaiu current, I, and the carreDts 
/, and /, iu the branches. 

Fig. 56 shows how to find graphically the main and 
branch cnrrents when the impressed £. H. F. and the resis- 
tance and self-indactioD of each branch are given. 




Pig S6.— Problrk IV. 

Since the impressed E. M. F. at the terminals of each 
brancli is known, each may be separately treated as a 
simple circuit containing resistance and self-induction by 
the method previously given in Fig. 50. 

Draw A equal to the impressed E. M. F., E. Make the 



angled 05 =^, = tan-' 



in tlie negative direction such 



that it is an angle of lag. Then the right triangle OB A 
is the triangle of E. M. F.'s for the first branch, A is the 
E. M. F. necessary to overcome resistance, and B A that 
necesnary to overcome the self-indaction. In a similar *ay 

we may lay off the angle AO C= (f, = tan"' -^ to repre- 
sent the angle of lag in the secoitd branch, and then 
construct the triangle OCA, whicli will represent the 
E. M. F.'s in the secoud branch. Since these are right 
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triangles, the points B and C lie on the circnmference of a 
circle whose diameter is O A, Since the effective E. M. F., 
JS, /, , in the first branch is B, the current is i>, equal 
to B divided by B^. Similarly the current /, is O A\ 
equal to divided by Ji^. Now the current in the main 
circuit at any instant is equal to the sum of the currents in 
the branch circuits at that instant. Construct, therefore, 
the parallelogram upon the sides D and O E, The diag- 
onal F represents the main current, /, for its projection 
at any moment equals the sum of the projections of the 
two sides D and 0~Ey which projections represent the 
instantaneous values of the current in the two branches. 
From the geometry of the figure it follows that 



E=I, VB; + L; «' = /, VB,'+ L: od' = I Vli' ' + /J'gj\ 

It is seen that the current in each branch is inversely pro- 
portional to the impedance. 

This diagram gives the (Complete solution of the problem 
of the divided circuit. The currents /, and /, in the 
branches lag behind the impressed E. M. F., A', by angles 
6^ and ^,. The main current, /, lies between these, making 
an angle ^ with E. It is evident that the maximum value 
of the main current, /, being the longest diagonal of the 
parallelogram whose sides represent the currents in the 
branches, is greater than the current in either branch. 
Since the currents differ in phase, at certain parts of a 
period it happens that the current in a branch is greater 
than the main current, for when the main current is zero 
the branch current may have a considerable value. 

Equivalent Eesistance and Self Induction. 

Suppose that instead of the two parallel branches which 
have been considered, a single circuit be substituted for them 
whose resistance, B\ and self-induction, L\ are such that 
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the same current as before will flow in the main line. Then 
G A must represent the triangle of E. M. F.'s for this cir- 
cuit, since the impressed E. M. F. is O A, and the effective 
E. M. F. is 6r, in the direction of the current, and the E. M. F. 
G A to overcome self-induction is at right angles to the 
current. The resistance, Ji\ and self-induction, Z', of the 
equivalent simple circuit — that is, a circuit which allows the 
same current to flow in the main line — are called the 
equivalent resistance and equivalent self-induction of the 
divided circuit 

The values of this equivalent resistance, B', and self- 
induction, L\ may easily be found in terms of the resist- 
ances and self-inductions of the branches. This will be 
deferred until after the discussion of the following problem, 
in which the solution is given for any number of circuits 
connected in parallel. 



Problem V. Divided Circuit. Any Number of Branches. 

Impressed £• M. F. Given. 

Let the divided circuit MN, Fig. 57, have n branches 




Fig. 57.— Problem V. and Problem VI. 

in parallel, each containing resistance and self-induction, 
with an impressed E. M. F., E, between the terminals M 
and N. The currents /,,/,,... /^ in each branch may be 
constructed as in Problem IV., where there were only two 
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branches, and the resultant current, 7, in the main line 
found, since it is the geometrical resultant of the n branch 
currents. Fig. 58 is constructed as follows. Draw a semi- 




FiG. 58.— Problem V. and Problem VI. 



circle upon the impressed E. M. F., OA, and lay oflF the n 
different angles ^, , ^, , . . . ^n in the negative or lag direc- 
tion, which represent the lag of the current in each branch 
behind the impressed E. M. F., E, This will give n differ- 
ent right triangles OBJ, CJ, D A, etc., which repre- 
sent the E. M. F/s in each branch, the sides of which 
represent the effective E. M. F., the E. M. F. to overcome 
self-induction, and the impressed E. M. F. Now the cur- 
rents /, , /,, /, , etc., or F. O G, OH, etc., are found by 
<lividing the effective E. M. F.'s B^ /, , -ff, /, , 7?, /, , etc., or 
O B, Cy J), etc., by the resistances ^, , 7?, , R^, etc. 
The resultant current, /, or O Z, is found by taking the 
^geometrical resultant of all the branch currents, F, G, 
Hj etc. This construction is shown by the closed poly- 
gon FJKL, each side of which is equal to a branch 
<3urrent. By this construction it is evident that, since the 
-angles F J, F J K, etc., must be each greater than a right 
angle, the maximum resultant current, 7, or O Z, is greater 
than any of the branch currents. During a certain portion 
of each period, as before explained, the instantaneous value 
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of the resultant current is less than the instantaneous value 
of the current in any one branch. 

Equivalent Besistance and Self-induction of Parallel 

CiBcurrs. 

In this case, as in the previous one, suppose that a 
single equivalent circuit is substituted for the n parallel 
branches having such a resistance, R\ and self-induction, 
L\ that the current in the main line is not changed either 
in magnitude or phase. The values of this equivalent 
resistance, R\ and equivalent self-induction, Z', may 
easily be found in terms of the resistances and self-induc- 
tions of each branch. In Fig. 58 the triangle MA must 
represent the triangle of E. M. F.'s for the single equivalent 
circuit substituted for the system of parallel branches, if 
the resultant current O L is to be the same ; for, the effect- 
ive E. M. F., /?'/, is in the direction of the current OZ, and 
is therefore equal to O 31, since the E. M. F. to overcome 
the self-induction. Zoo I or JH A, is perpendicular to the 
current. 

To find R' and L\ as well as the tangent of the angle 
which the main current makes with the impressed E. M. F., 
we may proceed as follows. 

If we take the projections of the currents /,/,,/,, etc., 
upon the line O A, we obtain the equation 

(340) I COB 0= /, cos 6^, + /, cos ^, + . . . = 5 /cos A 

If we consider the projections of the currents upon a 
line perpendicular to A, we obtain 

(341) I sin 6 = /, sin 6>, -f /, sin 6>, + . . . = 2 ^^^ ^• 
Since all the triangles DBA, C Ay etc., are right 
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triangles, the following values for /, /, , /, , etc., and for 
cos ff, cos 6", , etc., sin 0, sin #, , etc., will be evident. 

(342) /= ^ 



E 



I. = , ^ — : , etc. 

VR: + 4' <»' 

(343) . cos «» = ^ , 

cos (7, = =■ , 

COS ^, = — ===r==^„ etc. 

vr: + z,' (» ' 

(344) sin » = 



sin 6'. = 



f^i?" + Z"(»'' 



. „ z, <» 

sin 0, = - , 

* VR: + Z,' «'' 

Substitating these values in (340), we have 

I cos e R' 



etc. 



(345) 



'W - R'* -\- L" oo' 



i?,' + Z,'(b' "1"^?," + /, u ^.7?" +'Z'<»' 
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Making a similar substitution in (341), we have 

I sin L on 



(346) 



E -i?" + Z'*(B* 



Z, a? L*oa _ ^™ Lot 
- i?.' + Z>' ^" Z*,' + Z,' a,' + ^B' + Z" «•• 



For brevity, let 




i? 



(347) ^^R^Dw* - ^' 



(348) and ^^^_=5a^ 
Dividing (346) by (345), we have 

(349) tan d = ^. 
From equations (345) and (346), we have 

R' •+ Z' •«• ~ ^' 

Z'qj 
*°<1 i?"+ Z" 0,' = ^ '"• 

Comparing these with the values of cos ^ and sin in (343) 

and (344), we obtain 

(350) ^ = ^-54^, or i?' = «4i, 



(351) and i? (w = ->—--, or L co = -77— . 
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For cos" 9 and sin' we may substitute the ralues 

1 1 J« 

cos* = 



1 + tan'^" ^(i^'^^' + ^'w'* 
sin S = 



1 4- cof (9 ~ ^' ~ .4'+ B' oo' ' 

Making these substitutions, equations (350) and (351) be- 
come 

A 



(352) jB' = 



(353) roo = 



Boi) 
A' + J?" a>" 



These expressions, (352) and (353), enable us to calculate 
the equivalent resistance and self-induction of any number 
of parallel circuits when we know the resistance and self- 
induction of each. The angle of lag of the main current is 
found from (349). These same analytical results were 
otherwise obtained by Lord Rayleigh, and given by him in 
a paper on " Forced Harmonic Oscillations of Various 
Periods" in the Philosophical MagazinCy May 1886. The 
present demonstration was first given by the authors in the 
Philosophical Magazine for September 1892. 

Problem VI. Divided Circuit. Current Given. 

Suppose we have a number of circuits, each containing 
resistance and self-induction, connected in parallel as in 
Fig. 57, and we know the value of the current, /, in the 
main line. It is required to find the current in each of the 
several branches. The value of the impressed E. M. F. is 
not known, and so the construction cannot be made in the 
jsame manner as in the problem just discussed. 
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First Method. Entirely Graphical. 

We can, however, assume any value for the impressed 
E. M. F., Ey and make the construction accordingly, as in 
the previous problem. We would thus obtain a value for 
the main current, /, different from the one given. The 
diagram will be correct in all respects except the scale, and 
this must be changed in the ratio of the given value of T 
to the value of / obtained from the assumed impressed 
E. M. F. The true value of the impressed R M. F. and 
the current in each branch may thus be obtained and the 
solution is complete. 

Second Method. Solution by Use of Equivalent 
Kesistance and Self Induction. 

Another solution for this same problem is obtained by 
the use of equivalent resistance and equivalent self-induc- 
tion of parallel circuits. These values for R' and Z' are 
calculated according to the expressions (352) and (353). 
Draw (J if. Fig. 58, equal to jB'/, and draw MA perpen- 
dicular to O M and equal to L'odL The hypotenuse A 
of the right triangle O MA gives us the value of the im- 
pressed E. M. F., E, The further construction is the same 
as before. The angles of lag 6^, , ^, , ^, ,etc., are laid off, 
and the E. M. F. triangle for each branch circuit is drawn. 
The effective E. M. F. and the current in each branch are 
thus readily found. 

Problem VII. Effects of the Variation of the Constants 
B, and L in u Divided Circuit of Two Branches. 

Resistance Alone Varied in Either Branch. 

Suppose the resistance of one branch of a divided cir- 
cuit to be varied and the other constants to remain un- 
changed ; it is required to find the changes in the currents 
(lu»- to this variation in resistance when there is a constant 
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impressed E. M. F. Let the diagram for the divided circuit 
shown in Fig. 55 be represented iu Pig. 59, where the same 
letters represent the same points as in the diagram. Fig. 56, 
already given for the divided circuit. 

If the resistance 7?, is varied, it is evident that the effec- 
tive E. M.F. OB always lies on the semi-circle OB A, and, 
as this branch may be regarded as a single circuit having a 
constant £. M. F. and a resistance which is varied, the cur- 




Pia. W.— Vabtatioii of Bbbistance and Self- induction ik t 
Dtvtdsd CiRcnrr. Pkobi-km VII. 



rent /, always lies on the semi-circle D H, whose diameter 
is DTff or , (see Problem I.). If li, is the only quantity 
varied, it is evident that the resnltaut main current mast 
lie on the semi-circle EFJ, whose diameter EJ\% eqnal 
to 0^ 

Similarly, if .fl, is varied alone, the current /, must lie 
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£; 

on the semi-circle EK. whose diameter is O-K" or -^ — . 

The resultant Tnain current will then lie on the semi-circle 
D F L. When both resistances are varied at the same 
time the currents /, and /, lie on their semi-circles D H 
and E K\ but the resultant or main current has no par- 
ticular locus. 

The arrows on the curves, showing the effects of a varia- 
tion of the resistance, indicate the direction of the change 
as the resistance increases. * 

Self Induction Alone Vauied dT Either Branch. 

Regarding each branch of the divided circuit, ha\dng a 
constant difference of potential at its terminals, as a single 
circuit, it is evident that any variation of L^ alone will cause 
the current vector /, to lie upon the semi-circle O D My 

E 

whose diameter is -^ (see Problem I.). Any variation of 

i, alone will cause the resultant main current vector, /, to 
lie upon the semi-circle EFN. 

Similarly, when L^ alone is varied, the current /, lies 
upon the semi-circle OEP^ and the resultant current / 
upon the semi-circle D F Q. If both i, and i, are simul- 
taneously changed, the currents /, and /, still lie on their 
circles D M and O E P, respectively, but the resultant 
current / has no particular locus. 

The arrows on the curves, showing the effects of a varia- 
tion of the self-induction, indicate the direction of the 
change as the self-induction increases. 

Limiting Cases. 

This diagram enables us to see what the currents will 
be in the divided circuit in the limiting cases when the 
resistances or self-inductions approach infinite or zero 
values. As a particular instance, suppose it happens that 



RESISTANCE AND SELF INDUCTION 245 

Z, is zero, and JS, is very small compared with Z,. This 
means that there is self-induction alone in one branch and 
resistance alone in the other. The current 7, would then 
be represented by OH, and 7, by P, and the main cur- 
rent, 7, by the resultant of these. 

Constant Foteniial Example. — As an example, suppose 
there is an incandescent lamp, Fig. 60, of 50 ohms re- 
sistance i?,, and a coil whose self-induction Z, is .5 

henrys shunted around the lamp, the terminals of which 
are subjected to a constant difference of potential of 60 
volts. What are the currents through the lamp, coil, and 



; 






Li 



Fig. 60.— Problem VII. 

the main line ? Suppose that oo = 1000. We may calcu- 
late 

^_50_ 

It ~ 50" '* 



E 50 _^_r 

*^^ Z, a? - .5 X 1000 "" --^ - ^*- 



E 

Make O P, Fig. 61, equal to -^ = 1, and ninety degrees 

E 

behind it make 0H= j^ — = .1. The resultant current 



O 8 is easily calculated, thus : 

08 = VWF~+WW" = /I + .01 = 1.005, approx. 
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If the incandescent lamp should break, the current /^ 
through it would be stopped and the main current reduced 
to O Uy equal to .1 amperes. 




< 50Votts- 

-1 Ampere- — 



Fig. 61.— Constant Potential Exabcple. Problem VII. 

Constant Current Example. — Suppose that, instead of 
being subjected to a constant potential, a divided circuit, as 
Fig. 60, is supplied with a constant current. Let the main 
current be maintained constantly at ten amperes. It is re- 
quired to find the branch currents and the difference of 
potential at the terminals. Let it have a resistance -ff, of 
two ohms, and let the self-induction of the choke-coil be. 02 




o HTTr 



10 Amperes 



•^B 



Pig. 62.— Constant Current ExaM^'le, Problem VII. 

henrys. Using the first method of solving the problem of 
the divided circuit when the current is given. Problem VI., 
we may assume an impressed E. M. F. A of ten volts. 
Following the same construction in Fig. 62 as in Fig. 61 for 
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the solution of tlie constant potential example, we may 
calculate 

| = ^«=5 = 7, = C>P. 
L 10 



^"•^ Zr^ = M^Tdoo = -^ = ^- = ^^- 



The resultant O S is calculated thus : 

6^^ = VWT~+TF = ^/25 + .25 = 5.025 amperes. 

Since the main current should be ten amperes, it is neces- 
sary to magnify the whole diagram in the ratio h7u>k» ^^ 

order to find the true difference of potential at the ter- 
minals, and the true branch currents. This makes the 

impressed E. M. F. 10 X -Fao^ equal to 19.9 volts ; the cur- 
rent /, equal to 9.95 amperes ; and /, equal to .995 amperes. 
Since the current and the E. M. F. are in phase, the energy 
consumed by the lamp is equal to 19.9 X 9.95 = 198 watts. 
The energy consumed by the choke-coil is almost nothing, 
since the current I^ is almost at right angles to the im- 
pressed E. M. F. 

If the lamp filament should break, the current /, would 
be suddenly stopped and the whole current B of ten 
amperes would flow through the coil. The potential 6^ at 
the terminals would suddenly become much greater, large 
enough to overcome tlie E. M. F. of self-induction Z^ co /, 
that is, .02 X 1000 X 10 = 200 volts. 

Thus the choke-coil shunted around the lamp consumes 
but little energy and prevents the current from being inter- 
rupted when the lamp breaks. In case the lamp does 
break, however, there is the sudden rise in potential as 
shown above. 



CHAPTER XVI. 

PROBLEMS WITH CIRCITTS CONTAnOXG RESISTANCE 

AND SELF-IXDUCTION. 

COMBIXATIOX CIRCUITS. 

IVv^b. VIII. S-Tiis :inil I^inilitl Cin^uitsi, Impressed E. M. P. griven. 

S»iur.«»i: by Eii:nv»U-nt i?and L, 
Pr\>?». IX Si»rio> ,Mui Faiullii l*ircuiis. Current given. Solutiou by 

Pt.^S. X. K\i! -i»:'. -f Pr.l.;.iu< VIII ana IX. 

P; l» XI. > ::i^ :inl Para. ♦ 1 Ciriuit'i. Eutiix'Iy Graphical Solution. 

Pr»»l». XII M;;.ip\' An- Ar::i!ii:t iiivut. 

Pnibloiii VIII. Sorios and Pairallel Circuits. Impressed 
K. M. r. i;i>t'ii. Solution by I'se of Kquivaleut Kesist- 
ani'o and Self induction. 

riioni.KMs jirisiu': tVom oombiuatioiis of series and paral- 
lel liivuits an' ivjulily solvtul by the repeated application 
of tli»^ foiv^oiiij^ niotlu>ds. Let ns consider the case wliere 
two systems of parallel circuits are joined in series, as in 
Fi^. i\X Tlie resistance and self-imluction of each branch 
is ^iven antl tlio total ini])ressed E. M. F. It is required to 
tind the current in the main line and in the branches. 

The equivalent resistance and self-induction ^„' and Z^' 
between M and X, and /»*,/ and Z,,' between N and 0, are 
readily found according to the forniuhe (352) and (353). 
We can now treat the problem as that of a series circuit, as 
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in Problem III., aud ascertain the impressed E. M. F. 
between M and N and between N and 0. 




Fio. 63— Problem VIII. 



Upon the impressed K M. F., O A, Fig. 64, draw the 



right triangle O B A such that tau AO B = 



K' + K' 




Pig. 64.— Probleu VIII. and Probleu IX. 



Then B is the E. M. F. effective in overcoming the resist- 
ance Ra + lib »iid may be divided at C so as to show the 
E. M. F. effective iu overcoming each. 

(TC-.CB ::B,- : B^'. 
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OCis the IL iLF. effeetire in oTercoming the resistance 
BJ . Draw CD perpeniiicalar to Ot\ and complete the 



righttriangle />rA^ that tan Z)/>C=-^. ODisibe 

impressed IL M. F. between the poiniB Jf and S, and D J 
tke impressed £. M. F. between X and O, Knowing the 
impressed E. iL F-, J^. , between JTand JT, we can obtain 
the currents / and /^ in the branches bj tiie method fnllj 
explained in Fboblex IT. and Pbobuem Y. On the diameter 



O />. the H 3L F. triui^es *jFD and O G D are drawn 

with an^es of la^ aceordin^ to the constants of each 

branch. Trie eurrenti? / . /, . and / are found bj diriding 

the eifecUT^r H M. F/s bj the resc^euLcec^ R.. E^^ and J?. , 

respectiT^iljr. In th^ >ame waj^ the tl 3L F. triangles D LA 

an^i D P A are erected on the Kae D A^ which represents 

I^ . the ei5?ctiTe E. 3L F. between 3^ and tK The currents 

I, -kud l^ xr^ tiiea 5.>a!id and we h^&ve the cooipiete solution 

of tile problem^ 



t«tT 



^ ITs* •*" 



5>appo»se thai w»* ijtT^ tae !«ame acranicement of czrcwiis 
5^ toiit ^Ttj>c J5etjcrtbe%I iail sa.. wti it Fiij. «SL ami dsat die 
^•^i^ correiK;. L b> ^ctv^n. It i>^ rvum>HZ tao lEnti tbe cmrrest 
^ eifcca ?riaca. TUw s».-i-xscn i»c sae part b««w««iE Jfasd 

^, -' -' Ou :■ -i,« V iL If 2:..u,;cr«:^ -^TT'. '^^? Sire 
f*'!'^ *'''' *-^'* -*>aia«-<. :, r >«ii.v,-.*< >a^ wa :*> .'«ui»i 
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D P Ay are then erected on D A, and the solution for 
branches three and four obtained in the regular way. The 
line connecting and A gives the total impressed 
E. M. F., K 

Problem X. Extensiou of Problems VIII. and IX. • 

The solution given in Problem VIII. may be applied to 
any combination of circuits in series and parallel. Let us 
consider a combination of circuits such as that shown in 



mnrvvws 




Fig. 05.--PKOBLEM X. 

Fig. 65, having a given impressed E 31 F between the points 
if and P. The circuits may be divided into three parts, 
MNy N 0^ and OFy and the equivalent resistance and self- 
induction of each obtained [see (352) and (353)]. The im- 
pressed E. M. F's., -&„, -Ei, Ec<, of each portion can now be 
laid off, Fig. 66, according to the method given for series 




(R;-tR^R;)i 
Fig. 66. —Problem X. 



circuits, Problem III., and a semi-circle erected upon each, 
as was done upon E^ and E^, in Fig. 64. Each portion of the 
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circuit is now treated separately according to the method 
for parallel circuits, Problem V. In each semi-circle the 
various E. M. F. triangles are drawn and the currents in the 
several branches found. 

If the miiin current is given in an extended system of 
conductors, as in Fig. 65, the solution is obtained, as in 
Problem VIL, by dividing the system into its several sets 
of parallel circuits and treating the separate sets, MNy 
N O, F, independently. 

Problem XI. Series and Parallel Circuits. Entirely 

Graphical Solution. 

In the previous treatment of the problems arising from 
combinations of circuits in series and parallel it was neces- 
sary to find analytically the values of the equivalent resist- 
ance and self-induction of each set of parallel circuits, and 
the solutions were, therefore, partly analytical and partly 
graphical. They may be obtained, however, by entirely 
graphical methods, if we assume some value for the current 
in a particular branch or assume its impressed E. M. F., 
solve a portion of the system of conductors accordingly, and 
then correct the scale as required by the given conditions of 
the problem. Various ways of doing this suggest them- 
selves as preferable according to the nature of the problem. 

By Assuming Various Impressed E. M. F.'s. 

Given the main current, /, in a system as shown in Fig. 
67. Let us assume any value we please for the impressed 





'• ,, ^" ■ 


r, ^' ,. 


r ^^ 1 


E. 




u'j 


1. 


U 






6065. 






"-M It 


'^flflOT^^^ 


! AOOtt ] 
1 oooo 't : 


"VW^ 






.099 0.i-- 







B C 

Fig. 67.~PROBiiEM XI. 



E. M. F., El, , then erect, on a line repres:enting Ei,, the E. 
M. F. triangles for branches one and two, and thus find 
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the currents I^, T^y and /, due to this assumed E. M. F. 
The value thus obtained for the main current, 7, will be 
different from the given value, and the assumed E. M. F., -F^ , 
must be changed in the ratio of the given value of I to the 
value obtained from the assumed value of E^,. This amounts 
to changing the scale of the drawing. The solution is thus 
obtained for the part between B and C. The several 
other portions C D, D E of the system are separately 
treated in the same manner and thus a complete solution 
obtained. 

If we were given the total impressed E. M. F , E, and 
not the main current, /, a convenient graphical solution 
would be obtained by assuming some value for 7, solving 
as in the previous paragraph, and then changing the scale 
according to the ratio of the given value of the impressed 
E. M. F. to the value thus obtained. 



By Assuming the Current in Certain Branches. 

Instead of assuming the E. M. F. impressed at the ter- 
minals of each part of the system, we may assume the cur- 
rent jflowing in any one branch of each parallel set of con- 
ductors. The complete graphical solution by this method 
of a combination circuit representing in Fig. 68 is given, 

R,L, 



R.L, 



^ O 






Fig. 68.— Problem XL 



to illustrate the principles already given. The total im- 
pressed E. M. F., E, is given. 
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lu Fig. 69 any assumed line OA\b drawn to represent 
the current in the branch whose resistance and self-indue- 




Fig. 69.— Problem XL 
The Solution for Circuits 
Between A and B, Fig. 68 




Pig. 70.— Problem XI. 

The Solution fob Circuitb 

Between C and /), Fig. 68. 



tion are R^ and Z, . O A is then multiplied by R^ and pro- 
duced to B. Then (TB = RJ, is the effective E. M. F. in 
branch cue. Draw B perpendicular to O B in the direc- 
tion of advance and make it equal to Z, (»/,. Then O Cm 
the impressed E. M. F. necessary to drive the assumed 
current through branch one. Now having this impressed 
E. M. F., we can draw the E. M. F. triangle, O D Ay for 
branch two, and obtain the current O Z' flowing in the second 
branch by dividing () I) by i?,. The total current I z= O F 
is then the vector sum of Z, and /, ,or of O A and O E, 

For the parallel system between I) and C (Fig. 68), the 
same process is followed, and in Fig. 70 6^ ^ is first assumed 
as the current branch in three, and O F finally found to 
be the total current flowing between C and D (Fig. 68). 
Since these two parallel systems are in series, tlie total 
current, F (Fig. 69), flowing between A and B (Fig. 68), 
must equal the total current, () F(F\g. 70), flowing between 
(7 and J) (Fig. 68). Hence Fig. 70 is magnified until TFF 
becomes as large as OF, Fig. 69, and is represented in 
Pig. 71. Next the two figures 69 and 71 are combined, as 
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shown in Fig. 72, so that 6>'-F' is parallel with OF^ since 
each represents the same current /. \ the vector sum x>i 




Fig. 71.— Problem. XI. Fio. 70 Enlarged. 

E^ and E^ , is the total impressed E. M. F. at the termi- 
nals A and I) necessary to send the current /. If this 




Fig. 72.— Problem XI. 



figure is now magnified until C is equal to the given 
impressed E. M. F,, the solution of the problem is complete 



'^^ CUtCVITt VOKTAJmUfG 

mid w<r IxAve foimd tLe tmrreuts iu eacL brancL iartbe 
yy^\i*u iuiprffiMied E M. F. 

FroMn^ftt I^IL Mnltipkwaire Ammg ig i iHanL , 

Orajilikal solutionis for ciiH-uit*^ in i»i3rkife> tuidior circintfi 
ill |>jiriill4'l ha%'e lx:)eu beparateJv explidiied at Imigtlt and it 
iiiih \H*Mti teliOMu iiow t}j4r bo]utinij of aiiT couibinictinii of 
i'WnniH ill nnrii^h and parnll^] mux be obtained In- dividing 
tii4' >»\ »»t<riii intr> iU» Mfparate jjarti^ of n^rief- and jiaraliel ar- 
riin^<'ifi<tntfi and hucofHwrelj aj»}»h"infr the fore^oinj: int»ti>- 
od?». T.<<^n? iir<i ouutle»i»<!» combination«» widcL iui|;lit ariw%, 
but Ui<^ holutionhof all d^j^end upon tLe principW ab-tjaJx 
giviMi, liiid it will Kuffic^; ir> fnrtLer iiJufitrate tbeni Irr their 
iipplii'/itiofi to on<* njon- problem of e.f>mbined circTiits. 

Lui UK couHid'^r a HyHteiu of parallel circuits, ^^aeL -mith 
rt*HiHiiinrA*, and Hi-lf -hid action, extending between two mains 
routaiiiiii^ ntninbinc^ and Helf-induction. SncL a fixstemis 
wliowii in Fig, 7*), TIj*j circuits 1, i 3. ^^-tc^ cr»ntain 
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aij<'<t mid «fdf-induction //. Z, , /?, A,, ^, Z,, etc, 
tively. Th« Tt'HiHttituui and K^df-ind action of the 
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//, iiinl L,, for thi* portion //, //^ and Z;^ fur the portion ft, 
I . ivvi i.ii iriicuits 1 and 2, 11^ and L^ for the portion r, etc. 
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The equivalent resistance and self-induction of circuit one 
and that portion of the system beyond circuit one — namely, 
by c, d, etc., and 2, 3, 4, etc. — is R' L' ; for circuit two and 
the portion of the system beyond, the equivalent resistance 





Fig. 75.— Problem XII. 

and self-induction are B" and L" ; for circuits three and 
beyond they are R" and V ; etc. These values of the 
equivalent resistance and self-induction are computed by 
successive applications of the formulae (352) and (353), be- 
ginning at the most distant end of the system. The equiva- 
lent resistance R"" and self-induction L"" are found bv 
adding R^ and L^ to R^ and L^ , respectively, and finding the 
equivalent resistance and self-induction when combined 
in parallel with circuit four. R'" and L'" are found by 
adding R"" and L"" to R^ and L^ and finding the equiv- 
alent resistance and self-induction of this when combined 
in parallel with circuit three. R" and Z", and R and i', 
are similarly found. 

Let us now replace by a simple circuit with resistance 
and self-induction R' and L' that part of the system to 
which it is equivalent. The system then reduces to a series 
circuit (Fig. 74), and its solution is obtained by the method 
for series circuits, Problem III. The complete solution for 
this problem is given in Fig. 76. 

Draw O A = E, On A erect the right triangle B A 

SO that tan AOB — j^ x jf r «»• Find the point G such 
that 



0C\ CB\\R^\ R'. 
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Draw D C peipendicalar to OB, and complete the triangle 
Ot'Dao th*t t»ik DOC= ^ at. Then £, represents the 




Fie. n.— Pkoklbx XII. 



impressed E. M. F. of the portion a of the circuit, and E, the 
impressed E. M. F. of the remaining portion. 



Kow let OS take the svstem as originally shown in Fig. 
73, and replace by a simple circnit with resistance H" and 
self-indnctioD Z" that part of tbe system to which it is 
eqniralent- The system then rednces to the form shown 
in Fig. 75. Tbe coustroction of Fig. 76 is continued as be- 
fore. 

On hA, which represents £', , tbe E. 3L F. impressed at 
the terminals of the two parallel circnits, draw the rigbt 
triangle D F A so that 



tsn^Z^Fz 



Divide DFat G so that 






JJG: GFv.R^: Jl", 
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Constnict the right triangle HD G so that 

tan HD = ^Ga. 

Then Ei, is the E. M. F. impressed in the portion b of the 
circuit, and E^ that impressed on the part of the circuit 
bevond h. 

Repeated applications of this method of construction 
finally give the complete solution of the problem, and we 
have E,^ E^j jF, , etc., as the E. M. R's impressed on the 
circuits 1, 2, 3, etc. ; and Ea, -£),, Ecj etc., as the E. M. F.'s 
impressed on the portions a, 6, c, etc. 

Knowing the impressed E. M. F. on any simple portion 
of the circuit, a triangle of E. M. F.'s can be drawn and the 
current obtained. The E. M. F. triangles on E^, i^i, and E^ 
are already drawn and the effective E. M. F.'s, lia h » ^4 A > 
Hc^o found. The current is found by dividing the effec- 
tive E. M. F. by the resistance. In a similar way the cur- 
rent in each of the branch circuits 1, 2, 3, etc., may be 
found. For instance, on E^ the E. M. F. triangle LN is 
drawn. The effective E. M. F, L iV, divided by the resist- 
ance gives the current, /,. 

The solution of this problem by entirely graphical 
methods could be gone through with, as in some of the 
previous problems, and likewise the problem of the same 
arrangement of circuits with the current in some portion of 
the circuit given. 



CHAPTER XVII. 

PROBLEMS WITH CIRCUITS CONTAINING RESISTANCE AND 
SELF INDUCTION. MORE THAN ONE SOURCE OF 

ELECTROMOTIVE FORCE. 

Prob. XIII. Electromotive Forces in Series. 

Prob. XIV. Direction of Rotation of E M. F. Vectors. 

Prob. XV. Electromotive Forces in PaniUel. 

Prob. XVI. Electromotive Forces having Different Periods. 

Problem XIII. Electromotive Forces iu Series. 

Suppose that in different parts of a single circuit there 
are two sources of harmonic E. M. F. It is required to 
find the current which flows and the various falls of poten- 
tial in the different parts of the circuit. 




A B C 

— nn — nnr" 




E,( O ) ( O )E. 

R>1., 

SlSJL 

E D 

Fig. 77.— Phomlem XIII. 

Let the circuit be that represented in Fig. 77, where ^, 
and /:', are two different sources of harmonic E. M. F of the 



same ])eriod. Draw the lines ()A and (/ B, Fig. 78, to 

represent the E. M. F.'s /:', and /f, respectively. 

The total E. M. F. acting in the circuit is the geometric 

sum of OA and OB, that is, the diagonal O C (see page 213). 
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Begarding O C as the impressed E. M. F. in a single circuit, 
whose resistance is 2 li, and self-induction 2 L^ we may 




Fig. 78.— Problem XIII. 



construct the triangle of E. M. R's and thus find the current 



:^L 



00 



Make the angle COD equal to tan"* -^-/p* Then OJ? 

equals 1 2 R, and I) G equals !&) 2 L, Dividing 1) by 
2 i?, we obtain the current /, or O K To obtain the various 
falls of potential between the points A By B C\ and ED 
(Fig. 77), divide D ai F and G into parts proportional to 
li,, R^y and /j?, , and D 6' at H and /into parts proportional 
to Z, , Z, , and Z,. This determines tlie points J and A'and 
thus gives the falls of potential O e/, J K, and K C for each 
part of the circuit. 



Problem XIV. Direction of Rotation of E. M. F. Voctors. 

When two harmonic E. M. F.'s are connected iu series, 
as in the preceding problem, the question may arise whether 
it may not happen that the vectors representing the two 
E- M. F.*s revolve in opposite directions. It is evident that, 
if they should revolve in opposite directions, the resultant 
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at any inntant, instead of lyiag on a circle, lies npon an 
ellipse (Fig. 79). Here 6* ^ is an E. M. P. vector revolTing 
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/'^'^^S?'^^ 


;:^<2^f^ 




i^j^Y^^ 


^i^ 


'^tT 




^ 



Fio. 79.— Pboblkii XIV. 

coniitor-clockwise, and O A one revolving with the same 
iint^iilar velocity in the opposite direction. The resultant 
(t a niiiHt jihviiys lie upon the ellipse. The major axis Las 
It lixi'd direction (> l> wliicli bisects the angle between O A 
jind O iS. Tiie niiignituih'sof the 8emi-inajor and the semi- 
minor uses lire ei[iml, resi)ectively, to the arithmetical sum 
and the arithniptictil dift'ereuce of the vectors O A and O B. 
If, instead of drawing O A iu the direction indicated, 
we had drawn it in the poKition O G (making the angle 
(i '^^ 7/ equal to A II), and caused it to revolve couutei'- 
clockwise in the same direction as <> H, the projections, 
h Tl, of ('A or <} O would lie the same at every monipnt. 
Consequently the vector O (! revolving counter-clockwise 
represents the same E. 51, F. at every moment as the vector 
it A revolving clockwise, and may therefore be substituted 
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for it But the resultant of O G aud O B gives O /, whose 
locus is a circle. Thus the projection of O l'\^ the same 
as the projection of O 6", and the ellipse may therefore be 
replaced by the circle. . 

It is never necessary, therefore, to consider vectors re- 
volving in opposite directions, for a vector revolving in one 
direction can always be replaced by a vector revolving in 
the opposite direction. 

Problem XV. Electromotive Forces in Parallel* 

Suppose that in each branch of a divided circuit, such 
as that represented in Fig. 80, there is a source of har- 
monic E. M. F., and that all these E. M. F.'s have the same 
period ; it is required to find the currents in the branches. 

The currents may be found by making use of the gen- 
eral principle* that, if the currents due to each E. M. F. 
acting separately can be found, the current which flows 
when all the E. M. F.'s are acting together is the geometri- 
-cal sum of all these partial currents. 



E, 



ruw^^—®-\ 



Fig. 80.— Problem XV. 

To find the currents due to all the E. M. F.'s acting to- 
gether we may then proceed by regarding each branch, 1, 
% and 3, in turn, as the main line in which there is the im- 
pressed E. M. F., and the other branches as a divided circuit 

* See Mascart and Joubcrt's Electricity and Magnetism, Vol. 1, Art. 202. 
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Theu, considering E^ to be the only E. M. F. acting, the 
problem of finding the partial currents /,', /, , and 7,' is 
readily solved by the methods already given. Next, con- 
sidering I^\ as acting alone, we may find the partial currents 
//', /;', and /,", and finally we find I,"\ /,'", and 7, ', due 
to Ji^ acting alone. 

The actual currents in the branches I^^I^^ and 7, when 
all the E. M. F.'s act together, by the principle just stated, 
must be equal to the geometrical sum of the partial cur- 
rents ; that is, 

/, = geometrical sum of 7/, 7/, and 7/ ; 

/, = " " ^* i:\ i;\ and i;' ; 

A = *' " " 7/", //", and i;'\ 

Problem XVI. Electromotive Forces Haviug Different 

Periods. 

Let there be two impressed harmonic E. M. F.'s in 
serit^s having periods wliieh bear a ratio of three to one. 
It is requinul to find the resultant impressed E. M. F. and 
tli(^ current that Hows in the circuit. 

In Fig. 81 let O A represent maximum value of E^ , and 
T) B that of /^3, they being in the ratio of one to two. As 
(} A revolves around its cirelo throe times as fiist as O //, 
() A arrives at O (' when O H arrives at O D, and the re- 
sultant (> /^'traverses the curve E F G II. If the projection 
of the resultant vector O F\^ taken upon the axis (J J' at 
e<]U}il intervals of time, we may thus plot the curve of re- 
sultant E. M. F., Fig. 82. This E. M. F. curve is the plot 
of the equation 

€ = E, sin 3 CO t -|- TT, sin cw t. 

The curve is composed of two simple harmonic components. 

To find the current which this resultant E. M. F. causes 

to flow, it is only necessary to find the currents which each 
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componeut E. M. F. acting separately would cause, aiid then 
add these together geometrically. If there is self-inductiou 
in the ciicuit, the tangent of the angle of lag of the com- 




L oa 



Fio. 81 —Problem XVI. 
poneut currents behind their respective E. M. F.'s 

Let /* _S be the K M. F. triaugle Bpon E^ , and TTj the 
current /, . J must lie upon the semi-circle O JM, whose 

diameter is ^•- (see Problem I.). The angle of lag, A O ^, 

of the component current due to the E. M. F., Ji\, is now 
determined, since its tangent is three times the tangent of 

li ~ H 

due to the E, M. F. (7^, or ^j, is now determined, since 
^must lie upon a semi-circle K N whose diameter OJ^ 
K E, 



B P, thus, 



Also the current O J\, ■ 



equals | of (TM. For O A : 



3 La 



and 0M = 



J'^ 



J 7 



• •« 



1-1:1 "Ilia ' J^ = ■: '-•J'. 
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Fig. S2.— Problem XVI. 



This current curve is erimi)osfMl of two simple liarmonic 
curves each due to a siin]»le harinouicE. M. F., but the two 
(•oriii)oneiit current curves la^ l>ehin(l their respective com- 
pf)iient E. M. F. curves by ilifl'erent auf^les. For this reason 
the resultant current curve is not sj^mmetrical with the re- 
sultant E. M. F. curve. 



CHAPTER XVIII. 

INTRODUCTORY TO CIRCUITS CONTAINING RESISTANCE 

AND CAPACITY. 

Contents:— Problems with JB and C analytically and graphically analo- 
gous to problems with R and L. Triangle of E. M. F.'s for a single 
circuit containing resistance and capacity. Impressed E. M. F. 
Effective E. M. F. Condenser E. M. F. Direction shown from differ- 
ential equations. Graphical representation. Two methods used. 
First method (the one used throughout this book), employing E. M. F. 
necessary to overcome that of condenser. Second method, employing 
E. M. F. of condenser Further identification of analytical and 
gmphical relations. Mechanical analogue. 

When Chapter III., ginng the analytical treatment of 
circuits containing resistance and self-induction, is com- 
pared with Chapter V., which gives the corresponding 
analytical treatment of circuits containing resistance and 
capacity, the similarity leads us to infer that the graphical 
solutions of problems will be very analogous in the two 
cases. Although the analogy is very close, which fact 
makes it much easier to follow the solutions for resistance 
and capacity and is a great help, yet, in many respects, the 
contrast is so marked that it is considered advisable, in 
discussing problems with circuits containing resistance 
and capacity, to give the solutions for the same arrange- 
ment of circuits as those which have been given for circuit.s 
containing resistance and self-induction in the previous 
pages, in order that the points of similarity and difference 

may be clearly understood. 
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Triangle of Electromotive Forces for a Single Circuit 
Containing Resistance and Capacity. 

In Chapter Y., in which circuits containing resistance 
and capacity were analytically treated, it was shown [equa- 
tion (78)] that when the impressed K M. F. is harmonic, 
that is, 

c = E sin Gjtf 

the resulting current which flows is also harmonic and is 



(78) 






The charge of the condenser is likewise harmonic and 
is [equation (79)] 

E 

9 = 



a? 



\/^'+ 



= sin [a, t + tan- -^^ - 90°] . 



Caj 



These equatious for the current and charge were de- 
rived from the differential equation of electromotive forces 
which may be written in any of the forms [see (55)] 

fidt 
de di i 

°' dJ = ^d:t+o' 

Here e is the instantaneous value of the impressed 
E. M. F. of the source ; B i is that part necessm-y to over- 

come the ohmic resistance; and — ^ — or -^ the E. M. F. 
necessary to overcome the E. M. F. of the condenser. 
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Let the vector, A^ Fig. 83, represent the harmonic 
impressed E. M. F. of the source. Then, by equation (78), 




Fig. 83. —Triangle op Electromotive Forces. 

First Method — the One used throughout this Book — employing 

E. M. F. TO overcome that of the Condenser. 

Ave see that the current must be rej)resented by a vector, 
OB. in advance oi OA by an an*(le 6. or tan "^-7775— . 

The effective E. M. F., being equal to HI, has the same di- 
rection as the current and must be represented by a vector 
C equal to the current vector, B, multiplied by R, 
The K M. F. to overcome that of the condenser, having the 

instantaneous value ^ , is at right angles to the current, 

and must therefore be represented by the vector C A per- 
pendicular to O B, 

It may be shown that this E. M. F. ^ is at right angles 

to the current by the preceding equations, thus : 



G 



. /' 



dt 



E 



C 



\/^ + 7^ 



Coo 



sin [a, < + tan- ^^-90°]. 
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To simplify this expression sabstitote 

E 



/= 



\/^^+6^' 



and 6 = tau~* tt/t- • 



The equation then becomes 



cot 



4- ^ _ 90^1 



This equation shows that the E. M. F., —;, to overcome 
that of the condenser is ninety degrees behind the current, 

and that the maximum value of this E. M. F. is -77— 

C CO* 

The vector (Fig. 83), whose length is -^ , ninety degrees 

C/ CD 

l>ehind tlio current, O li, therefore represents the K M. F. 
to ovnToine that of the condenser. 

Tlici E. M. F. 0/ the condenser is equal and opposite to 
that wliicli is vcrvHSdry to ovprcome it, and is consequently 
ninety degn»os in mlvavce of the current represented by the 
vector, A C', Fig. 84. 

The Method to be Used in the Graphical Solutions of 
Phobij«:ms for Circuits Containing Kesistance and 
Cai'acity. 

In the graphical treatment of problems with circuits 
containing resistance and capacity, just as was the case with 
circuits containing resistance and self-induction, there are 
two methods of drawing, each equally correct, which will, 
if followed throughout, give identically the same results^ 
These two methods arise according to whether the E.M, F. 
if^i^cesaary to overcome the E. M. F. of the condenser is con- 
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sidered, or the E. M. F. of the condenser. The first method 
is illustrated by Fig. 83 ; the second by Fig. 84. 

In order that uniformity may exist throughout all the 
diagrams which represent cases where both self-induction 
and capacity are considered in circuit, since the method of 




Fig. 84.— Triangle of Electromotive Forces. 
Second Method, employing E. M. F. of Condenser. 

drawing was adopted which considered the E. M. F. neces- 
sary to overcome the self-induction, here we are obliged to 
adopt that method which employs the E. M. F. necessary 
to overcome the E. M. F. of the condenser, as represented in 
Fig. 83. 

That the construction of the figures fulfils the condi- 
tions expressed by the current equation (78) may be shown 
again by a further comparison of the relations. Thus in 
Fig. 83 or 84 it is evident that 

/ 
AC _ Coo 1 

OC^ RI " CRgo - *^^^' 



iQ,uAOG = 



and this corresponds to the angle of advance. Again, the 
impressed E. M. F., O Ay being the hypotenuse of the 
triangle O A C,i^ equal to the square root of the sum of 
the squares of the two sides, and, therefore, 

OA = \/'OC" +"02^1 



dXCUTTS COXTAISHfO 



that is, E 



= / 



^^■ + e^ = V*' + c^ 



'vA 



Tius ia seen to coirespoDd to the maxim am value of the 
cnrrent gixen in eqnation (78), 

SIechamcal ASALOCrE. 
That the £. M. F. of the condenser is at right angles to 
the cnrrent mar, perhaps, be best understood bj the phy- 
sical conception of the part played bj the condenser in a 
circuit. A good mechanical analogae of the condenser is 
an air-chamber, as represented in Fig. 85, in which the air 
is first compressed and then expanded. 
The piston P moves back and forth, with 
an harmonic motion, we will say, first 
I compressing and then expanding the 
: in the chamber. When at its central 
position, the air is at the atmospheric 
pressure. The cnrrent may be repre- 
sented by the motion of the piston, or 
of the water in the tube which trans> 
mits the pressure to the air-chamber. 
The charge of the condenser may be 
represented by the volume of water 
which enters or leaves the air-chamber, 
the charge being taken as zero when 
the piston is at its central position, that 
is, when the air is at the atmospheric 
pressure. Considering the moment 
PiotjS.-MECHANicii. ^i^gjj j],g ^^^^^ jg jy theconti-al posi- 
ASALoovF. OF X Con- ,. », . j .1 i 

tiou /'.moving upward, ibe charge is 

zern, and the current is a maximum, as 
licre the piston moves with its maximum velocity. The cor. 
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responding points on the curves, Fig. 84, are if and K; that 
is, the positive current is represented by the upward motion 
of the piston. When the piston arrives at Q^ the upper end 
of the stroke, the current is zero and is represented by the 
point N on the curve. The charge is here a positive max- 
imum, and during the previous quarter of the stroke the 
compressed air has exerted an outward pressure, cor- 
responding to the E. M. F. of the condenser, opposed to 
the current This pressure reaches a negative maximum, 
together with the charge, when the current is zero. This 
corresponds to the point M on the curve. During the re- 
turn of the piston to the central position, both the current 
and the pressure are in the same negative direction until 
the current becomes a negative maximum, at the central 
position, where the pressure becomes zero and then changes 
sign. This example shows how the pressure exerted by 
the air, corresponding to the E. M. F. of the condenser, is 
just ninety degrees in advance of the current. The pres- 
sure which must be exerted upon the piston to overcome the 
pressure of the air chamber, corresponding to the E. M. F. 
necessary to overcome that of the condenser, is evidently 
equal and opposite to the pressure of the air-chamber, and 
lags, therefore, ninety degrees behind the current. As be- 
fore explained. Fig. 83 represents the manner of drawing 
when the E. M. F. necessary to overcome that of the con- 
denser is considered, and Fig. 84 when the E. M. F. of the 
condenser is considered. 



CHAPTER XIX. 

PROBLEMS WITH CIRCUITS CONTAINING RESISTANCE AND 

CAPACITY. 

Prob. XVII. Effects of the Variation of the ConstanU R aud C in a 

Series Circuit, i? varied. C varied. 

Prob. XVIII. Series Circuit. Current given. Equivalent R and C in 

Series. 

Prub. XIX. Series Circuit. Impressed E. 31. F. given. 

Prob. XX. Divideii Circuit. Two Branches. Impressed E. M. F. 

given. Eipiivalent R and C for Pandlel Circuit. 
Prob. XXI. Divided Circuit. Any Number of Branches. Impressed 

E. M. F. given. E<iuivalent R and C obtained for 

l*arallel Circuits. 
Prob. XXII. Divided CMrcuh. Current given. First Method: Entirely 

Graphical. Second Methoil: Solution by Equivalent i? 

and C. 
Prob. XXIII. Effects of the Variation of the Constants R and (7 in a 

Divided Circuit of Two Branches. 
Prob. XXIV. Scries and Parallel Circuits. Impressed E. M. F. given. 

Solution by E(iuivalent iJand C. 
Prob. XXV. Series and Parallel Circuits. Current given. Solution by 

Equivalent /^and (7. 
Prob. XXVI. Series and Parallel Circuits. Entirely Graphical Solution. 
Prob. XXVII. Multiple-arc Arrangement. 

Problem XVII. Effects of the Variation of the Constants 

B and C in a Series Circuit. 

The Kesistance Varied. 

When the ohmic resistauce is varied in a circuit con- 
taining only resistaDce and capacity', the current is changed 
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and it is of interest to investigate just how it changes' 
both in magnitude and in direction. The triangle OAC^ 
Pig. 86, represents the triangle of E. M. F/s for the circuit 




C E(J 



Fig. 86.— Variation of Resistance and Capacity in a Series 

CiucuiT. Problem XVII. 



when the resistance is li. The current O B is equal to O G 
divided by H. Draw a line D, of indefinite length, perpen- 
dicular to the E. M. F. A in the direction of advance. 
The angle D Ois the complement of AOC, and is, there- 
fore, tan"* G R CO, Draw ^ J? perpendicular to OB and let 
it meet 1) ».t K The line i^^'then equals G B gjI; for, 
OB equals /, and tan E B equals GRco, 

It can be shown that the hypotenuse E of this triangle 
is equal to G Eco^ and is therefore a constant entirely inde- 
pendent of any variation in the current /, or resistance R. 
Taking the square root of the sum of the squares of the 
sides B and B E, we obtain 

WE = y/OW+WF = Iy/l+0'E*co\ 

E 



Substituting for / its value 



Vb' 



+ C'ca' 



, we obtain 



I VI + C Ji' CO' = CEoj, 



Aud, therefore, 



0E= CEoo. 
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•Now since the side OlS of the right triangle O B E always 
represents the current /, and the hypotenuse O E is inde- 
pendent of current or resistance, it follows that the current 
is always represented by a vector OB inscribed in a semi- 
circle QBE for any possible variation in the resistance. 
In the figure the arrow indicates the direction of variation 
as the resistance increases. 

In the limiting cases when R is infinite or zero, we see. 
by this figure the limiting values of the current. When R 
is infinite, the current is evidently zero. When R ap- 
proaches zero, OB approaches O E^ and in the limit the 
current becomes 

7= CEoo. 

When the circuit contains no ohmic resistance, we see, first,, 
that the impressed E. M. F. is equal to y~^ ^^ E. M. F. 

of the condenser ; and, second, tliat the current is 90° in 
advance of the impressed E. M. F. These relations, here 
geometrically shown, are analytically expressed in equa- 
tion (354). 

The Capacity of the Condenser Varied. 

Suppose that the capacity of the condenser in the cir- 
cuit is varied while the resistance remains the same ; we 
wish to find how the current changes. 

In the same figure, 86, prolong the line E B until it meets 
the impressed E. M. F. A prolonged at F, Then B F 

equals ^-^ — , since tan B O F equals p-^- 



Q? 



The hypotenuse F is, therefore. 



oF=^-oV^W'sJx^^^. 
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From the value for I in (82) it follows that 

E 



\/' + ^ 



E 



Hence, F = r^. 



Since the hypotenuse O F is independent of the current 
/ or the capacity (7, and is a constant for any variation in 
Cy it follows that the current is always represented by a 
vector B inscribed in the semi-circle OBF for any pos- 
sible value of the capacity. In the figure the arrow indi- 
cates the direction of variation as the capacity increases. 

In the limiting cases when C is zero or infinite, we see 
from the figure the value of the current. When C ap- 
proaches zero, the current evidently approaches zero. 
When C approaches infinity (which is equivalent to having 
no condenser in the circuit), the current vector OB ap- 

proaches F^ and, in the limit, !•=. -p, and the current 

follows Ohm's law. 

That the construction of Fig. 86 is consistent with the 
equations is further shown from the following relations. 

(355) Wf"= (EB + BFy = [cRooI+ ~^ | ' 

(356) 0E'+ WF = C E' (»'+ J = J(l + C R' oj*\ 
Equating (355) and (356), we find 

;^(1 + C''7?c^') = ^% or /= ^ 



\/^+7^. 



C 



GO 
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EgmvALENT Eesistance and Capacity. 

Suppose that, instead of the two parallel branches jnst 
considered, a single circuit be substituted for them, whose 
resistance, B\ and capacity, C'^ is such that the same cur- 




FiG. 90.— Problem XX. 



rent as before will flow in the main line. The triangle of 
E. M. F.'s for this equivalent circuit must be O O A^ Fig. 
90, since the impressed E. M. F. is OA^ and the effective 
E. M. F. is 6^ G in the direction of the current, and the 
E. M. F. G A, to overcome that of the condenser, is at right 
angles to the current. We may write, therefore, B'l for 

O Gf and 777- for G A. This equivalent resistance and 



capacity may be expressed in terms of the resistances and 
capacities of the branches, but the determination of these 
values will be deferred until after the discussion of the fol- 
lowing problem. ' 
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H result which is identical with that analytically expressed 
in equation (82). 

Problem XVIII. Series Circuit. Current Given. 

Let there be a circuit, Fig. 87, having in series n differ- 
ent resistances li^, R^, etc., and n condensers with ca- 
pacities C, , C^ , etc. It is required to find the impressed 
E. M. F. necessary to cause a current / to flow. In Fig. 
88, make A equal to the current flowing. Multiply this 




^-sf^C'^^^ 



Figs. 87 and 88 —Problem XVIII. and Problem XIX. 



bv R, , and lay off (5^ equal to R, /, which is, then, th e ef- 
fective E. M. F. to overcome the resistance li^. Draw B G 
perpendicular to A in the negative direction, and make 

the auj^le R C = 0, = tau'^ ^, ^ j Then R Cis the 

triangle of E. M. F.'s for that part of the circuit between A 

and R, Fig. 87. 

Tlie construction of the figure is similar to that of Fig. 
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54, in Problem II., but differs from Fig. 54 in the fact that 
the E. M. F. triangles in the present construction are so 
drawn that the various currents are in advance of their re- 
spective electromotive forces. The triangles C D E^ etc., 
are drawn and the construction completed similar to the 
corresponding case, Problem II., of a series circuit with 
self-induction. We thus find the impressed E. M. F. to 
be 00. 

Equivalent Eesistance and Equivalent Capacity in Series. 

Suppose that we replace all the resistances in Fig. 87 
by a single resistance, and all the condensers by a single 
one ; it is required to find that resistance and capacity which 
will allow the same current to flow. 



It is evident that if K, Fig. 88, is RI, and ^ G^ is 
-, where R' and C represent, respectively, the equiva- 



lent resistance and equivalent capacity, the same current 

/ 



OA will flow. But 0^ = / ^ ^, and K0= -2~. 

CO C 

It therefore follows that R = 2 R, and z^, = 2 jt- W® 
may write it C" = — t and have the equivalent capacity 

equal to the reciprocal of the sum of the reciprocals of each 
separate capacity. 

Problem XIX. Series Circuit. Impressed E. M. F. 

Given. 

The circuit being the same as in Fig. 87 in the previous 
problem, it is required to find the current and the fall of po- 
tential-through each of the various parts of the circuit when 
the impressed E. M. F. is given. From the remarks on equiv- 
alent resistance and capacity immediately preceding, it is 
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evident that the same current will flow if these equivalents 
are substituted for the separate resistances and capacities. 
The triangle O K G m i y now be drawn and the current 
found. From this point we may proceed as in the preced- 
ing problem to find the various falls of potential (7, C E^ 
and J^y. 



Problem XX. Divided Circuit. Two Branches* 

Impressed £• M. F. Given. 

Let us consider the problem of a divided circuit having 
two branches in parallel, as indicated in Fig. 89. £acL 



0, R, 




Fig. 89.— Prohlem XX. 

branch contains resistance and capacity, and there is an 
impressed E. M. F., E^ between the terminals J/^and N \ it 
is required to find the main current, /, and the currents /, 
and /, in the branches. 

This problem corresponds very closely to Problem IV., 
in which case the branches contain self-induction instead 
of capacity. Fig. 90 represents the solution of the present 
problem, and corresponds to Fig. 56, Pkoblem IV. The 
difference is that the E. M. F. triangles B A and OCA, 
Fig. 90, lie on the positive or advance side of the impressed 
E. M. F. A, instead of on the negative side as in Fig. 56. 
Otherwise the construction by which we obtain the two 
currents D and E^ and the resultant main current^ 
O^; is identical with that in Problem IV. 
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Equivalent Eesistance and Capacity. 

Suppose that, instead of the two parallel branches just 
considered, a single circuit be substituted for them, whose 
resistance, B', and capacity, C, is such that the same cur- 




Fig. 90.— Problem XX. 



rent as before will flow in the main line. The triangle of 
E. M. F.'s for this equivalent circuit must be O O A^ Fig. 
90, since the impressed E. M. F. is OA, and the eflfective 
E. M. F. is C^ G in the direction of the current, and the 
E. M. F. G Aj to overcome that of the condenser, is at right 
angles to the current. We may write, therefore, B'l for 



G, and 777- for G A, This equivalent resistance and 
C CO 

capacity may be expressed in terms of the resistances and 
capacities of the branches, but the determination of these 
values will be deferred until after the discussion of the fol- 
lowing problem. • 
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Problem XXI. Divided Circuit. Any Nomber of 
Brauciieii. Impr ew c d E. 3L F. GiTeii. 

]>t the divided circait, Ji X^ Fig. 91, hare n branches 
in parallel, each containiiig resistance and capacity, with an 
irnpresAed E. M. F., Ej Ixrtween the terminals. It is re- 
quired to find the main current /. 




VAV— ^ 



Fig. 91.— Problem XXI. and Problem XXIL 

The construction of Fig. 92 is similar to that of Fig. 58, 
in Piir>BLEM v., except that the E. M. F. triangles and all 
tlio bniiicli currents are laiid off in the direction of advance 
and not ol lag. The main current (J L is the geometrical 
resultant of all the branch currents O F^ O G^ OH^ and 
O I, as before. 




Fro. 92.— PnoBLKM XXI. and Problem XXII. 

This diagram gives the complete solution of the problem 
of the (linded circuit containing resistance and capacity. 
Here, too, as was the case with the divided circuit contain- 
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ing resistance and self-induction, it is evident that the 
maximum main current, /, is greater than any of the branch 
circuits. 

Equivalent Eesistance and Capacity of Parallel Circuits. 

In this case, as in the previous one, we may suppose a 
single circuit substituted for the parallel branches, having 
such a resistance, R\ and capacity, 6", that the current in the 
main line is not altered in magnitude or phase. The values 
of this equivalent resistance and capacity in terms of the 
resistances and capacities of the branches may be found by 
proceeding in the same way as was done to obtain the 
values of the equivalent resistance and self-induction of 
parallel circuits, Problem V. Equations are formed by 
taking the projections of the currents first upon the line 
O A, Fig. 92, and then upon a line perpendicular to 0^. 
In these equations, values for /, /,,/,, etc. ; cos ^, cos 6^ , 
cos 0^ , etc. ; sin 6, sin 6^ , sin ^, , etc., obtained from the 
geometry of the figure, are substituted, and, after opera- 
tions similar to those used in obtaining equivalent resist- 
ance and self-induction, the following expressions are ob- 
tained for the equivalent resistance and capacity of parallel 
circuits. 

(356 a) B'= ..,\.^,. . 



(356 h) and 



A^ + B* a>' 

Boo 



where A = 



C'aa - A' + B' oo' 

B 



tf 




1 



and -Sa'=^ ^-j- =^ C R* r.r- -I- 1 • 



TiLrr n^ -rsTPHLt 2* li ;fcriT^ce of the impieased TL M F. 



TL^ oiLj-lete proof of this was first giren by the authors 
::. tl.^ PL:l<.-!->piiicaI Mi^gazine for September. lS9i These 
rr-:>.- -^/av l^ obtained from the general expressions 
f- r rqoi valeiit re«i5tance, self-induction, and capacity which 
are JLsouj^-e*! in Pe*:»elem XXXT, 

Problem XXU. DUided Circait. Carrent GiTen. 

Sapjiose that we have a nnml^er of circuits, each with 
resijitarice and capacity, connected in parallel as in Fig. 91, 
and we kuow the value of the current / in the main line. 
We wij^h to fiii«l the current in the several branches. There 
are two solutions similar to the two <nven for the corre- 
sponding case of circuits with self-induction. 

First Method. Entirely Graphical. 

By assuming any value we please for the impressed 
E. M. F., /'', we may solve as in the foregoing problem. 
The scale of the drawing must then be changed in the 
ratio of the given value of the main current, /, to the value 
of 1 thus obtained according to the assumed impressed 

i:. ;m. f. 

Skcond Method. By Use of Equivalent Resistance and 

Capacity. 

The problem may be otherwise solved by use of equiva- 
lent resistance and capacity of i)arallel circuits as given in 
(35(5 (0 and (35(5 h). (FM, Fig. 92, is laid off equal to R'L 
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The line MA is drawn perpendicular to O M ahA equal to 
-TTT-. The hypotenuse OA is the impressed E. M. F. 
The further constructioii is the same as iu tlie foregoing 
problem. Upon A the E. M. F. triangle for each branch 
is drawn and the current and angle of advance found. 



Problem XXIII. ECTectS of tbe Variation of llie Coustaiita 
R niid C lu a Divided Circuit uf Two Braachei*. 

If we compare Problems I, and XVII., in which the dis- 
cussiou is given of the effects of the variation of the con- 
stants li and L, and R and C in seiies circuits, we see that 




Fig. 98.— Variation of Rkbibtanck and Capacity i 
CiKCurr, FiioBLEU XXllI. 



the two problems are similar, and that the constructions in 
Figs. 52 and 86 are tlie same except for direction, the 
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evident that the same current will flow if these equivalents 
are substituted for the separate resistances and capacities. 
The triangle OKO miy nowbe drawn and the current 
found. From this point we may proceed as in the preced- 
ing problem to find the various falls of potential C, C E^ 
ajid£G. 



Problem XX. Divided Circuit. Two Branches. 

Impressed £• M. F. Given. 

Let us consider the problem of a divided circuit having 
two branches in parallel, as indicated in Fig. 89. £acL 



0, R, 




Fig. 89.— Prohlkm XX. 

branch contains resistance and capacity, and there is an 
impressed E. M. F., ^, between the terminals M smd N; it 
is required to find tlie main current, /, and the cui:rents /, 
and /, in the branches. 

This problem corresponds very closely to Problem IV., 
in which case the branches contain self-induction instead 
of capacity. Fig. 90 represents the solution of the present 
problem, and corresponds to Fig. 56, Problem IV. The 
difference is that the E. M. F. triangles B A and OCA, 
Fig. 90, lie on the positive or advance side of the impressed 
E. M. F. Aj instead of on the negative side as in Fig. 56. 
Otherwise the construction by which we obtain the two 
currents D and Ey and the resultant main current^ 
(7J', is identical with that in Problem IV. 
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Equivalent Eesistance and Capacity. 

Suppose that, instead of the two parallel branches just 
considered, a single circuit be substituted for them whose 
resistance, B\ and capacity, C'^ is such that the same cur- 




FiG. 90.— Problem XX. 



rent as before will flow in the main line. The triangle of 
E. M. F.'s for this equivalent circuit must be G A^ Fig. 
90, since the impressed E. M. F. is Ay and the effective 
E. M. F. is O G^ in the direction of the current, and the 
E. M. F. G Ay to overcome that of the condenser, is at right 
angles to the current. We may write, therefore, R'l for 



O Gy and 777- for G A, This equivalent resistance and 
C CO 

capacity may be expressed in terms of the resistances and 
capacities of the branches, but the determination of these 
values will be deferred until after the discussion of the fol- 
lowing problem. ' 
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Problem XXI. Divided Circuit. Any Number of 
Branches. Impressed £. M. F. Given. 

Let the divided circuit, M N^ Fig. 91, have n branches 
in parallel, each containing resistance and capacity, with an 
impressed E. M. F., E^ between the terminals. It is re- 
<piired to find the main current /. 




A/WV-^ 



Fio. 91.— Problem XXI. and Problem XXII. 

The construction of Fig. 92 is similar to that of Fig. 58, 
in Problem V., except that the E. M. F. triangles and all 
the branch currents are laid oflF in the direction of advance 
and not of lag. The main current O Z is the geometrical 
resultant of all the branch currents OF, O G, OH, and 
O /, as before. 




Yjq. 92.— Problem XXI. and Problem XXII. 

This diagram gives the complete solution of the problem 
of the dinded circuit containing resistance and capacity. 
Here, too, as was the case with the divided circuit contain- 
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ing resistance and self-induction, it is evident that the 
maximum main current, /, is greater than any of the branch 
circuits. 

Equivalent Eesistance and Capacity of Parallel Circuits. 

In tliis case, as in the previous one, we may suppose a 
single circuit substituted for the parallel branches, having 
such a resistance, /?', and capacity, 6", that the current in the 
main line is not altered in magnitude or phase. The values 
of this equivalent resistance and capacity in terms of the 
resistances and capacities of the branches may be found by 
proceeding in the same way as was done to obtain the 
values of the equivalent resistance and self-induction of 
parallel circuits. Problem V. Equations are formed by 
taking the projections of the currents first upon the line 
O Aj Fig. 92, and then upon a line perpendicular to 0-4. 
In these equations, values for 7, I^y I^t etc. ; cos 6, cos ^, , 
cos 0^ , etc. ; sin 6y sin 6^ , sin 0^ , etc., obtained from the 
geometry of the figure, are substituted, and, after opera- 
tions similar to those used in obtaining equivalent resist- 
ance and self-induction, the following expressions are ob- 
tained for the equivalent resistance and capacity of parallel 
circuits. 

(366 a) R^ ^« + >(»•' 



(356 h) and 



Bgo 



where A = 



Coo" A' + B'' go'* 

B 




1 



and B Go = 




Cgo ^" 0(^ 
]— "^^C'R'oo' + V 
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The main current is in advance of the impressed R M. F. 
by an angle d such that 

. ^ Boa 

tan 6^ = — r-. 

The complete proof of this was first given by the authors 
in the Philosophical Magazine for September, 1892. These 
results may be obtained from the general expressions 
for equivalent resistance, self-induction, and capacity which 
are discussed in PiiOBLEM XXXL 

Problem XXII. Divided Circuit. Current Given. 

Suppose that we have a number of circuits, each with 
resistance and capacity, connected in parallel as in Fig. 91, 
and we know the value of the current / in the main line. 
We wish to find the current in the several branches. There 
are two solutions similar to the two given for the corre- 
sponding case of circuits with self-induction. 

FiiisT Method. Entirely Graphical. 

By assuming any value we please for the impressed 
E. M. F., yf, we may solve as in the foregoing problem. 
The scale of the drawing must then be changed in the 
ratio of the given value of the main current, /, to the value 
of 7 thus obtained according to the assumed impressed 
E. M. F. 

kSixond Method. By Use of Equivalent Kesistance and 

Capacity. 

The problem may be otherwise solved by use of equiva- 
lent resistance and capacity of ])arallel circuits as given in 
(356 a) and (356 h), OlT, Fig. 92, is laid ofl* equal to li'L 
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The line MA is drawn perpendicular to O M and equal to 
-7T1-- The hypotenuse OA is the impressed E. M. P. 
The further conBtruction is the same as in the foregoing 
problem. Upon A the E, M. F. triangle for each branch 
is dranu and the current and angle of advance found. 

Problem XXIII. Effects of tlie Variation of tlie Constants 
It and C ill a Vlvided Circuit of Two Brauclie». 

If we compare Problems I, aud XVII., in which the dis- 
cussion is given of the effects of the variation of the con- 
stants R and L, and li and C iu series circuits, we see that 




Fio. 98.— Variation of Resistance and Capacity in a Dividrd 
CiucL-rr. Pkoulem XXiil. 



the two problei 
Figs. 52 and ( 



s are similar, and that the constructions in 
1 are the same except tor direction, the 
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former being' in the direction of lag and the latter in the 
direction of advance. The present problem is similar to 
Pboblem VJLL, in which the effect of the yariation of R and 
Z in a divided circuit is considered. The construction is 
given in Fig. 93, which explains itself, and is exactly 
similar to that given in Fig. 59, which was fully described 
in Problem WL. The arrows in the figure indicate the 
direction of the charge as the resistance or capacity in- 
creases. 

Problem XXIV. Series and Parallel Circuits. Impressed 
E. 31. F. Given. Solution by Use of Bquivalent Resist- 
ance and Capacity. 

Problems arising from combinations of series and 
parallel circuits with resistance and capacity are solved by 
the repeated application of the methods used for the fore- 
going simple problems in the same way as were solved the 
problems involving combinations of circuits with resistance 
and self-induction. Let us consider the case in which two 
systems of parallel circuits are joined in series, as in Fig. 
94. The resistance and capacity of each branch and the 



■♦- 



Ea 



-X- 



Eb 




-><r 



r; c; 



Fig. 94.— Problem XXIV. 



total impressed E. M. F. are given. It is required to find the 
current in the main line and branches. The problem is 
similar to Problem VIII., and the solution given in Fig. 9& 
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is obtained by a construction similar to Fig. 63. The 
equivalent resistance and capacity Ba and Ca between M 
and Iff and Rh and Ch between N and 0, are calculated ac- 
cording to (356 a) and (356 6). The impressed E. M. F.'s Ea 
and Eh are now found according to the method for series 
circuits, Problem XIX. The part between M and N and 




Fig. 95.— Problem XXIV. 

the part between N and are now separately treated by 
the method of parallel circuits, Problem XXL The con- 
struction is shown clearly by the figure. 

A more extended system of circuits in series and parallel 
is solved by the same methods. 



Problem XXV. Series and Parallel Circuits. Current 
Given. Solution by Use of Equivalent Resistance 
and Capacity. 

Let us suppose the same arrangement of circuits as that 
shown in Fig. 94, and tlmt the main current, /, is given. 
It is required to find the current in each branch. The 
parts between M and N and between N and may be 
separately solved according toT;he second method given in 
Problem XXIL The solution of any number of circuits in 
series and parallel could be readily obtained by the same 
method. 
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Problem XXVL Serieti and ParaUel Circuits. Eotlrelr 
Graphical Solutlou. 

In the foregoiDg treatment of ptobiems involTing seriee 
and parallel combinationa of circuits coutaiaiag resistauce 
aud capacity it was uecessary to find analytically the 
values of the equivaleut resistance and capacity of each set 
of parallel circuits, and the solutions were, therefore, partly 
analytical and partly graphical. They may be obtained, as 
in the corresponding cases of combiuatioDB of circuits with 
resistiince and self-induction (see Problem XI.), by entirely 
graphical methods by assuming the value of the current in 
a particular branch or assuming its impressed £. M. F. 
After solving in this way, the values assumed and the scale 
of the diagrams must be altered to ^pree with the given con- 
ditions of the problem. Figs. 96, 97, 98, and 99 give the 





Pigs. 96 and 07— Problbh XXVT. 

construction for the entirely graphical solution of two par- 
allel sets of circuits connected in series, as in Fig. 94 The 
method is to solve separately each parallel set of circnita 
by assuming some value for the impressed E. M. F. or for 
one of the branch curreuts. Figs. 96 and 97 give the con- 
struction for the solutions of the parts M N and NO, re- 
spectively, starting with assumed values for the branch 
currents /, and /, . Fig. 97 is then magnified, as shown in 
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Eig. 98, until the maiD current / is the same size as in Fig. 
96. The two figures, 96 and 98, are now combined in Fig. 99 
so that Oi^is parallel to 0' F', since each represents the 




-Problbu XXVI. 



current /. We thus find E, the impressed E, M. F. which 
will cause the current / to flow. If the value of the im- 
pressed E. M. E. had been given, the scale of the diagram 




Fig, 90.— Phoblkm XXVI. 

couM be altered until E equaled the given value of the 
E. M. F. The figure would then give the value of the main 
and branch currents which flow when there is this given 
E. M. F. 

Problem XXVII. Multiple-arc Arrangrement. 

Of the many arrangements in which circuits with resist- 
ance and capacity may be combined, let us consider, as a 
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farther example, the arrangement in multiple arc, as shown 
in Fig. 100. The solution is obtained bj dividing the 



c Ri c 



Re Ce R^ C<f Rf C, 




Fio. IOO.-Problem XXVII. 



system into different parts and successively applying the 
foregoing solutions for series and for parallel circuits. This 
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Fig. 101.— Problem XXVII. 



problem and its solution are similar to Problem XIL, and 
it will, therefore, suffice to merely outline the method to be 



Ra C« 



Rfc Cfc 




E O 



1^ lil 




Fio. 102. -Problem XXVII. 



followed. The circuits 1, 2, 3, etc., have resistances and 
capacities /f, , li, , 7?^ , etc., and (7, , C!, , (7, , etc. The resist- 
ance and capacities of the mains are Ita and C„ for the por- 
tion a ; li^h and Cb for the portion 6 between circuits 1 and 
2; lie and Cc for the portion 6^; etc. 7?' and C" are the 
equivalent resistance and capacity for circuit 1 and the part 
of the system beyond, as indicated in Fig. 101. 7?" and 
6"'' are the equivalent resistance and capacity for circuit 
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2 and the part of the system bejood, as indicated iu Fig. 
102. Similarly, R'", M".", C", C"" have values as indi- 
cated. The values for the equivalent resi»tauceH and ca- 
pacitieB are found by the successive applications of the 
lormulBB (356 o) and {356 6). The complete solution is given 
in Fig. 103, and its construction is similar throughout to 



/^^ 



rf/ >r, ... 
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that of Fig. 76. Problem XII. -^,. £",, A;, etc., give the 
impressed B. M. F.'s of the several paiallnl bniuches. By 
erecting an E. M. F. triangle on eacL, tlie oifeclive E. M. F. 
and so the current in each braucli may be found iu the 
asual way. Thus in braueh 3, AN is tlip effective E. M. P., 
and /, the correut, £,, AJ., /i'c, etc., give the impressed 
E. M. F.'s in the portions o, l>, c, etc., respectively, and the 
currents are easily found from the eilective E. M. F.'s 
Rata, Rb h, Hch^^^'^- The full construction can best 
be followed by comparing Probleu XII., the siniilar case 
of circuits with resistance and self-induction. 



CHAPTER XX. 

CIRCUITS CONTAINING RESISTANCE. SELF-INDUCTION. AND 

CAPACITY. 

CoNTEKTB '.—Introductory. Gnipbical methods for circuits with R, Z. and 
based upon graphical metho<ls for circuits with R and L, and R 
and C. Diagram of four E. M. F.'s. Triangle of E. M. F.'s. Method 
consistent with analytical results obtained for circuits with R, L, and 
C. Capacity or self-induction which is equivalent to a conibiuation of 
capacity and self-induction. 
Prob. XXVIII. Effects of the Variation of the Constants in Series Circuit. 

R, L, C and « varied. 
Prob. XXIX. Series Circuit. Current given. Equivalent R, L, and C 

of Series Circuit. 
Prol). XXX. Series Circuit. Impressed E. M. F. given. 
i*rob. XXXI. Divided Circuit. Impressed E. M. F. given. Equivalent 

R, L, and C oi Panillel Circuits. 
Prob. XXXII. Example of a Divided Circuit. Impressed E. M. F. 

given. 
Prol). XXXIII. Divided Circuit. Current given. 
Prob. XXXIV. Series and Parallel Combinations of Circuits. 

In the foregoing chapters the complete graphical solu- 
tions have been given for any combination of circuits in 
Herios and parallel when the circuits contain resistance and 
self-induction or when they contain resistance and capacity. 
In the first, the impressed E. M. F. of the source is equal 
to tlie E. M. F. necessary to overcome resistance plus the 
E. M. F. necessary to overcome the counter E. M. F. of 
s(»lf-induction ; in the second, the impressed E. M. F. is 
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equal to the E. M. F. uecessary to overcome the resistance 
plus the E. M. F. uecessary to overcome that of the con- 
denser. In each of these cases the three E. M. F.'s were 
represented by the three sides of a triangle. 

Where a circuit contains resistance, self-induction, and 
capacity there are four E. M. F.'s to be considered. The 
impressed E. M. F. is equal to the sum of the E. M. F.'s 
necessary to overcome the resistance, the self-induction, 
and the condenser E. M. F., respectively. 

The E. M. F. to overcome resistance is R I\ that to 
overcome the self-induction i& L gj I and is 90° ahead of 
the current ; and that to overcome the E. M. F. of the con- 
denser is -7=: — and is 90** behind the current. These may 

be drawn as the lines A, A 7i, and Ji C, respectively, in 
Fig. 104, and the geometrical or vector sum G accord- 
ingly represents the impressed E. M. F. 




Fig. 104.— Diagram of Electromotive Forces in a Circuit with 
Resistance, Self induction, and Capacity. 

Now the E. M. F. to overcome that of self-induction and 
that of the condenser are always in exactly opposite direc- 
tions, and when combined give one E. M. F. at right angles 
to the current. Thus, in Fig. 104, A C represents the com- 
bined effect of the E. M. F.'s L co /and t^ — , represented by 
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A li and B t\ respectively, and is equal to ( - — — X a> ) /. 

We may, therefore, represent the E. M. F.'sin acircnit con- 
taining resistance, self induction, and capacity by a triangle 
whose sides represent, respectively, the impressed E. M. F., 
that necessary to overcome resistance, and that necessary 
to overcome the E, M. F. of self-induction and capacity 
combined. Fig. 104 may then be drawn as Fig. 105. When 

-^,— is greater than L a?, the current is ahead of the im- 

pressed E. M. F.; and when jj— is less than L co, the cur- 
rent lags behind. 




Fio. 105.— Triangle of Electromotive Forces in a Ciucurr with 
Kesistanck, Self-induction, and Capacity. 

The tangent of this angle of lag or advance is 



tan = 



(g^--^^)^ _, 1 Zco 

BI '^CRgo B' 



When positive, the angle is one of advance ; when negative, 

one of lag. 

The impressed E. M. F. OCy being equal to the square 
root of the sum of the squares of the two sides of the tri- 
angle, is 



^=/^i?'+(^-Za,)*. 
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But this radical is the expression called the impediment 
-(see page 131), and we may therefore write 

KM. F. 

Current = 



Impediment' 



which corresponds to Ohm's law. 

We have now established the graphical method of repre- 
senting the E. M. F.'s in a simple circuit containing resist- 
ance, self-induction, and capacity, basing it upon the 
graphical solutions already given for circuits containing 
resistance and self-induction, and circuits containing re- 
sistance and capacity alone. These were separately ob- 
tained from the analytical equations previously given. 

Let us now compare these graphical methods with the 
analytical results obtained in the discussion of circuits 
<;ontaining resistance, self-induction, and capacity. The 
general solution for current in a circuit with an harmonic 
impressed E. M. F. is [see (181)] 

•This shows that the current has an angle of lag or advance 
whose tangent is 



00 



GRoo R * 

the angle being advance whep positive and lag when nega- 
tive, which corresponds to the graphical construction just 
given. The maximum value of the current is 

E E 

"" . / /~~i V ~ Impediment* 
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Thene equationi^ being identical with tlic^se just obtained 
graphically, ^how that the analytical results are correctly 
reprenented by this graphical metho<L 

CAPAaTY or Het^f-indtxtion which is Equivalent to a Com- 
bination OP Self-induction and Capacity. 

Let 6" or Z' denote the capacity or self-induction which 
is erinivalent to a given combination of the two, that is, 
which allows the same current to flow in the circuit when it 
is substituted for the combination. Referring to Fig. 105, we 

see that the E. M. F. of the combination is -7- Los I, 

Regarding this as a positive quantity, Le., supposing 

77— > L cOf we may put 
C/ CO 

/ / _ ^ 1 1 . 

— Lcol; or 777— = 75 X <b. 



Cod Vat ^ " "' C'w Cat 
(357) H.nce C" = ^^ ^ = \-LVoa" 

which is poHitive wince \ > L C oo^. 

If wo suppose -jY- < L Gj, then Zoo — j^ — is positive. 
Wo may thou put 

ly ail = Leo I — z^ — ; or Z'(a= Loo— -T^—, 

U CO Ceo 

(IK}S) Houce L ■= L — -, -,, a positive quantity. 



ProhhMii XXVIIL-Effoots of the Variation of the Con- 
stants H^ L*C\ and a>. Resistance Varied. 

If tho rosistanoe alone be varied in a circuit containing 
solf-induotion and oapacitv, it is interesting to inquire how 
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tlie current cbanges. Since the combination of tlte self- 
induction aud capacity is equiyaleat to a self-induction or 
a capacity, we may substitute this equivalent for tlie com- 
bination. The change in the current caused by any varia- 
tion in the resistance must therefore be the same as that 
before explained (Pboblem8 I, and XVIL) in the case of 
self-iudnction or capacity aloue. 




C'Eu— __ 

Fio, 106.— Variation of Cosstants. Probleu XXVIII. 

In Fig. 106, 6' represents the impressed E. M. F., E, 
divided by the resistance S. The current 1 may either 
advance ahead of or lag behind C according to whether 
-p — ia greater or less than L o?. For certain values of 

resistance, self-induction, and capacity let A represent 
the current in advance of the impressed E. M. F., which 

signifies that yj — > Leo. Make D Oequal to C Eco, and 

draw the semi-circle A D upon 7> as diameter. This 
is then the locus of the current vector A &% the resistance 
alone changes, as explained in Problem XVIL 

Similarly, if the quantity rr— ~ La> had been negative 

and of an equal magnitude to its former positive value, the 
current would have been represented hy B lagging behind 
0, and any variation in the resistance alone would cause 
the current vector to move upon the semi-circle QBE, 
being equal to E when the resistance is zero, as explained 
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ia PRr>BLEX L It k to b^ aotieetl chiU F%. 106 L^ die same 
AM Fij^.'«i. 52 and 8*> combinetL 

Thf; arrows R^ B, i^hnw the directu^a of ciiaDge as the 
reiii^tance increases. 

SELF-I5I>rcn05 OB CiPlOTT Yabxecl 
When either the $^If 'induction or capaehj alone is Taried, 
it i« evident that the Taloe of the qnantitT —, Z cb^and, 

therefore, the value of the equivalent self-induction, L ', 
<>r equivalent capacity f", is changed. Xow any varia- 
tion in the equivalent self-induction will cause the cur- 
rent vector to move on the semi-circle O B C^^a eitplained 
in Vkoi^lkm L, and any variation in the equivalent 
capacity will cause the current vector to move on the 
iwjrrii-ijircle () A 6', as explained in Pboblex XYEL Any 
change, then, in self-induction or capacity will cause the 

current t^> move through some part of the circle O A C B, 

£ 

whose diameter is O 6' equal to ^. 

The arrow L^C shows the direction of change as the 
capa<!ity or the s^df-iuduction increases. 

FllEQUENCY VaBIED. 

When the frequency of alternation is varied, it isequiy- 
ah'fit to a variation of a?, the angular velocity, which is 
iMjiuil to 2 n times the frequency. Any increase in the fre- 
i\\u*\\v.y inc^n^ases the effect of the self-induction or the 
4'apH<rity. If the self-induction is the more important ele- 
ment and the circuit has an equivalent self-induction [see 
<'(|naiion (358)], 

7'-Z- J- 

Co? 
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any variation in the frequency will cause a variation in the 
equivalent self-induction according to this equation. If 
the capacity is the more important element, the equivalent 
capacity varies with go according to the equation (357), 

^ ^l-LCco'' 

It has just been shown that any variation in the equivalent 
self-induction or capacity causes the current vector to move, 
between limits, on the circle O A C B, This, then, is the 
effect of a change in frequency. The direction of this 
change, as the frequency increases, is shown by the arrow 
Z,(7inFig. 106. 

Problem XXIX.— Series Circuit, Current Given. 

Let there be a circuit having n diflFerent coils and con- 
densers in series as represented in Fig. 107. It is required 
to find the impressed E. M. F. necessary to cause the cur- 
rent / to flow, and the diflFerence of potential at the termi- 
nals of each coil and condenser. 



RiLi Oi _RjL« 

Q. 

C« R|L« ^ 




Fig. 107.— Problem XXIX. and Problem XXX. 



In Fig. 108 make O A equal to the given current /. 
Lay oflf 0~B equal to R^ /, , and make B C equal to Z, ai I 
perpendicular to O B in the positive direction. Then in 

the negative direction make BD equal to j^ — The 

algebraic sum ol B C and B D is BE, Then ^>^ repre- 
sents the potential difference between M and 0^ Fig. 107 ; 
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O Cy the potential diflFereuce between M and N ; and B Z>, 
or C Ey the potential difference between N and (?, the 
terminals of the condenser. In a similar manner the lines 
E G, Ely I Ky and I M are drawn representing the poten- 




Fio. 108.— Problem XXIX and Problem XXX. 

tial diflFerence between P, Qy Qliy and QSy respectively, 
Fig. 107, until we finally reach the point J/, Fig. 108. OM 
is then the required impressed E. M. F. necessary to cause 
the current / to flow. 



Equivalent Kesistance, Self-induction, or CAPAcm of 

Series Circuits. 

It is evident from Fig. 108 that if we bad one coil only, 
whose self-induction L^ is such that the line JV Mis equal 
to L' CO ly and whose resistance B' is such that the line 
JV is equal to i?' /, the same current / would flow if this 
coil be substituted for the combination of condensers and 
coils. The resistance of this equivalent coil must evi- 
dently be 

(359) 7?' = 5. + 5, + 7?, + etc. = 2 B. 



The self-induction of the coil, being represented hjMN 
divided by <*>/, is evidently found thus : 
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MN = BC - BJ)-{-FG-FH+JK-JL, or 

L' CO I = L^03 I — ;=; \- L^ 03 I— j-, \- L, 03 I 



G,oo^ " C\o3 ' ^ a,a>' 

1 



(360) Z'=i2(z«_^). 

If it happens that this sum is a negative quantity, the 
self-induction cannot replace the combination, but a con- 
denser can. It will be seen that the capacity of this con- 
denser C may be found as follows : 




C oo'~ ^XCgo 



<361) Hence C = 




G7 _^ 



?.-^»)- 



These equations, (359), (360), and (361), give the means for 
computing the equivalent resistance, self-induction, and 
<5apacity of series circuits. 

Problem XXX.— Series Circuit, Impressed E, M, F. 

Given. 

Suppose the impressed E. M. F., represented by the 
line O My Fig. 108, is given, and the circuit is that shown 
in Fig. 107. It is required to find what current will flow 
and what is the E. M. F. at the terminals of each coil and 
condenser. 

If the equivalent self-induction L' given by equation (360) 
above, or the equivalent capacity C given by equation (361), 
is calculated, we may construct the triangle of E. M. F.'s 
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O M Xy in which xV equals 1 2 R^ and X M equals 
1 2 (Lco — Yf— J. The current O Aia found by dividing 

O y by 2 li. After we have obtained the value of the 
current, we may proceed, as in the preceding problem, to 
find the E. M. F. in each part of the circuit. 

Problem XXXI.— Divided Circuit. Impressed £. M. F» 

Given. 

Let us consider the problem of a divided circuit having 
resistance, self-inductiou, and capacity in each branch, as 
shown in Fig. 109. The impressed E. M. F., jF, is given ; 



.L, R 



A 




l u-^^— ofWIn-^vA^ 



— {^ — ^ 



Fig. 109.— Problem XXXI. 



it is required to find the main and branch currents. The 
construction iu Fig. 110 gives the complete solution. Since 
the impressed E. M. F. at the terminals of each branch ia 
known, each may be separately treated as a simple circuit 
containing resistance, self-induction, and capacity, as in 
PuoiJLEM XXX. Upon A, which represents the impressed 
E. M. F., £j a circle is drawn, and upon O A the several 
E. M. F. triangles JB A, OCA, ODA,a.Te erected with 

angles 6^, , 6^, , ^, , of advance or lag according as -7^— 

is greater or less than Lgj, The currents /, , 7, , /, are 
found by dividing the corresponding effective E. M. F.'s 
by the resistance 2?, , 7?, , 5, , respectively, and the main 
current, /, is found by taking the vector sum of the branch 
currents. The problem is in every way the same as the 
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problem of the parallel circuits with the resistance and 
self-induction, or with resistance and capacity, except that 
the current in any one branch may be either in advance or 
behind the impressed E. M. F., according to the particular 
values of the resistance, self-induction, and capacity of that 
branch. 

Equivalent Eesistance, Self-induction, and Capacity of 

Parallel Circuits. 

Let us suppose 4;hat for the parallel system there is sub- 
stituted a simple circuit containing resistance and self- 
induction, or resistance and capacity, such that the same 
main current will flow. The investigation of the values of 
equivalent resistance, self-induction, and capacity is similar 




Pig. 110.— Problem XXXI. 



to the determination of equivalent resistance and self- 
induction. Problem V., and first appeared in a paper by 
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the authors in the Philosophical Magazine for September, 
1892. 

If we take the projections of the currents /, /,,/,, etc., 
upon the line OA^we obtain the equation 

(362) /cos 0=1^ cos ^, + i, cos ^, + . . . = 2 /cos 0. 

If we consider the projections of the currents upon a line 
perpendicular to OA^we obtain 

(363) /sin ^ = /. sin ». + /, sin ^.+ . . . = -S /sin 0. 

Siuce all the triangles O B A, OCA, etc., are right tri- 
angles, we get the following relations : 

(364) / = 



\AM^ - ^' 4 






R' 

(365) cos B = 



\/^" + (^ - ^' -)'' 



/3 -S| 

cos 6. =1 * 



cos ^, = - . ' — > etc. 
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1 



C CO 

(366) Bin e = 



-Z' 



CO 



^^"+(^-^'-)' 



am 6^ = « 



Bin 9^ = — — - , etc. 

Substituting these values in (362), we have 
/cos (9 B' 



(367) ^ 



^" + (z?^-^''^)' 







^•+((ri-^-) 



r = A. 



Making a similar substitution in (363), we have 



(368) 



/sine C'co ^ *" 



£ 



^" + (c^-^''«)' 




1 r 



^' + (^-^-)' 




C-CLoo* „ 

7y-f jfTI GO zzz Ji 00, 



C"if'Qj' + (l- CZqj*)' 
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Here the letters A and B are introduced to simplify the 
resnltiug expressions. 

Dividing (368) by (367), we haye 

(369) tan » = ^ 
Comparing (365) and (367), we obtain 

(370) ^ = ^' or R = ^. 
Comparing (366) and (368), we obtain 

(371) B<^ = -^ — . or ^^_Z'a,= -^. 

77,-- — 1j Gl> 
(J CO 

For cos* and sin* we may substitute the values 

1 1 A' 



cos* e = 



l + tan«6/""- , ^'(y'-^ + ^w-' 



1 1 B*oa 

sin* » = 



1 + cot' 6^ ■" ^' "" ^* + ^ »•• 

With these substitutions equations (370) and (371) be* 
come 

(372) li' = jtj^jp^t , 

1 ^. Boo 



Here ^ and B oo each stand for a summation, as ex- 
pressed in (367) and (3G8), and are calculated from the 
particular values of the resistance, self-induction, and 
capacity of each branch. Tliis gives a definite value to the 
equivalent resistance, R\ according to (372), and a de- 
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finite value to jy-, X' oo, according to (373). There may 

be an indefinite number of values assigned to Z' or C 
according to values assigned to the other, that is, we may 
assume any value for L' and by (373) determine the value 
for C\ or vice versa. 

If the right-hand member of (373) is positive, we may 
consider that the equivalent circuit has no self-induction, 
i.e., Z' = 0, and calculate the equivalent capacity. If this 
member is negative, we may consider that the equivalent 
circuit has no condenser, i.e., C^ = oo, and calcuhite ac- 
cordingly the equivalent self-induction. In any case, 
therefore, we may speak of the equivalent resistance and 
self-induction, or the equivalent resistance and capacity of 
a combination of circuits, according as the equivalent 
simple circuit would have self-iuduction or capacity. 

The angle of lag or advance of the main current is ob- 
tained from equation (369). 

Branch Circuits with Kesistance and Self-induction only. 

There is no condenser in any branch and the capacity 
of each is, therefore, infinite. We can, accordingly, obtain 
the expressions for A and B go for this case by substituting 
^ = 00 in the summations in (367) and (368). This gives 

R 



A = 



--^ Bgo = 





L 00 



W + D 00^ 
From (372) and (373), we have 

. -Boo 

L 00 '=^ -Ti 



A' +B'oo'' 
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These results are seeu to be identical with those obtained 
in PiiOBLEM V. and given in equations (352) and (353). 

Branch Circuits with Kesistance and Capacity only. 

In this case there is no self-induction in any branch, and 
the expressions for A and B oj are found by substituting 
Z = in the summations in (367) and (368). This gives 



A^ 




R 



^• + 71^ 



G a>' 



£a> = 




Coo «- C 



GO 






The expression for R' is the same as that in (372), and 
from (373) we get an expression for the equivalent capacity, 
thus: 



B 



CO 



C'go~^A* + B*go" 

These results are identical with those previously given 
in Problem XXI. 



Problem XXXII.— Example of a Divided Circuit, 

Impressed E.M. F. Given. 

Suppose a divided circuit has a condenser with a 
capacity C of one micro-farad in one branch, and a coil 
whose splf-induction Z is one henry and resistance R one 
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hundred ohms in the other branch, as in Fig. 111. Let 
the impressed E. M. F. be one thousand volts, and 2 n times 




C-"1 MIcro-FarauJ 



R*lOOOhm8 
L— 1 Henry 



-1000 Volts- 



PiG. 111.— Problem XXXII. 

the frequency be one thousand. What are the currents in 
the main line and branches ? 

Since there is no resistance in the condenser branch, 
the current, B^ Fig. 112, is ninety degrees in advance <>f 




B 



CEO) — 1 Ampere o 

Fig. 112.— Pkohlem XXXII. 



•j-|y-1 Ampere 



the impressed E. M. F., O A, and is equal to C Ego = 10"" 
X 1000 X 1000 = 1 ampere. The tangent of the angle of 

lag of the current in the coil is -jr-y equal to — =^^x — = 10, 

and therefore the current, O I), in the coil is almost ninety 
degrees behind the impressed E. M. F. 
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The current O D m almost equal to one ampere, for O D 
is almost equal to O C^ and 

-^ E 1000 

^' ^ = z^ = nriooo = ^ ^^p^"^- 



We have, then, the condenser current OB and the coil 
current (> D^ each equal approximately to one ampere, 
one in advance of the E. M. F. and the other lagging 
behind. The resultant of these two branch currents is 
E and is equal to one tenth of an ampere, approx- 
imately ; that is, each branch current is about ten times as 
larf^e as the main current. In this case the main current 
is almost in phase with the impressed E. M. F., being in 
advance of it by a small angle. 

Problem XXXIII. Divided Circuit. Current Given. 

If wo have a number of parallel circuits, containing 
rosistjince, self-induction, and capacity, and know the value 
of tli(^ lujiin current, /, the solution is similar to that given 
in PiioHLKM VI. The lirst method of solution consists in 
assuming aii impressed E. M. F., solving as in the previous 
probloni, and then correcting tlie scale to agree with the 
given value of the current. The second method consists in 
computing the equivalent resistance and equivalent self-in- 
duction or capacity of the parallel system, according to the 
formuhe (372) and (373), finding graphically the impressed 
E. M. F., and then sohang according to the last problem. 

Problem XXXIV,— Series and Parallel Combinations of 

Circuits, 

In the graphical treatment of circuits with resistance 
and self-induction, and of circuits with resistance and 
"apacity, the discussion was given first of series circuits 



RESISTANCE, SELF-INDUCTION, AND CAPACITY. 311 

and then of circuits connected in parallel. It was then 
shown how problems arising from any combination of 
circuits in series and parallel could be readily solved by 
repeated applications of the methods given for the solution 
of series and parallel circuits. In the problems given for 
circuits containing resistance, self-induction, and capacity 
the full solution has been given for series and for parallel 
circuits. These principles may be applied in solving any 
^combination of series and parallel circuits, and to go 
through particular examples of these would be needless. 
The same problems as those given for a circuit with re- 
sistance and self-induction or capacity can be solved in the 
same way if the circuits contain all three. The problems 
given have been selected as examples and not as exhaus- 
tively representing all the problems which these graphical 
methods .are adapted to solve. The various combinations 
which arise are endless and may often be solved in more 
ways than one. The choice of method depends upon the 
particular requirements of the problem. A clear idea of 
the principles involved in the simple cases will enable one 
to extend them with ease to whatever problems arise. 



APPENDIX A. 
Relation between Pkactical and C. G. S. Units. 



ELECTiaCAL UNITS. 





Pnictical ' 
System. 


C. G. S. System. 




Eleclro- 
mugDetic. 


Electrostatic. 


Ouantity 


1 coulomb 
1 ampere.. 
1 yolt .... 
1 ohm . . . . 
1 farad . . . 
1 henry. . . 
1 henry. . . 


10-' 

10-' 

10» 

10» 

10-' 

i(y 

10» 


V X 10-' = 3 X 10» 


^ ****** ''**'^ ••"••**"• 
Current 

Potential 

Resistance 


V X 10-' = 3 X 10» 
IQS ^ t, - ^ X 10-» 


Capacity 

Self-induction 


v' X 10-»=9x 10" 


Mutual induction . 









{v = velocity of light = 3 X 10^^.) 



MECHANICAL UNITS. 

Practical System. C. G. S. System. 

Unit length = 10^ cm. 

Unit mass = 10"" grms. 

Unit time =1 sec. 

One joule == 10^ ergs. 

One watt = ^^-^ li. p =10' ergs per sec, 
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Some Mechanical and Electrical Analogies. 

TABLE I. — linear MOTION. 

Notation. 

1. Time = t. 

2. Distance = 8, 

3. Linear velocity =z v = -rj; or, d8 = vdt. 

4. Linear acceleration = a = -r: = ttt. 

at at* 

5. Mass = M. 

6. Momentum = Mv, 

Frictional Resistance. 

7. Frictional resistance = R. 

8. Force to overcome resistance = i^^ = Rv. 

9. Energy expended in the time d ^ in overcoming resist- 

ance = d Wr =: Fjids = Rv^dt. 

Inertia. 

d 'W 

10. Force to overcome inertia = F^ = Ma = M-tt . 

dt 

11. Kinetic energy acquired in the time d t 

= d IF' = F'ds = Mv^dt. 

dt 

12. Kinetic energy = W = f'^Mv^dt = ^Mv\ 

Resistance jAus Inertia. 

13. Total force applied = F=Fr + F' = Rv + M^. 

14. Total energy supplied in the time dt 
=idW=dWji'i-dW'] or, Fds = F^ds + F'ds; 

or, Fvdt = Rv'dt +Mv^. 
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TABLE n. ROTARY MOTION. 

Notation, 

1. Time = t. 

2. Angle = 0. 

3. Angular velocity = o? = -rj ; or, d<f>= oodt. 

d CO d^ {f> 

4. Angular acceleration = or = -tt- = -rrir • 

5. Moment of inertia = /. 

6. Angular momentum = Ico, 

Frictional liesistarvce. 

7. Frictional resistance = R, 

8. Torque to overcome resistance = Tr=^ Boo, 

9. Energy' expended in the time dt m overcoming resist- 

ance = d JPij = Tj^d (/) = Bco^dt. 

Inertia. 

d GO 

10. Torque to overcome inertia = T^ = Ia=i ^'TJ • 

11. Kinetic energy acquired in the time d t 

^dW =1 T'd(t> = lGD~dt. 

at 

12. Kinetic energy = JF' = /* loo jj dt = i loif. 

Resistance plus Inertia. 

^ ^d CO 

13. Total torque applied = T = Ts-\- T' = R00 + I-^. 

14. Total energy supplied in the time d t 

= dW=dWn-{-dW'; or, Td<p z= Tgdip-^ T'd4>; 

dco . 
or, T oodt = lico^dt -{- loo -^dt. 
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TABLE m. — ^ELECTRIC CURRENT. 

Notation. 

1. Time = t. 

2. Quantity = g. 

3. Current = { = -—; or, dq z= idt. 

di 

4. Current acceleration = /3 = -rj . 

5. Coefficient of self-induction = L, 

6. Electro-magnetic momentum == Li, 

Ohmic Resistance. 

7. Olimic resistance = R, 

8. Electromotive force to overcome resistance = e^, =Ri. 

9. Energy expended in the time d ^ in overcoming resist- 

ance = dWii = ej^dq = Ri* dt, 

Sdf'indvction. 

10. Electromotive force to overcome self-induction 

di 

11. Energy acquired by the magnetic field in the time dt 

=:dW' = e'dq =:Lii\dt. 

^ dt 

12. Energy of magnetic field =W'= C^Li^dt = ^LP. 

Resistance plus Sdf-inductiork 

13. Total electromotive force applied 

= e = e« + e' = 5t + Z^, 

14. Total energy supplied in the time d t 

-dW=dWR + dW'\ or, edq^e^dq -{-e' dq\ 

.di 
or, eidt = Ri*dt -{' Zij-rdt. 

' dt 



APPENDIX C. 

Notation Used throughout this Book. 

(Numbers refer to page where first used.) 

A. Area, 67 ; or, constant, 41. 

B, Constant, 41. 

B. Induction per square centimeter, 22. 

C Capacity', 64 ; or, constant, 41. 

C '. Equivalent capacity, 279. 

D, Symbolic operator, 84. 

E. Constant E. M. F., 25 ; or, maximum value of har- 

monic E. M. F., 50. 

E. Virtual E M. F., i.e., square root of mean square 

value, 38 and 143. 

F. Force. 20. 

H. Ma<:]^netizing force, 21. 

1. Constant current, 25 ; or, maximum value of har- 
monic current, 53. 
/. Virtual current, i.e., square root of mean square 
value, 38 and 143. 
Im, Impedance, 188. 
L. Coefficient of self-induction, 23. 
//. Equivalent self-induction, 235. 
N. Total induction, i.e., total number of lines, 21. 
0. Origin. Center of revolution, 33. 
Q, Constant quantity ; or, charge of electricity, 25. 
7?. Resistance, 24. 

R', Equivalent resistance, 235. 

816 
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T. Period, 33 ; or, time constant, 46. 

V. Potential, 63. 

W. Work or energy, 28. 



a. Amplitude, 33 ; or, constant, 86. 

h. Constant, 57. 

c. Arbitrary constant of integration, 44. 

d. Distance, 67. 

e. Instantaneous value of electromotive force, 25. 
/. Arbitrary function, 43. 

/'. First differential coefficient of/, 71. 

h. Constant, 184. 

i. Instantaneous value of current, 25. 

j. V^^, 93. 

h. Constant, 183. 

I, Constant length, 201. 

m. Strength of pole, 20 ; or, constant, 96. 

n. Frequency, 34 ; or, constant, 58. 

p. An abbreviation, 191. 

q. Instantaneous value of charge, 25. 

r. Distance, 20 ; or, constant, 190. 

i. Time, 34. 

X. Independent variable, 41 ; also length or distance, 

178 

y. Dependent variable, 34. 

». Dependent variable, 42. 



a. An abbreviation, 191 ; or, a constant, 41. 

ft. Constant, 41. 

y. Constant, 41. 

6. Naperian base, (2.71828), 44. 

+ 0. Angle, usually of advance, 35. 

*- 0, Angle, usually of lag, 35. 
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K. Specific indQctiye capacity, 61 ; or, Constant, 20& 

\. Wave-length, 196. 

/4. Permeability, 22. 

n. Batio of circumference to diameter, (3J.4159), 21» 

^. Summation, 59. 

r. 1 ^ time-constant, -j, , 126. 

*. Arbitrary constant, 95. 

0. Angle, 34. 

X* Angle, 150. 

0. Current angle, 55. 

a?. Angular velocity, 2 ^ n, 34. 



For graphical conventions, see 219. 
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Acceleralion, unit of, 18 

Addition of harmonic electromotive 

forces. 213 
Addition of harmonic functions, 88 
Advance, angle of, 35, 78, 134 
Air-chamber analogue of condenser, 

273 
Ampere, 22 
Amplitude. 33 
Analogies, mechanical, 818 
Analytical treatment {see Contents), 

7, 17 
Angle of advance, 35, 78, 134 
Angle of lag, 35, 54, 134 
Angle of phase, 34 
Angle of epoch, 34 
Angular velocity, 34, 50 
Apparent resistance. 53, 79, 181 
Arrows, meaning of, 221 
Attraction, law of. 

— for charged bodies, 60 

— for magnetic poles, 20 
Average value of sine-curve, 36 

B 

B, Induction, 22 
Backward waves, 202, 205 
Bnllistic galvanometer, 26 

C 

Cable, distributed capacity of, 176 
Capacity, distribuled, 176 
Capacity, effe(;ts of variation of, 

— in parallel circuits with resist- 
ance, 285 

— in series circuit with resistance, 
276 

— in series circuit with resistance 
and self-induction, 138, 298 



Capacity, equivalent, 

— for parallel circuits, 281, 288' 

— for parallel circuits with self- 
induction, 808 

— for series circuits, 279 

— for series circuit with self-in- 
duction, 296, 800 

Capacity of a condenser, 65 
Capacity of a conductor, 64 
Capacity of continuous wire, 67 
Capacity of parallel plates, 67 
Capacity varied 

— in parallel circuits with resist- 
ance, 285 

— in series circuit with resistance, 
276 

— in series circuit with resistance 
and self-induction, 188, 298 

C. G. S. units, 18, 812 
Charge, energy of, 64 
Charge equation 

— for any periodic E. M. F., 157 

— for charging a condenser, 118 

— for circuits with resistance and 
oipacity, 72 

— for circuits with resistance and 
capacity and harmonic E. M. F. , 
78 

— for discharge tlirouffh circuits 
with resistance, self-induction, 
and capacity : 

genenil forms, 97 

non-oscillatory, 99 

oscillatory, 107 

when IP C = 4L, 109 

— for discharging condenser, 73 

— for non-oscillatory charging, 

— for oscillatory charging, 120 

— wheniP(7=4Z. 122 

319 
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i'/wkt,:*:, y^*u*'t\\ ¥A'i\UfU Ujt, 

— ;'i ' iff: 4-u wUb mifUooe and j 

— {fj '.irr-ii'* Hftii Tt^utMnce. lelf- 

i.UixtyiM. IJIli' of, 'i.*!, 61 

i.)Mri(<iff( <:»l«iuliuui>, tliree forms of. 

;H 
^■|ii»f/ifi/. n'»ri '/^ti'inat'iry, 114 

«l«'i<frffiifmti<fUof cofiUauU. 114 
fif<t4:iji4»iorj, 116 
('UntiiUn/;, ffnt'MUiUfry, IIS^ 

«l<rtirtlfitrilition of OUIlStADU, 119 

CAtnriiUti; Hliirfj W C - 4 L, 121 
' iU:U',t fill rmtlon of coostauU, 121 

— fllM:ijH«iiori, \ZZ 
(*\rv.\tin, iiM^iitiig of, 221 
i:UtHiui HirowN. mc'ttuiogof, 221 
CUftitui circtiiu, wavc-prouagation in, 

I'iH'mf'U'ui of Mflf-lnductioD, 28 
(/Oiiilifimtioii ctrcuiU 
^ with rt'MlNtaiic« and capacity, 
*ih(i, 2H7, 2W 

— with riHlhtttUcc and Rclf-induc- 
lloii, 24H 

— with rt^\H\nu('v. Hclf-Uiductlon, 
iitul cuptirhy, HIO 

('oinphiiicnlnry function, 78, 92, 

\m 

(.'oiiipoHliloii of hiiiinonicclectromo- 
tivr foHTM, 21 3J 

('oiii|M>Hii 1(111 of lifirmonic functiona 

(UtluU'WM'V. O.") 

(rMpiwIty of, 05 

— <liHrliiiix<'of, 73 
ilrciroinotU'i' force of, 60 

— ciHMi^y of, 65 
tnccnuniciil uniiloKue of, 272 

('(nuhicior, inor^y of, when 

(-onjuf^iitr iniM^^nnricH, 04 
Coniitiiiit cunviit cxiunple, 246 
CoiiNliint potcMitiiil exumple. 245 
('oMMlanlN, variution of, 

in piinillrl circuilH with resist* 
uiHv aiui cupacity, 285 
in piinilli'l ciiruitK with resist- 
niMM' niui srlf. induct ion, 242 

— in himIcm circuit with resislunce 
imil ctipuchy, 274 

— in scries circuit witli resivMance 
and self-induction, 222 



lUm an.i capttcitj. 1^ i« 
CoD<iructiuo of logarnluuc cnrte. 

Cootinaotis ooododor, carmdLr of 
67 

CoDTetis:<jQ% adopted 219. SI6 
CoeiiiC ezpaoded, SO 
CVjN^iue, ex{iOoential fonn of. 98 
Couliiinb'ft lav 

— forattractioo benreen polesw 30 

— for attractioo between cbarred 
bodies, 60 ^ 

CooDter^lectromotiTe force of adf- 
induct ioD, 29 

Critical case of discharge. 106 

— of charge, 121 
CriterloD of integrabilitj, 48, 71 
Current at the ** make/* 55, 144 
Current equation, 

— any periodic E. M. F., 157 

— for charging a condenser, 118 

— for circuits containing resist- 
ance only. 188 

— for circuits with capacity only. 
184 

— for circuits with distributed 
self-induction and capocity, 192 

— for circuit with resistance and 
capacity, 72 

— for circuits with resistiincc and 
capacity, and an harmonic 
E.M.F., 78. 133 

— for circuit with resistance and 
self-induction, and harmonic 
E. M. F.. 53. 132 

— for discharging condenser. 73 
Current equatiou for discharge 

tlirougli circuit with resistance, 
self-intiuction, and capacity, 92, 97 

— non-oscillalorv. 99 

— oscillatory, l67 

— when /f' C = 4 Z, 109 
Current equation for establishment 

of current in circuit with H and 
L, 117 
Current equation, 

— for non-oscillatory charging, 
115 

— for oscillatory charging, 120 

— when W C-4L, 12^ 
Current, ireneml solution for, 

— in circuits with resistance and 
self-induction, 44 

— in circuits with resistance and 
Ciipacity, 72 

— in circuits with resistance, self- 
induction, and capacity, 84. 86 
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Current graphically shown by closed 

arrows, 221 
Current, unit of, 22 
Curves, types of, 163 

D 

Z>, symbolic operator, 84 
Decay of waves 

— in circuit with distributed ca- 
pacity, 197 

— in circuit with distributed ca- 
pacity and self-iuductiou, 200 

Decreasing amplitude of waves 

— in circuits with distributed ca- 
pacity, 197 

— in circuits with distributed ca- 
pacity and self-induction, 199 

Direction of roUition, 221 
Direction of rotation of E. M. F. 

vectors, 261 
Differential equations 

— for charging, 113 

— for circuits with resistance and 
capacity, 72 

— for circuits with resistance and 
self-induction. 43 

— for circuits with resistance.self- 
inductiou, and capacity, 84 

— for discharge, 91 
Dimensions of impediment, 132 
Dimensions of L go, 55 
Discharge through circuit with re- 
sistance and capacity, 72, 104 

Discharge through circuit with re- 
sistance, self-induction, and ca- 
pacity. 90 

— n on oscillatory, 98 

— oscillatory. 105 

— when i?- C= 4/:, 108 
Distributed cnpacity, 176 

— with no self-induction, 194 

— with self-induction, 198 
Divided circuit 

— with resistance and capacity, 
280, 582, 284 

— with resistance and self-induc- 
tion. 233, 236. 241 

— with resistance, self-induction, 
and capacity, 302, 308. 310 

Dying away of current in circuit 
with resistance and self-induc- 
tion, 44, 103 

Dyne, 18 

E 

E, e. Electromotive force, 25 

Earth inductor. 26 

Effective electromotive force, 55 



Effects of varying constants 

— in parallel circuits, 242, 285 

— in series circuits, 134, 222, 274, 
296 

Electrical analogies, 313 
Electricjil horse-power, 29 
Electromagnetic induction, 21 
Electromotive force 

— diagram for circuits with re- 
sistance, $>elf -induct ion, and ca- 
pacity, 293 

— equation for circuit with resist- 
ance and capacity, 69, 70 

— equation for circuit with resist- 
auce and self-induction, 31, 42 

— equation forcircuit with resist- 
ance, self -induction, and ca- 
pacity, b3 

— equation for circuit with dis- 
tributed self-induction and ca- 
pacity, 190 

— gi-aphically shown by open 
arrows 221 

— hiw of, 23 

— maximum value of, 50 

— of condenser, 69 

— of condenser graphically rep- 
resented. 269, 271 

— of self-induction, 29 

— of self-induction gniphically 
represented, 220 

— triangle of, for circuits con- 
6iining resistance and capaciiy, 
268 

— triangle of, for circuits with 
resistance and self-induction, 
217 

— imit of, 24 
Electromotive forces 

— in parallel, 263 

— in series, 260 

— witli different periods. 264 
E. M. F. vectors, rotation of. 261 
Energy dissipated in heat, 27 
Energy, equation of, for circuit with 

resistance and capaciiy, 67 

— equation of. for circuits with 
resistance and self-in(lu('ti<»n. :'.0 

— equation of, for circuits wiili 
resistance, self-induction, and 
capacity, 82 

— imparted to a circuit, 29. 142 

— of a charged conductor, 64 

— of a coniienser, 66 

— of magnetic field, 29 

— unit of, 28 
Epoch, 34 

Equation of enercy for circuits with 
resistance and capaciiy, 67 
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f]\|»laiiation r>f exjwmi'ntial term. 55 
Kx|M>iicutial form of sine and ctv 

8in«*, 93 
Kx|V)ni*ntiHl term, 

— elTectof, at "make." 56 

— explanation of. 55 



Furaday'H law, 23 
FirM of force. 18 

— iiitcnKitv *>f. 20 
- nnitneld. 21 

Force, 

— law of, for charged bodies, 60 

— law of. for inaj^nclic jm)1c8, 20 
unit of, 19 



I 






■»1. 



n^Ktance. self- 



nautADce and 



— fa c'rc-ifti wiii 
ca5«c::y. I^ 

— -ji <?in::ift4 with 
iniiico.v. an: capocTij, 

Gcsiifr^ MX .*J*.-ii for current 

— ia -jinri:'^ wiiii 

— in c.:r\-iii'« wi:b rcstsxmDoe mod 
<fr.f lEiiurfioQ, 44 

— in c:n.uK*with rc»i«tmoce,seIf- 
inii -c::«— . \tA caf^ctty. Si, 86 

Gr:ipti:cnl i>:prr<sruiatkiD 

— .ft «:m|*Ie bariDOuic E.M.P., 

— • f :Iie «uni of sererml harmooic 
K. M. F >. n:i 

Graphical treutmeiit. 11. 209 

— synihoU adopted, 319 



H 

H. maffi'etiziiie force. 21 
Hnnnor.ic » le«'lroiii«»tive force 

— di54a<^:t>n. 13" 

— gt-nenil ^>]!;t;«»n, 124 

— graphical npn-sentalion of ,213 

— in circuit with resistance and 
capeiciiy. 76 

— in circuit with resistance and 
seif-iuductiou. ">0 

— solutitin fromdilTereutial equa- 
tion «i 127 

Harmonic functions, 32 

— addition of. 38 
Ilannonic motion. 33 
Hcjitinir effect, 27 

— same with as without self-in- 
duction and capacity. 163 

Horse power, electrical, 29 



I 

/, i', current. 25 

1, maximum value of current. 53, 79, 

131 
Impedance. 53. 79, 131 
— measurement of, 230 
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ImpedimeDt. 131. 205 
— dimension of, 182 
Impressed electromotive force, 55 
Induction, 21 
Inductive resistance, 54 
Infinite capacity, (57 
Integrubility, criterion of, 48, 71 
Integration by parts, 51 
Intensity of a field of force, 20 



i = i/ - 1. 93 

Joule, unit of energy, 28 

Joule's law, 26 

Just n on -oscillatory 

— charge, 121 

— disc barge, 110 



K, specific inductive capacity, 61 



Z, coefiScient of self-induction, 28 
Lag, 

— angle of, 35, 54, 133, 134 

— measurement of, 230 
Law of attraction 

— for charged bodies, 60 

— for magnetic poles, 20 
Law of Coulomb, 20 

— of Faraday. 23 

— of Joule, 24 

— of Ohm, 26 

Linear equation, 43, 44, 86 
Line of force, 18, 21 
Lines of induction, 21 
Limitations of the telephone, 200 
Logarithmic curve, construction of, 

46 
Loo, dimensions of, 55 

M 

Magnetic field, energy of, 29 

— inteusitv of, 20 

Magnetic pole. 18 

IMagnetizing force, 21 

Make, current at, 56, 144 

Maximum oscillation. 153 

Maximum value of harmonic cur- 
rent. 5:H. 79, i:n 

!Mean square value of a sine-curve, 

37 
Measurement by three- voltmeter 

method, 230 
Mechanical analogue 'of condenser, 

272 
Mechanical analogies, 813 



Method used in graphical treatment, 

219 
Multiple-arc arrangement 

— of circuits with resistance and 
capacity, 289 

— of circuits containing resistance 
and self-induction, 250 

Multiple- valued function, 38 
>u, permeability, 22 



N 

N, total induction, 21 
n, frequency, 84 

Negative direction of rotation, 221 
Neutralizing of self-induction and 
capacity 

— at every point of time, 158 

— necessary conditions for, 162 
Neutralizing of self-induction and 

capacity impossible except for 
sine-curve, 175 
Non-oscillatory charging, 114 

— determination of constants, 114 
— discussion, 116 

Non-oscillatory discharge. 98 

— determination of constants, 98 

— discussion, 99 

Notation, 219(««« aUo Appendix) 816 



O 

Ohm's law, 24, 158 
Ohm, unit of resistance, 24 
Oi^en arrows, meaning of, 221 
Oscillation a maximum, 153 
Oscillatory charging. 119 

— determination of constants, 119 

— discussion, 120 
Oscillatory discharge. 105 

— determination of constants, 105 

— discussion of, 107 



Parabola and sine-cui-ve example, 

167 
Parallel circuits 

— with resistance and capacity. 
280. 282, 284 

— with resistance and self-induc- 
tion. 233, 236, 241 

— with resistance, self-induction, 
and capacity. H02, 308, 810 

Parallel plates, capacity of, 67 
Particular E M. F.'s. 87 
Period. 33 
Periodic functions, 38 
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Periodic E. M. F. iu circuit with 
resistance aud capacity, 79 

— in circuit with resistance and 
self-induction. 57 

— iu circuit with resistance, self- 
induction and capacity, 124 

Periodicity, 34 

Permeability, 22 

Phase, 84 

Pole, unit magnetic, 18 

Positive aud negative flow of alter- 
nating current equal, 164 

Positive direction of rotation, 33, 221 

Potential, 61, 63 

Potential of a conductor with dis- 
tributed self-induction and ca- 
pacity, 190 

Power, measurement of, by three 
voltmetei-8, 232 

I*ractical units, 812 

Problems, see Contents, 11 

Propagation of waves, rate of. 

— in circuits with distributed 
capacity. 195 

— in circuits with distributed 
capacity and self-induction, 198 

Q 

Quantity, Q, 

— deliniiion of 25 

— for half pcrioii, 164 

— unit of. 2."), 61 
Quickest cluirge. 121 
Quickest discharge, 110 

R 

Rate of decay of waves 

— in circuit with distributed ca- 
pacity, 1J»7 

— in circuit with distributed capa- 
city and self-induction. 200 

Rate of propagation of waves 

— in circuit with distributed ca- 
pacity, 195 

— in circuit with distributed ca- 
pacity and Rclfinduction, 198 

Rate of work, 29 

Resistance, cJTccl of variation of, 

— in parallel circuit with ca- 
pacity, 285 

— in parallel circuit with self-in- 
duction, 242 

— in series circuit with capacity, 
274 

— in series circuit with self-in- 
duction, 228 

— in seriescircuit with resistance, 
self-induction, and capacity, 135 



Resistance equivalent. 

— of parallel, curcuite, 235, 238, 
281, 283, 303 

— of series circuits. 279, 200 
Resistance, R, unit of. 24 
Resultant ojf several harmonic 

E. M. F/s of the same period, 

213 
Rotation, direction of, 221 
Rotation of E. M. F. vectors, 261 



Self-induction, coefficient of, 23 

— electromotive force of, 220 
Self-induction . effect of variation of, 

— in parallel circuits, 244 

— in series circuit, 2*25 

— iu series circuit with resistance, 
self-induction, and capacity, 
137, 298 

Self-induction, equivalent, 

— of parjiUel circuits, 235, 238 

— of parallel circuits with ca- 
pacity, 8(>8 

— of series circuit with capacity, 
296. 800 

Self-induction, measurement of, 280^ 
Series aud parallel circuits 

— with resistance and capacity, 
286. 287, 288 

— with resistance and self-induc- 
tion. 248, 250, 251. 252 

— with resistance, self-induction, 
and capacity, 310 

Series circuit 

— with resistance and capacity, 
278, 279 

— with resistance and self-induc- 
tion. 227, 228. 229 

— with resistance, self-induction^ 
and capacity. 299. 801 

Several sources of E. M. F., 260 
Sine-curve, 35 

— average value of, 36 

— mean square value of, 87 
Sine-curve aud parabola example, 

167 
Sine expanded, 93 
Sine, exponential form of, 93. 186 
Sine-functions, 32 
Single-value function, 38 
Specific inductive capacity, 61 
Strength of a magnetic tield, 20 
Sum of harmonic E. M. F.'s of the 

same period. 213 
Symbols adopted in graphical treat- 
ment, 219 
Symbolic operator, 84, 128 
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Telephone, limitations of the, 200 

T, period, 83 

T, see Time-constant. 

Three- voltmeter method, 280 

Time-constant 

— in circuit with resistance and 
capacity, 74 

— in circuit with resistance and 
self-induction, 46 

— in circuits with resistance, self- 
. induction, and capacity. 85 

Transformation to real form, 93 
Triangle of E. M. F.'s 

— for circuits with resistance and 
capacity, 268 

— for circuits with resistance and 
self-induction, 217 

— for circuits with resistance, self- 
induction, and capacity, 203 

Two E. M. F.'s in series, 260, 264 
Types of curves, 163 

U 

Unit charge, 61 
Unit current, 22 
Unit magnetic pole, 18 
Unit of energy, 28 
Unit quantity, 25 



Variation of capacity 

— in parallel circuits, 286 

— in series circuits, 188. 276, 296 
Variation of constants in parallel 

— circuits, 285 



Variation of constant.<; in series cir- 

— cuits, 134, 274. 296 
Variation of frequency 

— in series circuits, 140, 296 
Variation of resistance 

— in pamllel circuits, 242. 285 

— in series circuits, 135, 223, 274, 
296 

Variation of self-induction 

— in parallel circuits, 244 

— in series circuits, 137, 225, 296 
Velocity, unit of, 18 

Virtuaf values of E. M. F. and cur- 
rent, 38, 54. 131. 143 
Volt, 24 

W 

W, work or energy, 28 
Watt, unit of work, 28 
Wave-length. 206 

Wave-propugation in circuits with 
distributed capacity, 

— decreasing amjilitude of, 197 

— nature of. 194 

— mte of. 195 
Wave-propagation in circuits with 

distributed capacity and self-in- 
duction, 

— decreasing amplitude of, 199 

— nature of, 198 

— rate of, 198 

Wave- propagation inclosed circuits, 

201 
Work done by harmonic current, 

142 
Work in moving charge, 62 
00, angular velocity, 84 
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